Soil and Site Information Table of Contents, Page 1

Table of Contents
Section Il — Soil and Site Information

Issue Date of Responsible
Date Last Review Staff

Use and Explanation of Soil Interpretations
Explanation of Key Phrases Used in Soil Interpretations

Soils L egends 1/02 1/02 SOl
* Acreage and Proportionate Extent of the Soils

Soil Descriptions - Nontechnical 1/02 1/93 SOI
Use and Explanation of Nontechnical Descriptions
*Nontechnical Soils Description Report

Soil Descriptions - Technical 1/02 1/02 SOl
*Mayp Unit Description Report

Cropland Interpretations - Technical 1/02 1/02 SOl
*Prime Farmland Report
* Kansas Soil Rating for Plant Growth Index
*Soil Properties for Conservation Planning

Rangeland, Grazed Forestland, Native 1/02 1/02 SOl

Pastureland Interpretations

* Rangeland Productivity Report
*Range Ste Descriptions

Forestland Interpretations 1/93 1/93 SOl
Use and Explanation of Forestland Interpretations
*Woodland Management and Productivity

Nonagricultural Interpretations 1/02 1/02 SOI
*Building Ste Devel opment Report
*Construction Materials Report

Recreation I nterpretations 1/02 1/02 SOI
*Recreational Interpretations

Wildlife Inter pretations 1/02 1/02 SOl
*Wildlife Interpretations Report

Pastureland and Hayland I nter pretations 1/02 1/02 SOl
*Yields Per Acre of Pasture and Hayland

USDA-NRCS Section Il — Soil and Site Information 1/02

Kansas FOTG Notice 275



Soil and Site Information Table of Contents, page 2

Issue Date of Responsible
Date Last Review Staff
Mined Land Interpretations 1/93 1/93 SOl

Use and Explanation of Mined Land Interpretations

Windbreak Interpretations 1/02 1/02 SOI
*Conservation Tree and Shrub Management Report

Engineering I nterpretations 1/02 1/02 SOI
*Engineering Index Properties
*Physical Properties of the Soils
*Chemical Properties of the Soils
*Water Features
*Soil Features
*Water Management Report

Waste Disposal Inter pretations 1/02 1/02 SOl
*Sanitary Facilities Report
*Agricultural Waste Management Report

Water Quantity and Quality Interpretations 1/02 1/02 SOl
Use and Explanation of Water Quantity and Quality Inter pretations
* Appendix A — Soils Potential For Surface Loss and Leaching
* Appendix B — Pesticide Selected Properties Database
* Appendix C — Herbicide Selected Properties Database
* Soil-Pesticide Interaction Screening Procedure Worksheet (Blank)
*WIN-PST SPISP 11 Soil Sensitivity to Pesticide Loss Rating Report

Hydric Sail Interpretations 1/02 1/02 SOl
Use and Explanation of Hydric Soil Interpretations
*Hydric Soils List

HEL Interpretations 7/95 1/00 SOI
Use and Explanation of Highly Erodible Land Inter pretations
*Highly Erodible Lands Report
*LSand Supporting Data for 1990 Frozen HEL List
*CRP 20 Soil Supporting Data for 1990 Frozen HEL List

* County specific computer generated reports.

USDA-NRCS Section Il — Soil and Site Information 1/02
TG Notice KS-275



Page 1of 1
ACREAGE AND PROPORTIONATE EXTENT OF THE SOILS

Ellsworth County, Kansas: Published

[
Map |

symbol | I

Soil name | Acres |Percent |

159CT

167HC

Mc

Nw

To

W |Water

[ [ [
113LH |Lancaster—Hedville Loams, 6 To 12 Percent Slopes
113WB |Wells Loam, 1 To 3 Percent Slopes
159CS |Crete Silt Loam, 1 To 2 Percent Slopes:

Crete Soils, 1 To 3 Percent Slopes, Eroded
159LA |Lancaster Loam, 1 To 3 Percent Slopes:
159LC |Lancaster Loam, 3 To 7 Percent Slopes, Eroded
159SM ’Smolan Silty Clay Loam, 1 To 3 Percent Slopes

Harney Silty Clay Loam, 3 To 7 Percent Slopes
167WC |Wakeen Silt Loam, 3 To 7 Percent Slopes
169CX |Crete-Wells Complex 2 To 7 Percent Slopes
AED |Arents, Earthen Dam
Ar |Armo Loam, 3 To 7 Percent Slopes
Au |Armo Loam, 7 To 15 Percent Slopes:

Cb |Cass Fine Sandy Loam, Occasionally Flooded |

Cd |Crete Silt Loam, 0 To 2 Percent Slopes |

Ed |[Edalgo Loam, 3 To 7 Percent Slopes

Eh |Edalgo-Hedville Loams, 7 To 15 Percent Slopes Ii

Ev |Edalgo—Hedville Loams, 15 To 40 Percent Slopes |

Gb |Geary Silt Loam, 1 To 3 Percent Slopes: i

Gc |Geary Silt Loam, 3 To 7 Percent Slopes |

Hb |Harney Silt Loam, 1 To 3 Percent Slopes |

He [Harney-Wakeen Complex, 2 To 6 Percent Slopes

Hm |Harney-Wells Complex, 2 To 6 Percent Slopes

Ho [Hord Silt Loam, Nonflooded
r ’Hord Silt Loam, Rarely Flooded

Jansen Sandy Loam, 1 To 4 Percent Slopes

Lh |Lancaster-Hedville Loams, 3 To 20 Percent Slopes |

LHH |Lancaster—Hedville Complex, 3 To 20 Percent Slopes |

M-W |Miscellaneous Water

Mb ‘Mccook Loam, Occasionally Flooded

Mccook Silt Loam Rarely Flooded
Mf  |Mccook Silty Clay Loam, Frequently Flooded |
Mn [Meadin Sandy Loam, 3 To 15 Percent Slopes

Nibson-Wakeen Silt Loams, 5 To 25 Percent Slopes
Rb |Roxbury Silt Loam, Rarely Flooded
Rf |Roxbury Silt Loam, Occasnonally Flooded
Tobin Silt Loam, Occasmnally Flooded

Wr

Wells Loam, 1 To 3 Percent Slopes

Ws |Wells Loam, 3 To 7 Percent Slopes

13,341 2.9
25854| 56|

Total
|

[ 4?’2,707 | 100.0 |I

* Less than 0.1 percent.
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termin
Nontechnical soil descriptions are a powerful tool for creating reports. These high quality, easy to read

reports can be generated by conservation planners and other NRCS employees for distribution to land users.
Soil map unit descriptions and National Soil Information System records are the basis for these descriptions.
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NONTECHNICAL SOIL DESCRIPTIONS
Ellsworth County, Kansas

Nontechnical soil descriptions describe soil properties or management considerations specific to a soil map

unit or %;roup of map units, shown in the NonTechnical Descriptions report. These descriptions are written in
ology that Non—-technical users of soil survey information can understand.

113LH Lancaster—-Hedville Loams, 6 To 12 Percent Slopes

Lancaster soil makes up 60 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to strongly sloping

hillslope on upland. The runoff class is very high. The parent material consists of residuum. The

soil is 20 to 40 inches deep to bedrock (paralithic). This soil is well drained. The slowest

permeability is moderate. It has a low available water capacity and a moderate shrink swell

potential. This soil is not flooded and is not ponded. The seasonal high water table is at a depth

of more than 6 feet.  This soil is in the Loamy Upland (pe26-30) range site. Itis in the

nonirrigated land capability classification 6e.

Hedville soil makes up 40 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to strongly sloping
backslope hillslope on upland. The runoff class is very high. The parent material consists of

loamy residuum weathered from sandstone and shale. The soil is 4 to 20 inches deep to bedrock
(lithic). This soil is somewhat excessively drained. The slowest permeability is moderate. It has a
very low available water capacity and a low shrink swell potential. This soil is not flooded and

is not ponded. The seasonal high water table is at a depth of more than 6 feet. ~This soil is in

the Shallow Sandstone (pe26-30) range site. It is in the nonirrigated land capability

classification 7s.

113WB Wells Loam, 1 To 3 Percent Slopes

Wells soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a gently sloping upland. The runoff class is
low. The parent material consists of residuum. This soil is well drained. The slowest permeability
is moderate. It has a high available water capacity and a moderate shrink swell potential. This
soil is not flooded and is not ponded. The seasonal high water table is at a depth of more than 6
feet. This soil is in the Loamy Upland (pe26-30) range site. It is in the nonirrigated land
capability classification 2e.

159CS Crete Silt Loam, 1 To 2 Percent Slopes

Crete soil makes up 100 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a gently sloping upland. The runoff class is low. The
parent material consists of silty and clayey loess. This soil is well drained. The slowest
permeability is impermeable. It has a high available water capacity and a high shrink swell
potential. This soil is not flooded and is not ponded. The seasonal high water table is at a depth
of more than 6 feet. The soil contains a maximum amount of 5 percent calcium carbonate.  This
soil is in the Clay Upland (pe25-34) range site. This soil is in the irrigated land capability class

2e. Itis in the nonirrigated land capability classification 2e.

159CT Crete Soils, 1 To 3 Percent Slopes, Eroded

Crete soil makes up 100 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a gently sloping upland. The runoff class is low. The
parent material consists of silty and clayey loess. This soil is well drained. The slowest
permeability is impermeable. It has a high available water capacity and a high shrink swell
potential. This soil is not flooded and is not ponded. The seasonal high water table is at a depth
of more than 6 feet. The soil contains a maximum amount of 5 percent calcium carbonate.  This
soil is in the Clay Uplandépe25—34) range site. This soil is in the irrigated land capability class

2e. Itis in the nonirrigated land capability classification 2e.

159L A Lancaster Loam, 1 To 3 Percent Slopes

Lancaster soil makes up 100 percent of the map unit. This map unit is in the Central Kansas
Sandstone Hills Major Land Resource Area. This soil occurs on a gently sloping hillslope on upland.
The runoff class is low. The parent material consists of residuum. The soil is 20 to 40 inches deep
to bedrock (paralithic). This soil is well drained. The slowest permeability is moderate. It has a
moderate available water capacity and a moderate shrink swell potential. This soil is not flooded
and is not ponded. The seasonal high water table is at a depth of more than 6 feet. This soil is
i; the Loamy Upland (pe26-30) range site. Itis in the nonirrigated land capability classification

e.

159LC Lancaster Loam, 3 To 7 Percent Slopes, Eroded

Lancaster soil makes up 100 percent of the map unit. This map unit is in the Central Kansas
Sandstone Hills Major Land Resource Area. This soil occurs on a moderately sloping hillslope on
upland. The runoff class is medium. The parent material consists of residuum. The soil is 20 to
40 inches deep to bedrock ﬁparalithic). This soil is well drained. The slowest permeability is
moderate. It has a low available water capacity and a low shrink swell potential. This soil is not
flooded and is not ponded. The seasonal high water table is at a depth of more than 6 feet. This
soil is in the Loamy Upland (pe26-30) range site. It is in the nonirrigated land capability
classification 4e.
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NONTECHNICAL SOIL DESCRIPTIONS--Continued
Ellsworth County, Kansas

159SM Smolan Silty Clay Loam, 1 To 3 Percent Slopes

Smolan soil makes up 90 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a gently sloping footslope hillslope on upland. The runoff
class is high. The parent material consists of silty and clayey loess. This soil is moderately

well drained. The slowest permeability is slow. It has a high available water capacity and a high
shrink swell potential. This soil is not flooded and is not ponded. The seasonal high water table

is at a depth of more than 6 feet. The soil contains a maximum amount of 5 percent calcium
carbonate.  This soil is in the Loamy Upland (pe25-34) range site. This soll is in the irrigated

land capability class 2e. It is in the nonirrigated land capability classification 2e.

167HC Harney Silty Clay Loam, 3 To 7 Percent Slopes

Harney soil makes up 100 percent of the map unit. This maf) unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a moderately sloping hillslope on tableland. The
runoff class is medium. The parent material consists of loess. This soil is well drained. The
slowest permeability is moderately slow. It has a high available water capacity and a moderate
shrink swell potential. This soil is not flooded and is not ponded. The seasonal high water table

is at a depth of more than 6 feet. The soil contains a maximum amount of 10 percent calcium
carbonate.  This soil is in the Loamy Upland (pe20-26) range site. Itis in the nonirrigated

land capability classification 3e.

167WC Wakeen Silt Loam, 3 To 7 Percent Slopes

Wakeen soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a moderately sloping hillslope on upland. The
runoff class is medium. The parent material consists of calcareous fine-silty residuum weathered
from limestone. The soil is 20 to 40 inches deep to bedrock (paralithic). This soil is well

drained. The slowest Ipermeability is moderate. It has a moderate available water capacity and a
moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet. The soil contains a maximum amount of 40 percent
calcium carbonate.  This soil is in the Limy Upland (pe20-26) range site. Itis in the

nonirrigated land capability classification 4e.

169CX Crete-Wells Complex, 2 To 7 Percent Slopes

Crete soil makes up 60 percent of the map unit. This map unit is in the Central Loess Plains Maljor
Land Resource Area. This soil occurs on a gently sloping to moderately sloping hillslope on upland.
The runoff class is medium. The parent material consists of silty and clayey loess. This soil is
moderately well drained. The slowest permeability is impermeable. It has a high available water
capacity and a high shrink swell potential. This soil is not flooded and is not ponded. The

seasonal high water table is at a depth of more than 6 feet. The soil contains a maximum amount of 5
percent calcium carbonate.  This soil is in the Clay Upland (pe26-30) range site. Itis in the
nonirrigated land capability classification 3e.

Wells soil makes up 40 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a gently sloping to moderately sloping backslope hillslope
on upland. The runoff class is medium. The parent material consists of fine—loamy residuum. This
soil is well drained. The slowest permeability Is moderate. It has a high available water capacity
and a moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal
high water table is at a depth of more than 6 feet. This soil is in the Loamy Upland (pe26-30)
range site. Itis in the nonirrigated land capability classification 3e.

Ar Armo Loam, 3 To 7 Percent Slopes

Armo soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a moderate(li/ sloping hillslope on upland. The
runoff class is medium. The parent material consists of residuum. This soil is well drained. The
slowest Ipermeability is moderate. It has a high available water capacity and a low shrink swell
potential. This soil is not flooded and is not ponded. The seasonal high water table is at a depth
of more than 6 feet. This soil is in the Limy Upland (pe20-26) range site. Itis in the
nonirrigated land capability classification 3e.

Au Armo Loam, 7 To 15 Percent Slopes

Armo soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a strongly sloping to moderately steep _hillslope on
upland. The runoff class is high. The parent material consists of residuum. This soll is well
drained. The slowest permeability is moderate. It has a high available water cagacity and a low
shrink swell potential. This soil is not flooded and is not ponded. The seasonal high water table

is at a depth of more than 6 feet. This soil is in the Limy Upland (pe20-26) range site. Itis

in the nonirrigated land capability classification 6e.

Cb Cass Fine Sandy Loam, Occasionally Flooded

Cass soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a nearly level to gently sIoFing flood plain.

The runoff class is ver?/ low. The parent material consists of alluvium. This soil is well drained.

The slowest permeabi it%/ is moderately rapid. It has a moderate available water capacity and a low
shrink swell potential. This soil is occasionally flooded and is not ponded. The seasonal high

water table is at a depth of more than 6 feet.  This soil is in the Sandy Lowland (pe26-30) range
site. Itis in the nonirrigated land capability classification 2w.
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NONTECHNICAL SOIL DESCRIPTIONS--Continued
Ellsworth County, Kansas

Cd Crete Silt Loam, 0 To 2 Percent Slopes

Crete soil makes up 100 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a nearly level to gently sloping upland. The runoff class
is high. The parent material consists of silty and clayey loess. This soll is moderately well

drained. The slowest permeability is impermeable. 1t has a high available water capacity and a
hi%h shrink swell potential. This soil is not flooded and is not ponded. The seasonal high water
table is at a depth of more than 6 feet. The soil contains a maximum amount of 5 percent calcium
carbonate.  This soil is in the Clay Upland (pe26-30) range site. It is in the nonirrigated land
capability classification 2s.

Ed Edalgo Loam, 3 To 7 Percent Slopes

Edalgo soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping hillslope on upland. The
runoff class is medium. The parent material consists of residuum. The soil is 20 to 40 inches deep
to bedrock (paralithic). This soil is well drained. The slowest permeability is very slow. It has a

low available water capacitK and a high shrink swell potential. This soil is not flooded and is

not ponded. The seasonal high water table is at a depth of more than 6 feet. This soil is in the
Clay Upland (pe26-30) range site. Itis in the nonirrigated land capability classification 4e.

Eh Edalgo—Hedville Loams, 7 To 15 Percent Slopes

Edalgo soil makes up 55 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a strongly sloping to moderately steep
hillslope on upland. The runoff class is high. The parent material consists of residuum. The soil

is 20 to 40 inches deep to bedrock (paralithic). This soil is well drained. The slowest permeability

is very slow. It has a low available water capacity and a high shrink swell potential. This soil

is not flooded and is not ponded. The seasonal high water table is at a depth of more than 6 feet.
Tlhis sfgil isin (tshe Clay Upland (pe26-30) range site. It is in the nonirrigated land capability
classification 6e.

Hedville soil makes up 45 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a strongly sloping to moderately steep backslope
hillslope on upland. The runoff class is high. The parent material consists of Ioam?/ residuum
weathered from sandstone and shale. The soil is 4 to 20 inches deep to bedrock (lithic). This soil

is somewhat excessively drained. The slowest permeability is moderate. It has a very low available
water capacity and a low shrink swell potential. This soil is not flooded and is not ponded. The
seasonal high water table is at a depth of more than 6 feet. ~This soil is in the Shallow

Sandstone (pe26-30) range site. Itis in the nonirrigated land capability classification 6e.

Ev Edalgo-Hedville Loams, 15 To 40 Percent Slopes

Edalgo soil makes up 60 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately steep to steep hillslope on
upland.  The runoff class is very high. The parent material consists of residuum. The soil is 20

to 40 inches deep to bedrock (paralithic). This soil is well drained. The slowest permeability is

very slow. It has a low available water capacity and a high shrink swell potential. This soll is

not flooded and is not ponded. The seasonal high water table is at a depth of more than 6 feet.
Tlhis sfgil isin t7he Clay Upland (pe26-30) range site. It is in the nonirrigated land capability
classification 7e.

Hedville soil makes up 40 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately steep to steep backslope hillslope
on upland. The runoff class is very high. The parent material consists of loamy residuum weathered
from sandstone and shale. The soll is 4 to 20 inches deep to bedrock (lithic). This soil is

somewhat excessively drained. The slowest permeability is moderate. It has a very low available
water capacity and a'low shrink swell potential. This soil is not flooded and is not ponded. The
seasonal high water table is at a depth of more than 6 feet.  This soil is in the Shallow

Sandstone (pe26-30) range site. Itis in the nonirrigated land capability classification 7e.

Gb Geary Silt Loam, 1 To 3 Percent Slopes

Geary soil makes up 100 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a gently sloping upland, hillslope. The runoff class is
low. The parent material consists of loess. This soil is well drained. The slowest permeability is
moderate. It has a high available water capacity and a moderate shrink swell potential. This soil

is not flooded and is not ponded. The seasonal high water table is at a depth of more than 6 feet.
This soil is in the Loamy Upland (pe25-34) range site. This soil is in the irrigated land capability
class 2e. Itis in the nonirrigated land capability classification 2e.

Gc Geary Silt Loam, 3 To 7 Percent Slopes

Geary soil makes up 100 percent of the map unit. This map unit is in the Central Loess Plains Major
Land Resource Area. This soil occurs on a moderately sIoEing hillslope on upland. The runoff
class is medium. The parent material consists of loess. This soil is well drained. The slowest
permeability is moderate. It has a high available water capacity and a moderate shrink swell
potential. This soil is not flooded and is not ponded. The seasonal high water table is at a depth

of more than 6 feet. This soil is in the Loamy Upland (pe26-30) range site. Itis in the
nonirrigated land capability classification 3e.

Hb Harney Silt Loam, 1 To 3 Percent Slopes

Harney soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a gently sloping plain on tableland. The runoff
class is medium. The parent material consists of loess. This soil is well drained. The slowest
permeability is moderately slow. It has a high available water capacity and a moderate shrink
swell potential. This soil is not flooded and is not ponded. The seasonal high water table is at a
depth of more than 6 feet. This soil is in the Loamy Upland (pe20-26) range site. Itis in the
nonirrigated land capability classification 2e.
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NONTECHNICAL SOIL DESCRIPTIONS--Continued
Ellsworth County, Kansas

He Harney-Wakeen Complex, 2 To 6 Percent Slopes

Harney soil makes up 65 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a gentl?/ sloping to moderately sloping plain on
tableland. The runoff class is low. The parent material consists of loess. This soil is well

drained. The slowest permeability is moderately slow. It has a high available water capacity and a
moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet. ~This soil is in the Loamy Upland (pe20-26) range
site. Itis in the nonirrigated land capability classification 4e.

Wakeen soil makes up 35 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a gently sloping to moderatele/ sloping hillslope on
upland. The runoff class is low. The parent material consists of calcareous fine-silty residuum
weathered from limestone. The soil is 20 to 40 inches deep to bedrock (paralithic). This soil is

well drained. The slowest permeability is moderate. It has a moderate available water capacity and
a moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet. The soil contains a maximum amount of 40 percent
calcium carbonate.  This soil is in the Limy Upland (pe20-26) range site. Itis in the

nonirrigated land capability classification 4e.

Hm Harney-Wells Complex, 2 To 6 Percent Slopes

Harney soil makes up 70 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a gently sIoI;)ing to moderately sloping plain on
tableland. The runoff class is medium. The parent material consists of loess. This soll is well
drained. The slowest permeability is moderately slow. It has a high available water capacity and a
moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet.  This soil is in the Loamy Upland (pe26-30) range
site. Itis in the nonirrigated land capability classification 3e.

Wells soil makes up 30 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a gently sloping to moderately sloping backslope
hillslope on upland. _The runoff class is low. The parent material consists of residuum. This
soil is well drained. The slowest permeability is moderate. It has a high available water capacity
and a moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal
high water table is at a depth of more than 6 feet. This soil is in the Loamy Upland (pe26-30)
range site. Itis in the nonirrigated land capability classification 3e.

Ho Hord Silt Loam, Nonflooded

Hord soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a nearly level hillslope on upland. The
runoff class is ver?/ low. The parent material consists of loess. This soil is well drained. The
slowest permeability is moderate. It has a very high available water capacity and a low shrink
swell potential. This soil is not flooded and is not ponded. The seasonal high water table is at a
depth of more than 6 feet. This soil is in the Loamy Terrace (pe26-30) range site. Itis in the
nonirrigated land capability classification 1.

Hr Hord Silt Loam, Rarely Flooded

Hord soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a nearly level upland. The runoff class is
low. The parent material consists of loess. This soil is well drained. The slowest permeability is
moderate. It has a very high available water capacity and a low shrink swell potential. This soil

is rarely flooded and is not ponded. The seasonal high water table is at a depth of more than 6
feet. The soil contains @ maximum amount of 5 percent calcium carbonate. ~ This soil is in the
Loamy Terrace (pe26-30) range site. Itis in the nonirrigated land capability classification 1.

Jc Jansen Sandy Loam, 1 To 4 Percent Slopes

Jansen soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a gently sIoPing to moderately sloping

hillslope on upland. The runoff class is low. The parent material consists of alluvium. ' This

soil is well drained. The slowest permeability is moderate. It has a moderate available water
capacity and a moderate shrink swell potential. This soil is not flooded and is not ponded. The
seasonal high water table is at a depth of more than 6 feet. This soil is in the Sandy (pe26-30)
range site. Itis in the nonirrigated land capability classification 3e.

Lh Lancaster-Hedville Loams, 3 To 20 Percent Slopes

Lancaster soil makes up 60 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to strondgly sloping

hillslope on upland. The runoff class is high. The parent material consists of residuum. The soil

is 20 to 40 inches deep to bedrock (paralithic). This soil is well drained. The slowest permeability

is moderate. It has a low available water capacity and a moderate shrink swell potential. This

soil is not flooded and is not ponded. The seasonal high water table is at a depth of more than 6

feet. This soil is in the Loamy Upland (pe26-30) range site. It is in the nonirrigated land

capability classification 6e.

Hedville soil makes up 40 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to moderately steep
backslope hillslope on upland. The runoff class is very high. The parent material consists of

loamy residuum weathered from sandstone and shale. The soil is 4 to 20 inches deep to bedrock
(lithic). This soil is somewhat excessively drained. The slowest permeability is moderate. It has a
very low available water capacity and a low shrink swell potential. This soil is not flooded and

is not ponded. The seasonal high water table is at a depth of more than 6 feet. ~This soil is in

the Shallow Sandstone (pe26-30) range site. It is in the nonirrigated land capability

classification 6e.
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NONTECHNICAL SOIL DESCRIPTIONS--Continued
Ellsworth County, Kansas

LHH Lancaster-Hedville Complex, 3 To 20 Percent Slopes

Lancaster soil makes up 60 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to strongly sloping

hillslope on upland. The runoff class is very high. The parent material consists of residuum. The

soil is 20 to 40 inches deep to bedrock (paralithic). This soil is well drained. The slowest

permeability is moderate. It has a low available water capacity and a moderate shrink swell

potential. This soil is not flooded and is not ponded. The seasonal high water table is at a depth

of more than 6 feet.  This soil is in the Loamy Upland (pe26-30) range site. Itis in the

nonirrigated land capability classification 6e.

Hedville soil makes up 40 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to moderately steep
backslope hillslope on upland. The runoff class is very high. The parent material consists of

loamy residuum weathered from sandstone and shale. The soil is 4 to 20 inches deep to bedrock
(lithic). This soil is somewhat excessively drained. The slowest permeability is moderate. It has a
very low available water capacity and a low shrink swell potential. This soil is not flooded and

is not ponded. The seasonal high water table is at a depth of more than 6 feet.  This soil is in

the Shallow Sandstone (pe26-30) range site. It is in the nonirrigated land capability

classification 6e.

Mb Mccook Loam, Occasionally Flooded

Mccook soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Ma{or Land Resource Area. This soil occurs on a nearly level to gently sloping flood plain on
river val e?/. The runoff class is negligible. The parent material consists of alluvium. This

soil is well drained. The slowest permeability is moderate. It has a high available water capacity

and a low shrink swell potential. This soil is occasionally flooded and is not ponded. The seasonal
high water table is at a depth of more than 6 feet. This soil is in the Loamy Lowland (pe26-30)

range site. Itis in the nonirrigated land capability classification 2w.
Mc Mccook Silt Loam, Rarely Flooded

Mccook soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Ma{or Land Resource Area. This soil occurs on a nearly level to gently sloping flood plain on
river val e?/. The runoff class is negligible. The parent material consists of alluvium. This

soil is well drained. The slowest permeability is moderate. It has a high available water capacity

and a low shrink swell potential. This soil is rarely flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet. This soil is in the Loamy Terrace (pe26-30) range

site. Itis in the nonirrigated land capability classification 1.
Mf Mccook Silty Clay Loam, Frequently Flooded

Mccook soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a nearly level to gently sloping flood plain on river
valley. The runoff class is very low. The parent material consists of alluvium. This soil is

well drained. The slowest permeability is slow. It has a high available water capacity and a high
shrink swell potential. This soil is frequentlg flooded and is not ponded. The top of the seasonal
high water table is at 21 inches. It is in the nonirrigated land capability classification 5w.

Mn Meadin Sandy Loam, 3 To 15 Percent Slopes

Meadin soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping to moderately steep
hillslope on upland. The runoff class is high. The parent material consists of alluvium. " This

soil is excessively drained. The slowest permeability is moderate. It has a low available water
capacity and a low shrink swell potential. This soil is not flooded and is not ponded. The

seasonal high water table is at a depth of more than 6 feet. This soil is in the Gravelly Hills
(pe26-30) range site. It is in the nonirrigated land capability classification 6s.

Nw Nibson-Wakeen Silt Loams, 5 To 25 Percent Slopes

Nibson soil makes up 55 percent of the map unit. This map unit is in the Rollin%1 Plains and Breaks
Major Land Resource Area. This soil occurs on a moderately sloping to steep hillslope on upland.
The runoff class is high. The parent material consists of residuum. The soil Is 10 to 20 inches

deep to bedrock (paralithic). This soil is somewhat excessively drained. The slowest permeability is
moderate. It has a low available water capacity and a moderate shrink swell potential. This soil

is not flooded and is not ponded. The seasonal high water table is at a depth of more than 6 feet.
The soil contains a maximum amount of 40 percent calcium carbonate.  This soil is in the Limy
Upland (pe20-26) range site. It is in the nonirrigated land capability classification 6e.

Wakeen soil makes up 45 percent of the map unit. This maF unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a moderately sloping to moderately steep hillslope on
upland. The runoff class is high. The parent material consists of calcareous fine—silty residuum
weathered from limestone. The soil is 20 to 40 inches deep to bedrock (paralithic). This soil is

well drained. The slowest permeability is moderate. It has a moderate available water capacity and
a moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet. The soil contains a maximum amount of 40 percent
calcium carbonate.  This soil is in the Limy Upland (pe20-26) range site. Itis in the

nonirrigated land capability classification 6e.

Rb Roxbury Silt Loam, Rarely Flooded

Roxbury soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a nearly level to gently sloping flood plain on river
valley. The runoff class is very low. The parent material consists of calcareous fine-silt

alluvium. This soil is well drained. The slowest permeability is moderate. It has a very high
available water capacity and a moderate shrink swell potential. This soil is rarely flooded and

is not ponded. The seasonal high water table is at a depth of more than 6 feet. The soil contains a
maximum amount of 10 percent calcium carbonate.  This soil is in the Loamy Terrace (pe26-30)
range site. It is in the nonirrigated land capability classification 1.
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NONTECHNICAL SOIL DESCRIPTIONS--Continued
Ellsworth County, Kansas

Rf Roxbury Silt Loam, Occasionally Flooded

Roxbury soil makes up 100 percent of the map unit. This map unit is in the Rolling Plains and Breaks
Major Land Resource Area. This soil occurs on a nearly level to gently sloping flood plain on river
valley. The runoff class is very low. The parent material consists of calcareous flne—snt%

alluvium. This soil is well drained. The slowest permeability is moderate. It has a very high
available water capacity and a moderate shrink swell potential. This soil is occasionally flooded

and is not ponded. The seasonal high water table is at a depth of more than 6 feet. The soil

contains a maximum amount of 10 percent calcium carbonate.  This soil is in the Loamy Lowland
(pe26-30) range site. Itis in the nonirrigated land capability classification 2w.

To Tobin Silt Loam, Occasionally Flooded

Tobin soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a nearly level to gently sloping flood plain on
upland.  The runoff class is negligible. The parent material consists of silty alluvium. This

soil is well drained. The slowest permeability is moderate. It has a very high available water

capacity and a moderate shrink swell potential. This soil is occasionally flooded and is not
ponded. The seasonal high water table is at a depth of more than 6 feet. This soil is in the

Loamy Lowland (pe26-30) range site. Itis in the nonirrigated land capability classification 2w.

Wr Wells Loam, 1 To 3 Percent Slopes

Wells soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a gently sloping backslope hillslope on upland.
The runoff class is low. The parent material consists of residuum. This soil is well drained. The
slowest permeability is moderate. It has a high available water capacity and a moderate shrink
swell potential. This soil is not flooded and is not ponded. The seasonal high water table is at a
depth of more than 6 feet. This soil is in the Loamy Upland (pe26-30) range site. It is in the
nonirrigated land capability classification 2e.

Ws Wells Loam, 3 To 7 Percent Slopes

Wells soil makes up 100 percent of the map unit. This map unit is in the Central Kansas Sandstone
Hills Major Land Resource Area. This soil occurs on a moderately sloping backslope hillslope on
upland. ” The runoff class is low. The parent material consists of fine-loamy residuum. This soil

is well drained. The slowest permeability is moderate. It has a high available water capacity and

a moderate shrink swell potential. This soil is not flooded and is not ponded. The seasonal high
water table is at a depth of more than 6 feet.  This soil is in the Loamy Upland (pe26-30) range
site. Itis in the nonirrigated land capability classification 3e.
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113LH—Lancaster-Hedville loams,
6 to 12 percent slopes

Map Unit Composition

Lancaster: 60 percent
Hedville: 40 percent

Component Descriptions

Lancaster

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 6 to 12 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Low (About 5.7 inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 10 inches; loam
H2—10 to 32 inches; clay loam
Cr—32 to 32 inches; weathered bedrock

Heduville

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Loamy residuum weathered
from sandstone and shale

Slope: 6 to 12 percent

Depth to restrictive feature: 4 to 20 inches to
bedrock (lithic)

Drainage class: Somewhat excessively drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very low (About 2.8
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Shallow Sandstone (pe26-30)

Land capability (nonirrigated): 7s

Typical Profile:
H1—O0 to 15 inches; loam
R—15 to 15 inches; unweathered bedrock

113WB—Wells loam, 1to 3
percent slopes

Map Unit Composition

Wells: 100 percent

Component Descriptions

Wells

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Upland

Parent material: Residuum

Slope: 1 to 3 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 10.3
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 2e

Typical Profile:
H1—0 to 11 inches; loam
H2—11 to 15 inches; sandy clay loam
H3—15 to 49 inches; sandy clay loam
H4—A49 to 60 inches; sandy loam

159CS—~Crete silt loam, 1to 2
percent slopes

Map Unit Composition

Crete: 100 percent

Component Descriptions
Crete
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Ellsworth County, Kansas Map Unit Descriptions

MLRA: 75 - Central Loess Plains

Landform: Upland

Parent material: Silty and clayey loess

Slope: 1 to 2 percent

Drainage class: Well drained

Slowest permeability: Impermeable (About 0.00
in/hr)

Available water capacity: High (About 11.0
inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Clay Upland (pe25-34)

Land capability (irrigated): 2e

Land capability (nonirrigated): 2e

Typical Profile:
H1—0 to 11 inches; silt loam
H2—11 to 15 inches; silty clay loam
H3—15 to 45 inches; silty clay
H4—A45 to 60 inches; silty clay loam

159CT—Crete Soils, 1 to 3 percent
slopes, eroded
Map Unit Composition

Crete: 100 percent

Component Descriptions

Crete

MLRA: 75 - Central Loess Plains

Landform: Upland

Parent material: Silty and clayey loess

Slope: 1 to 3 percent

Drainage class: Well drained

Slowest permeability: Impermeable (About 0.00
in/hr)

Available water capacity: High (About 10.6
inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Clay Upland (pe25-34)

Land capability (irrigated): 2e

Land capability (nonirrigated): 2e

Typical Profile:
H1—0 to 6 inches; silty clay loam
H2—6 to 40 inches; silty clay
H3—40 to 60 inches; silty clay loam

Minor Components
Unnamed Wet Soils
Phase: Clayey, Depression

159LA—Lancaster loam, 1to 3
percent slopes

Map Unit Composition

Lancaster: 100 percent

Component Descriptions

Lancaster

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 1 to 3 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Moderate (About 6.4
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—O0 to 12 inches; loam
H2—12 to 36 inches; sandy clay loam
Cr—36 to 43 inches; weathered bedrock

159LC—Lancaster loam, 3to 7
percent slopes, eroded

Map Unit Composition

Lancaster: 100 percent

Component Descriptions
Lancaster

KS-FOTG NOTICE: 275

Section Il : Soil Descriptions, Technical

KS-NRCS January 2002



Ellsworth County, Kansas Map Unit Descriptions

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 3 to 7 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Low (About 5.3 inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 4e

Typical Profile:
H1—O0 to 6 inches; loam
H2—6 to 30 inches; loam
Cr—30 to 30 inches; weathered bedrock

159SM—Smolan silty clay loam, 1
to 3 percent slopes

Map Unit Composition

Smolan: 90 percent
Minor components: 10 percent

Component Descriptions
Smolan
MLRA: 75 - Central Loess Plains
Landform: Hillslope on upland
Hillslope position: Footslope
Parent material: Silty and clayey loess
Slope: 1 to 3 percent
Drainage class: Moderately well drained
Slowest permeability: Slow (About 0.06 in/hr)
Available water capacity: High (About 10.7
inches)
Shrink-swell potential: High (About 7.5 LEP)
Flooding hazard: None
Depth to seasonal water saturation: More than 6
feet
Runoff class: High
Ecological site: Loamy Upland (pe25-34)
Land capability (irrigated): 2e
Land capability (nonirrigated): 2e

Typical Profile:
H1—0 to 8 inches; silty clay loam
H2—8 to 15 inches; silty clay loam

H3—15 to 40 inches; silty clay
H4—40 to 60 inches; silty clay loam

Minor Components
Norge
Composition: About 5 percent
Slope: 1 to 3 percent
Drainage class: Well drained
Ecological site: Loamy Upland (pe24-32)

Labette
Composition: About 5 percent
Slope: 3 to 7 percent
Depth to restrictive feature: 20 to 40 inches
to bedrock (lithic)
Drainage class: Well drained
Ecological site: Loamy Upland (pe30-36)

167HC—Harney silty clay loam, 3
to 7 percent slopes

Map Unit Composition

Harney: 100 percent

Component Descriptions

Harney

MLRA: 73 - Rolling Plains and Breaks

Landform: Hillslope on tableland

Parent material: Loess

Slope: 3 to 7 percent

Drainage class: Well drained

Slowest permeability: Moderately slow (About
0.20 in/hr)

Available water capacity: High (About 11.0
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Loamy Upland (pe20-26)

Land capability (nonirrigated): 3e

Typical Profile:
H1—O0 to 7 inches; silty clay loam
H2—7 to 31 inches; silty clay loam
H3—31 to 60 inches; silt loam

Minor Components
Unnamed Hydric Soils
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167WC—Wakeen silt loam, 3to 7
percent slopes

Map Unit Composition

Wakeen: 100 percent

Component Descriptions

Wakeen

MLRA: 73 - Rolling Plains and Breaks

Landform: Hillslope on upland

Parent material: Calcareous fine-silty residuum
weathered from limestone

Slope: 3 to 7 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Moderate (About 6.5
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Limy Upland (pe20-26)

Land capability (nonirrigated): 4e

Typical Profile:
H1—O0 to 9 inches; silt loam
H2—9 to 31 inches; silty clay loam
Cr—31 to 31 inches; unweathered bedrock

169CX—Crete-Wells complex, 2 to
7 percent slopes

Map Unit Composition

Crete: 60 percent
Wells: 40 percent

Component Descriptions
Crete
MLRA: 75 - Central Loess Plains
Landform: Hillslope on upland
Parent material: Silty and clayey loess
Slope: 2 to 7 percent

Drainage class: Moderately well drained

Slowest permeability: Impermeable (About 0.00
in/hr)

Available water capacity: High (About 11.1
inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Clay Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—O0 to 10 inches; silt loam
H2—10 to 16 inches; silty clay loam
H3—16 to 44 inches; silty clay
H4—44 to 60 inches; silt loam

Wells

MLRA: 75 - Central Loess Plains

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Fine-loamy residuum

Slope: 2 to 7 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 10.1
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—oO0 to 13 inches; loam
H2—13 to 38 inches; clay loam
H3—38 to 60 inches; loam

AED—Arents, Earthen Dam

Ar—Armo loam, 3 to 7 percent
slopes

Map Unit Composition

Armo: 100 percent
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Component Descriptions

Armo

MLRA: 73 - Rolling Plains and Breaks

Landform: Hillslope on upland

Parent material: Residuum

Slope: 3 to 7 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 11.7
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Limy Upland (pe20-26)

Land capability (nonirrigated): 3e

Typical Profile:
H1—O0 to 15 inches; loam
H2—15 to 30 inches; clay loam
H3—30 to 60 inches; gravelly clay loam

Au—Armo loam, 7 to 15 percent
slopes

Map Unit Composition

Armo: 100 percent

Component Descriptions

Armo

MLRA: 73 - Rolling Plains and Breaks

Landform: Hillslope on upland

Parent material: Residuum

Slope: 7 to 15 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 11.7
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High

Ecological site: Limy Upland (pe20-26)

Land capability (nonirrigated): 6e

Typical Profile:
H1—oO0 to 15 inches; loam

H2—15 to 30 inches; clay loam
H3—30 to 60 inches; gravelly clay loam

Cb—Cass fine sandy loam,
occasionally flooded

Map Unit Composition

Cass: 100 percent

Component Descriptions

Cass

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Flood plain

Parent material: Alluvium

Slope: 0 to 2 percent

Drainage class: Well drained

Slowest permeability: Moderately rapid (About
2.00 in/hr)

Available water capacity: Moderate (About 8.6
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: Occasional

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very low

Ecological site: Sandy Lowland (pe26-30)

Land capability (nonirrigated): 2w

Typical Profile:
H1—0 to 13 inches; fine sandy loam
H2—13 to 45 inches; fine sandy loam
H3—45 to 60 inches; loamy fine sand

Cd—~Crete silt loam, 0 to 2 percent
slopes

Map Unit Composition

Crete: 100 percent

Component Descriptions
Crete
MLRA: 75 - Central Loess Plains
Landform: Upland
Parent material: Silty and clayey loess
Slope: 0 to 2 percent
Drainage class: Moderately well drained
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Slowest permeability: Impermeable (About 0.00
in/hr)

Available water capacity: High (About 11.4
inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High

Ecological site: Clay Upland (pe26-30)

Land capability (nonirrigated): 2s

Typical Profile:
H1—O0 to 7 inches; silt loam
H2—7 to 14 inches; silty clay loam
H3—14 to 34 inches; silty clay
H4—34 to 60 inches; silty clay loam

Minor Components
Unnamed Hydric Soils

Ed—Edalgo loam, 3 to 7 percent
slopes

Map Unit Composition

Edalgo: 100 percent

Component Descriptions

Edalgo

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 3 to 7 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Very slow (About 0.00
in/hr)

Available water capacity: Low (About 5.2 inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Clay Upland (pe26-30)

Land capability (nonirrigated): 4e

Typical Profile:
H1—O0 to 8 inches; loam
H2—8 to 34 inches; clay
Cr—34 to 34 inches; weathered bedrock

Eh—Edalgo-Hedville loams, 7 to
15 percent slopes

Map Unit Composition

Edalgo: 55 percent
Hedville: 45 percent

Component Descriptions

Edalgo

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 7 to 15 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Very slow (About 0.00
in/hr)

Available water capacity: Low (About 5.2 inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High

Ecological site: Clay Upland (pe26-30)

Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 8 inches; loam
H2—=8 to 34 inches; clay
Cr—34 to 34 inches; weathered bedrock

Heduville

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Loamy residuum weathered
from sandstone and shale

Slope: 7 to 16 percent

Depth to restrictive feature: 4 to 20 inches to
bedrock (lithic)

Drainage class: Somewhat excessively drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very low (About 1.9
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High
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Ecological site: Shallow Sandstone (pe26-30)
Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 16 inches; loam
R—16 to 16 inches; unweathered bedrock

Minor Components
Sidehill Seep

Ev—Edalgo-Hedville loams, 15 to
40 percent slopes

Map Unit Composition

Edalgo: 60 percent
Hedville: 40 percent

Component Descriptions

Edalgo

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 15 to 40 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Very slow (About 0.00
in/hr)

Available water capacity: Low (About 5.2 inches)

Shrink-swell potential: High (About 7.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Clay Upland (pe26-30)

Land capability (nonirrigated): 7e

Typical Profile:
H1—O0 to 8 inches; loam
H2—38 to 34 inches; clay
Cr—34 to 34 inches; weathered bedrock

Hedville

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Loamy residuum weathered
from sandstone and shale

Slope: 15 to 30 percent

Depth to restrictive feature: 4 to 20 inches to
bedrock (lithic)

Drainage class: Somewhat excessively drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very low (About 1.9
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Shallow Sandstone (pe26-30)

Land capability (nonirrigated): 7e

Typical Profile:
H1—O0 to 16 inches; loam
R—16 to 16 inches; unweathered bedrock

Gb—Geary silt loam, 1to 3
percent slopes

Map Unit Composition

Geary: 100 percent

Component Descriptions

Geary

MLRA: 75 - Central Loess Plains

Landform: Upland, hillslope

Parent material: Loess

Slope: 1 to 3 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 11.0
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe25-34)

Land capability (irrigated): 2e

Land capability (nonirrigated): 2e

Typical Profile:
H1—0 to 7 inches; silt loam
H2—7 to 32 inches; silty clay loam
H3—32 to 60 inches; silty clay loam
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Ellsworth County, Kansas Map Unit Descriptions

Gc—Geary silt loam, 3to 7 percent
slopes

Map Unit Composition

Geary: 100 percent

Component Descriptions

Geary

MLRA: 75 - Central Loess Plains

Landform: Hillslope on upland

Parent material: Loess

Slope: 3 to 7 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 11.5
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—oO0 to 13 inches; silt loam
H2—13 to 48 inches; silty clay loam
H3—48 to 60 inches; clay loam

Hb—Harney silt loam, 1to 3
percent slopes

Map Unit Composition

Harney: 100 percent

Component Descriptions
Harney
MLRA: 73 - Rolling Plains and Breaks
Landform: Plain on tableland
Parent material: Loess
Slope: 1 to 3 percent
Drainage class: Well drained
Slowest permeability: Moderately slow (About
0.20 in/hr)

Available water capacity: High (About 11.2
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Loamy Upland (pe20-26)

Land capability (nonirrigated): 2e

Typical Profile:
H1—oO0 to 12 inches; silt loam
H2—12 to 36 inches; silty clay loam
H3—36 to 60 inches; silt loam

He—Harney-Wakeen complex, 2 to
6 percent slopes

Map Unit Composition

Harney: 65 percent
Wakeen: 35 percent

Component Descriptions

Harney

MLRA: 73 - Rolling Plains and Breaks

Landform: Plain on tableland

Parent material: Loess

Slope: 2 to 6 percent

Drainage class: Well drained

Slowest permeability: Moderately slow (About
0.20 in/hr)

Available water capacity: High (About 10.7
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe20-26)

Land capability (nonirrigated): 4e

Typical Profile:
H1—O0 to 6 inches; silty clay loam
H2—6 to 36 inches; silty clay loam
H3—36 to 60 inches; silt loam

Wakeen
MLRA: 73 - Rolling Plains and Breaks
Landform: Hillslope on upland
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Ellsworth County, Kansas Map Unit Descriptions

Parent material: Calcareous fine-silty residuum
weathered from limestone

Slope: 2 to 6 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Moderate (About 6.3
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Limy Upland (pe20-26)

Land capability (nonirrigated): 4e

Typical Profile:
H1—O0 to 9 inches; silt loam
H2—9 to 30 inches; silt loam
Cr—30 to 30 inches; weathered bedrock

Hm—Harney-Wells complex, 2to 6
percent slopes

Map Unit Composition

Harney: 70 percent
Wells: 30 percent

Component Descriptions

Harney

MLRA: 73 - Rolling Plains and Breaks

Landform: Plain on tableland

Parent material: Loess

Slope: 2 to 6 percent

Drainage class: Well drained

Slowest permeability: Moderately slow (About
0.20 in/hr)

Available water capacity: High (About 10.5
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Medium

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—O0 to 5 inches; silty clay loam
H2—S5 to 40 inches; silty clay loam
H3—40 to 60 inches; silt loam

Wells

MLRA: 73 - Rolling Plains and Breaks

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Residuum

Slope: 2 to 6 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 10.2
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—oO0 to 11 inches; loam
H2—11 to 44 inches; sandy clay loam
H3—44 to 60 inches; sandy loam

Ho—Hord silt loam, Nonflooded

Map Unit Composition

Hord: 100 percent

Component Descriptions

Hord

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Loess

Slope: 0 to 1 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very high (About 12.1
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very low

Ecological site: Loamy Terrace (pe26-30)
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Ellsworth County, Kansas Map Unit Descriptions 10

Land capability (nonirrigated): 1

Typical Profile:
H1—O0 to 13 inches; silt loam
H2—13 to 60 inches; silt loam

Hr—Hord silt loam, rarely flooded

Map Unit Composition

Hord: 100 percent

Component Descriptions

Hord

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Upland

Parent material: Loess

Slope: 0 to 1 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very high (About 12.2
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: Rare

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Terrace (pe26-30)

Land capability (nonirrigated): 1

Typical Profile:
H1—O0 to 18 inches; silt loam
H2—18 to 43 inches; silty clay loam, loam,
silt loam
H3—43 to 60 inches; very fine sandy loam,
silty clay loam, silt loam

Minor Components
Unnamed Hydric Soil

Jc—Jansen sandy loam, 1to 4
percent slopes

Map Unit Composition

Jansen: 100 percent

Component Descriptions

Jansen

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Alluvium

Slope: 1 to 4 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Moderate (About 6.6
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Sandy (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—O0 to 13 inches; sandy loam
H2—13 to 28 inches; sandy clay loam
H3—28 to 33 inches; loamy coarse sand
H4—33 to 60 inches; gravelly coarse sand

Lh—Lancaster-Hedville loams, 3
to 20 percent slopes

Map Unit Composition

Lancaster: 60 percent
Hedville: 40 percent

Component Descriptions

Lancaster

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Parent material: Residuum

Slope: 3 to 12 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Low (About 5.3 inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High
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Ellsworth County, Kansas Map Unit Descriptions 11

Ecological site: Loamy Upland (pe26-30)
Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 16 inches; loam
H2—16 to 32 inches; sandy clay loam
Cr—32 to 32 inches; weathered bedrock

Hedville

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Loamy residuum weathered
from sandstone and shale

Slope: 3 to 20 percent

Depth to restrictive feature: 4 to 20 inches to
bedrock (lithic)

Drainage class: Somewhat excessively drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very low (About 1.9
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Shallow Sandstone (pe26-30)

Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 16 inches; loam
R—16 to 16 inches; unweathered bedrock

LHH—Lancaster-Hedville complex,
3 to 20 percent slopes

Map Unit Composition

Lancaster: 60 percent
Hedville: 40 percent

Component Descriptions
Lancaster
MLRA: 74 - Central Kansas Sandstone Hills
Landform: Hillslope on upland
Parent material: Residuum
Slope: 3 to 12 percent
Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)
Drainage class: Well drained
Slowest permeability: Moderate (About 0.60
in/hr)
Available water capacity: Low (About 5.4 inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 6e

Typical Profile:
H1—0 to 9 inches; loam
H2—9 to 24 inches; clay loam
H3—24 to 30 inches; sandy clay loam
Cr—30 to 30 inches; weathered bedrock

Hedville

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Loamy residuum weathered
from sandstone and shale

Slope: 3 to 20 percent

Depth to restrictive feature: 4 to 20 inches to
bedrock (lithic)

Drainage class: Somewhat excessively drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very low (About 2.7
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very high

Ecological site: Shallow Sandstone (pe26-30)

Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 8 inches; loam
H2—8 to 17 inches; gravelly loam
R—17 to 17 inches; unweathered bedrock

Minor Components
Sidehill Seep

M-W—Miiscellaneous Water

Mb—McCook loam, occasionally
flooded

Map Unit Composition

McCook: 100 percent
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Ellsworth County, Kansas Map Unit Descriptions 12

Component Descriptions

McCook

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Flood plain on river valley

Parent material: Alluvium

Slope: 0 to 2 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 11.6
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: Occasional

Depth to seasonal water saturation: More than 6
feet

Runoff class: Negligible

Ecological site: Loamy Lowland (pe26-30)

Land capability (nonirrigated): 2w

Typical Profile:
H1—O0 to 12 inches; loam
H2—12 to 60 inches; silt loam

Mc—McCook silt loam, rarely
flooded

Map Unit Composition

McCook: 100 percent

Component Descriptions

McCook

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Flood plain on river valley

Parent material: Alluvium

Slope: 0 to 2 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 11.6
inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: Rare

Depth to seasonal water saturation: More than 6
feet

Runoff class: Negligible

Ecological site: Loamy Terrace (pe26-30)

Land capability (nonirrigated): 1

Typical Profile:
H1—O0 to 12 inches; silt loam

H2—12 to 60 inches; silt loam

Mf—McCook silty clay loam,
frequently flooded

Map Unit Composition

McCook: 100 percent

Component Descriptions
McCook
MLRA: 73 - Rolling Plains and Breaks
Landform: Flood plain on river valley
Parent material: Alluvium
Slope: 0 to 2 percent
Drainage class: Well drained
Slowest permeability: Slow (About 0.06 in/hr)
Available water capacity: High (About 10.7
inches)
Shrink-swell potential: High (About 7.5 LEP)
Flooding hazard: Frequent
Depth to seasonal water saturation: About 6 to
36 inches
Runoff class: Very low
Land capability (nonirrigated): 5w

Typical Profile:
H1—0 to 15 inches; silty clay loam
H2—15 to 29 inches; silt loam
H3—29 to 60 inches; silt loam

Minor Components
Unnamed Hydric Soils

Mn—Meadin sandy loam, 3to 15
percent slopes

Map Unit Composition

Meadin: 100 percent

Component Descriptions
Meadin
MLRA: 74 - Central Kansas Sandstone Hills
Landform: Hillslope on upland
Parent material: Alluvium
Slope: 3 to 15 percent
Drainage class: Excessively drained
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Ellsworth County, Kansas Map Unit Descriptions 13

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Low (About 4.1 inches)

Shrink-swell potential: Low (About 1.5 LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High

Ecological site: Gravelly Hills (pe26-30)

Land capability (nonirrigated): 6s

Typical Profile:
H1—O0 to 14 inches; sandy loam
H2—14 to 60 inches; very gravelly coarse
sand

Nw—Nibson-Wakeen silt loams, 5
to 25 percent slopes

Map Unit Composition

Nibson: 55 percent
Wakeen: 45 percent

Component Descriptions

Nibson

MLRA: 73 - Rolling Plains and Breaks

Landform: Hillslope on upland

Parent material: Residuum

Slope: 5 to 25 percent

Depth to restrictive feature: 10 to 20 inches to
bedrock (paralithic)

Drainage class: Somewhat excessively drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Low (About 3.9 inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High

Ecological site: Limy Upland (pe20-26)

Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 8 inches; silt loam
H2—8 to 19 inches; silt loam
Cr—19 to 19 inches; weathered bedrock

Wakeen
MLRA: 73 - Rolling Plains and Breaks
Landform: Hillslope on upland

Parent material: Calcareous fine-silty residuum
weathered from limestone

Slope: 5 to 20 percent

Depth to restrictive feature: 20 to 40 inches to
bedrock (paralithic)

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Moderate (About 6.3
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: High

Ecological site: Limy Upland (pe20-26)

Land capability (nonirrigated): 6e

Typical Profile:
H1—O0 to 9 inches; silt loam
H2—9 to 30 inches; silt loam
Cr—30 to 30 inches; weathered bedrock

Rb—Roxbury silt loam, rarely
flooded

Map Unit Composition

Roxbury: 100 percent

Component Descriptions

Roxbury

MLRA: 73 - Rolling Plains and Breaks

Landform: Flood plain on river valley

Parent material: Calcareous fine-silty alluvium

Slope: 0 to 2 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very high (About 12.4
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: Rare

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very low

Ecological site: Loamy Terrace (pe26-30)

Land capability (nonirrigated): 1

Typical Profile:
H1—0 to 20 inches; silt loam
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H2—20 to 60 inches; silt loam

Rf—Roxbury silt loam,
occasionally flooded

Map Unit Composition

Roxbury: 100 percent

Component Descriptions

Roxbury

MLRA: 73 - Rolling Plains and Breaks

Landform: Flood plain on river valley

Parent material: Calcareous fine-silty alluvium

Slope: 0 to 2 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very high (About 12.4
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: Occasional

Depth to seasonal water saturation: More than 6
feet

Runoff class: Very low

Ecological site: Loamy Lowland (pe26-30)

Land capability (nonirrigated): 2w

Typical Profile:
H1—O0 to 20 inches; silt loam
H2—20 to 60 inches; silt loam

To—Tobin silt loam, occasionally
flooded

Map Unit Composition

Tobin: 100 percent

Component Descriptions
Tobin
MLRA: 74 - Central Kansas Sandstone Hills
Landform: Flood plain on upland
Parent material: Silty alluvium
Slope: 0 to 2 percent
Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: Very high (About 12.1
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: Occasional

Depth to seasonal water saturation: More than 6
feet

Runoff class: Negligible

Ecological site: Loamy Lowland (pe26-30)

Land capability (nonirrigated): 2w

Typical Profile:
H1—O0 to 20 inches; silt loam
H2—20 to 32 inches; silt loam
H3—32 to 60 inches; silt loam

Minor Components
Unnamed Hydric Soils
Slope: 0 to 2 percent
Drainage class: Poorly drained

Unnamed Hydric Soil
Slope: 0 to 2 percent
Drainage class: Poorly drained

Unnamed Wet Soils
Phase: Loamy, Depression

Unnamed Wet Soils
Phase: Loamy, Drainageway

W—Water

Map Unit Composition
Water: 100 percent
Component Descriptions
Water
MLRA: 74 - Central Kansas Sandstone Hills

Depth to seasonal water saturation: More than 6
feet

Wr—Wells loam, 1 to 3 percent
slopes

Map Unit Composition

Wells: 100 percent
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Component Descriptions

Wells

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Residuum

Slope: 1 to 3 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 10.2
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 2e

Typical Profile:
H1—0 to 11 inches; loam
H2—11 to 44 inches; sandy clay loam
H3—44 to 60 inches; sandy clay loam

Ws—Wells loam, 3 to 7 percent
slopes

Map Unit Composition

Wells: 100 percent

Component Descriptions

Wells

MLRA: 74 - Central Kansas Sandstone Hills

Landform: Hillslope on upland

Hillslope position: Backslope

Parent material: Fine-loamy residuum

Slope: 3 to 7 percent

Drainage class: Well drained

Slowest permeability: Moderate (About 0.60
in/hr)

Available water capacity: High (About 10.1
inches)

Shrink-swell potential: Moderate (About 4.5
LEP)

Flooding hazard: None

Depth to seasonal water saturation: More than 6
feet

Runoff class: Low

Ecological site: Loamy Upland (pe26-30)

Land capability (nonirrigated): 3e

Typical Profile:
H1—0 to 10 inches; loam
H2—10 to 16 inches; clay loam
H3—16 to 40 inches; clay loam
H4—A40 to 60 inches; clay loam

Minor Components
Unnamed Hydric Soil
Drainage class: Poorly drained
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Farmland Classification
Ellsworth County, Kansas : Published

Prime farmland is one of several kinds of important farmland defined by the U.S. Department of Agriculture. It is

of major importance in meeting the Nation’s short- and long-range needs for food and fiber. Because the supply of
high—quality farmland is limited, the U.S. Department of Agriculture recognizes that responsible levels of
government, as well as individuals, should encourage and facilitate the wise use of our Nation’s prime farmland.

Prime farmland, as defined by the U.S. Department of Agriculture, is land that has the best combination of physical
and chemical characteristics for producing food, feed, forage, fiber, and oilseed crops and is available for these
uses. It could be cultivated land, pastureland, forestland, or other land, but it is not urban or built-up land or

water areas. The soil qualities, %rowing season, and moisture supply are those needed for the soil to economicall%/
produce sustained high yields of crops when proper management, including water management, and acceptable farming
methods are applied. In general, prime farmland has an adequate and dependable supply of moisture from
precipitation or irrigation, a favorable temperature and growing season, acceptable acidity or alkalinity, an
acceptable salt and sodium content, and few or no rocks. It is permeable to water and air. It is not excessively
erodible or saturated with water for long periods, and it either is not frequently flooded during the growing

season or is protected from flooding. Slope ranges mainly from 0 to 6 percent. More detailed information about the
criteria for prime farmland is available at the local office of the Natural Resources Conservation Service.

A recent trend in land use in some parts of the survey area has been the loss of some prime farmland to industrial
and urban uses. The loss of prime farmland to other uses puts pressure on marginal lands, which generally are more
erodible, droughty, and less productive and cannot be easily cultivated.

The map units in the survey area that are considered prime farmland are listed in the following table. This list
does not constitute a recommendation for a particular land use. On some soils included in the list, measures that
overcome a hazard or limitation, such as flooding, wetness, and droughtiness, are needed. Onsite evaluation is
needed to determine whether or not the hazard or limitation has been overcome by corrective measures. The extent of
each listed map unit is shown in the "Acres and Proportionate Extent of Soils" table. The location is shown on the
getailed soil maps. The soil qualities that affect use and management are described in other tables in this

ocument.”

| [
Map symbol|I Mapunit name | Farmland Classification

| I
113WB | Wells loam, 1 to 3 percent slopes | All areas are prime farmland
159CS | Crete silt loam, 1 to 2 percent slopes | All areas are prime farmland
159CT | Crete soils, 1 to 3 percent slopes, eroded | All areas are prime farmland
159LA | Lancaster loam, 1 to 3 percent slopes | All areas are prime farmland
159SM | Smolan silty clay loam, 1 to 3 percent slopes | All areas are prime farmland
167HC | Harney silty clay loam, 3 to 7 percent slopes | All areas are prime farmland
169CX | Crete-wells complex, 2 to 7 percent slopes | All areas are prime farmland
Ar | Armo loam, 3 to 7 percent slopes | All areas are prime farmland
Cb Cass fine sandy loam, occasionally flooded | All areas are prime farmland
Cd Crete silt loam, 0 to 2 percent slopes | All areas are prime farmland
Gb Geary silt loam, 1 to 3 percent slopes All areas are prime farmland
Gc Geary silt loam, 3 to 7 percent slopes All areas are prime farmland
Hb Harney silt loam, 1 to 3 percent slopes | All areas are prime farmland
Hm | Harney-wells complex, 2 to 6 percent slopes | All areas are prime farmland
Ho | Hord silt loam, nonflooded | All areas are prime farmland
Hr | Hord silt loam, rarely flooded | All areas are prime farmland
Mb Mccook loam, occasionally flooded | All areas are prime farmland
Mc Mccook silt loam, rarel?/ flooded All areas are prime farmland
Rb Roxbury silt loam, rarely flooded All areas are prime farmland
Rf | Roxbury silt loam, occasionally flooded | All areas are prime farmland
To | Tobin silt loam, occasionally flooded All areas are prime farmland
Wr | Wells loam, 1 to 3 percent slopes All areas are prime farmland
Ws | Wells loam, 3 to 7 percent slopes | All areas are prime farmland
Jc | Janslen sandy loam, 1 to 4 percent slopes | Prime farmland if irrigateii
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PAGE 1of 1

SOIL RATING FOR PLANT GROWTH, modified 1998

Ellsworth County, Kansas

The "Soil Rating for Plant Growth, modified 1998" (SRPG) is a relative ratin% of the capacity

of a soil to produce a specific plant under a defined management system. T

e index is

determined from yield data on a few benchmark soils and is used to calculate yields, the net

returns from crops, land assessment values, and taxes and to perform risk analysis when land

mana%ement decisions are made. Specific information on plants and yields can be obtained

from the ]
Extension Service.

e local office of the Natural Resources Conservation Service or the Cooperative

Ws |V\/|e||s Loam, 3 To 7 Percent Slopes

[

Map | Soil name | Crop Index |
symbol | | |p

| | | [ :
113LH |Lancaster—Hedville Loams, 6 To 12 Percent Slopes 33 |
113WB |Wells Loam, 1 To 3 Percent Slopes | 78
159CS |Crete Silt Loam, 1 To 2 Percent Slopes | 69
159CT |Crete Soils, 1 To 3 Percent Slopes, Eroded | 70 |
159LA |Lancaster Loam, 1 To 3 Percent Slopes: | 62
159LC |Lancaster Loam, 3 To 7 Percent Slopes, Eroded 43 |
159SM ’Smolan Silty Clay Loam, 1 To 3 Percent Slopes 77 |
167HC [Harney Silty Clay Loam, 3 To 7 Percent Slopes | 67 |
167WC |Wakeen Silt Loam, 3 To 7 Percent Slopes | 20
169CX |Crete-Wells Complex, 2 To 7 Percent Slopes | 71
AED |Arents, Earthen Dam |
Ar  |Armo Loam, 3 To 7 Percent Slopes | 61
Au |Armo Loam, 7 To 15 Percent Slopes | 54
Ch |Cass Fine Sandy Loam, Occasionally Flooded 52 |
Cd |Crete Silt Loam, 0 To 2 Percent Slopes | 69 |
Ed |Edalgo Loam, 3 To 7 Percent Slopes | 45
Eh |Edalgo—Hedville Loams, 7 To 15 Percent Slopes .I 26 |
Ev |Edalgo—Hedville Loams, 15 To 40 Percent Slopes |8 |
Gb |Geary Silt Loam, 1 To 3 Percent Slopes: i 77
Gc |Geary Silt Loam, 3 To 7 Percent Slopes | 73
Hb |Harney Silt Loam, 1 To 3 Percent Slopes: | 67
He [Harney-Wakeen Complex, 2 To 6 Percent Slopes | 51
Hm |Harney-Wells Complex, 2 To 6 Percent Slopes | 69
Ho |Hord Silt Loam, Nonflooded | 76
Hr |Hord Silt Loam, Rarely Flooded | 77
Jc  |Jansen Sandy Loam, 1 To 4 Percent Slopes: 56 |
LHH |Lancaster—Hedville Complex, 3 To 20 Percent Slopes | 31 |
Lh |Lancaster—Hedville Loams, 3 To 20 Percent Slopes | 30 |
M-W [Miscellaneous Water: |
Mb  |[Mccook Loam, Occasionally Flooded | 59
Mc  |[Mccook Silt Loam, Rarely Flooded | 61
Mf  |Mccook Silty Clay Loam, Frequently Flooded | 43 |
Mn |Meadin Sandy Loam, 3 To 15 Percent Slopes | 27
Nw |Nibson-Wakeen Silt Loams, 5 To 25 Percent Slopes | 13 |
Rb |[Roxbury Silt Loam, Rarely Flooded | 59
Rf |Roxbug Silt Loam, Occasionally Flooded | 60 |
To |Tobin Silt Loam, Occasionally Flooded | 65 |
W |Water |
Wr  |Wells Loam, 1 To 3 Percent Slopes i. 74

71
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U.S. DEPARTMENT OF AGRICULTURE PAGE- 1OF 3
NATURAL RESOURCES CONSERVATION SERVICE 02/28/2002

Ellsworth County, Kansas: Published

Field Office Thunderbook: Soils Properties for Conservation Planning

(Entries under "Erosion factors——T" apply to the entire profile. Entries under "K", "Kf", "Wind Erodibility

Group" and "Wind Erodi

bility Index" apply only to the surface layer)

[T
Map symbol |Percent|
and soll name

| | Class | CI

Erosion factors|Wind |

[ [ |
Irr|Non|rr Prime |Hydro-| Range | Windbreak | |erodi-|

ap | Cap |Farmland |logic| site  |suitability| [bility]
ass | |Group| name | group | K f/Kf | T |group |

KS-FOTG NOTICE: 275

113LH:LANCASTER-| Gl | N/A'| 6e JNot prime | Bi |L0an|1y Upl

T

alndl ||7 |.28].28]3] 6 |

farmland |  |(pe26-30) | |

113LH:HEDVILLE-—| 40 | N/A'| 7s |Notprime | D |Shallow | 6 |.32].32|2]|5 |
farmland | |Sandstone (pe26-| » | || [

113WB:WELLS-—---| 100 | N/A | 2e |AII areas | B |Loamy Upland | 7 |.28].28|5]| 6 |
are prime (pe26-30) [
farmland [

159CS:CRETE-———- | 100 | 2e- | 2e |Allareas | C |[ClayUpland | 7 |.37|.37|5]| 6 |
are prime ’ ’ pe25-34) | |
farmland [

159CT:CRETE--—-—| 100 | 2e- | 2e JAllareas | C |ClayUpland | 8 |.37].37|5| 7 |
are prime ’ ’pe 5-34) | |
farmland | [

159LA:LANCASTER-| 100 | N/A | 3e |AII areas | B |Loamy UFIand | 7 1.28].28|3]|6 |
are prime ’ ’(pe | | [ |
farmland |

159LC:LANCASTER-| 100 | N/A | 4e |Not pnme | B |Loamy Upland | 7 |.28].28|3]| 6 |
farmland |  |(pe26-30) | | ]

159SM:SMOLAN--—-| 90 | 2e- | 2e |Allareas | C |LoamyUpland | 8 [.37|.37|5] 7 |
are prime (pe25-34) | 1 1
farmland [ |

167HC:HARNEY--—-| 100 | N/A | 3e |Allareas | B |LoamyUpland | 8 ].32].32]|5] 7 |
are prime (pe20-26) | 1 1|
farmland [ |

167WC:WAKEEN-——-| 100 | N/A | 4e |Not prime |Limy Upland | 5 ].32].32|3] 4L |
farmland |(pe20-26) | | |

169CX:CRETE————— | 60 | N/A'| 3e |Allareas | C |ClayUpland | 7 |.37].37|5] 6 |
are prime (pe26-30) | [
farmland [

169CX:WELLS———-— | 40 | N/A'| 3e |Allareas | B |Loamy Upland | 7 |.28].28|5| 6 |
are prime (pe26-30) | [ I R |
farmland 1 [

AED:ARENTS, | 100 | N/A | 8 |Notprime | |Unspecified | |———-—1-] —]

EARTHEN DA|M——|—— | | || ||farm and || | | | | [

Ar ARMO-——--———-| 100 | N/A | 3e |Allareas | B |LimyUpland | 5 ].28].28|5] 4L |
are prime ’ ’ pe20-26) | |
farmland | | || |

AuU:ARMO————————~ | 100 | N/A | 6e |Notprime | B |LimyUpland | 5 |.28]|.28|5]| 4L |
farmland |  |(pe20-26) | || |

Ch:CASS——--———-—| 100 | N/A | 2w |Allareas | B |SandyLowland | 3 |.20].20]|4]| 3 |
are prime (pe26-30) r [ |
farmland ( | | || |

Cd:CRETE-—————— | 100 | N/A'| 2s JAII areas | C |Clay Upland ‘ 7 |.37].37]|5| 6 |
are prime pe26-30) | | |
farmland

|||”|||II
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U.S. DEPARTMENT OF AGRICULTURE PAGE- 20OF 3
NATURAL RESOURCES CONSERVATION SERVICE 02/28/2002

Ellsworth County, Kansas: Published
Field Office Thunderbook: Soils Properties for Conservation Planning——Continued

| | [ | | [ Erosion factors|Wind | Wind
Map symbol |Percent| Irr | Nonirr | Prime |Hydro-| Range |W|ndbreak| |lerodi—| erodi—
and soil name | Cap | Cap |Farmland |logic| site |sunablllt bilit bility|
| | Clasis | Class || |Group | r|1ame | grciup f/Kf | T |group | | | | L index |
Ed:EDALGO————— | 100 | N/A | 4e |Notprime | C |ClayUpland | 7 ].32].32|3]| 6 | 48 |
farmland |  |(pe26-30) | | | (|
Eh:EDALGO-——-——— | 55 | N/A | 6e JNot prime | C [ClayUpland | 7 |.32].32|3]| 6 | 48 |
farmland |  |(pe26-30) | | |
Eh:HEDVILLE-———- | 45 | N/A'| 6e |Notprime | D [Shallow | 9 [.32]1.43|1] 8 | 0 |
farmland | |Sandstone (p(—:‘26—|| | || [ |
Ev:EDALGO————-—-— | 60 | N/A | 7e |Not pr|me | C |ClayUpland | 7 |.32].32|3]| 6 | 48 |
farmland | |(pe26-30) | | |
EV:HEDVILLE-———— | 40 | NJ/A'| 7e |Notprime | D |[Shallow

| 9 |.32]1.43|1]8 | 0 |
farmland |30 |Sandstone (pe26-| |1 |

Gb:GEARY-——————— | 100 | 2e- | 2e |Allareas | B |Loamy Upland | 7 [.32].32]5]| 6 | 48 |
are prime (pe25-34) | 1 1
farmland [ |

GCc:GEARY——————— | 100 | N/A | 3e |Allareas | B [LoamyUpland | 7 [.32].32|5] 6 | 48 |
are prime (pe26-30) | | F (.
farmland |

Hb:HARNEY-——-———-— | 100 | N/A | 2e |Allareas | B |LoamyUpland | 7 ].37]|.37|5] 6 | 48 |
are prime (pe20-26) | 1 1
farmland | [ |

He:HARNEY-——————— | 65 | N/A | 4e |Notprime | B |LoamyUpland | 8 ].32].32|5| 7 | 38 |
farmland |  |(pe20-26) | | | [

He:WAKEEN-———- ——| 35 | N/A | 4e |Notprime | B |LimyUpland | 5 ].32].32|3] 4L | 86 |
farmland |  [(pe20-26) | | (|

HM:HARNEY-———- ——| 70 | N/A | 3e |Allareas | B |LoamyUpland | 8 |.32].32|5]| 7 | 38 |
are prime (pe26-30) | [
farmland [

HM:WELLS—————- —| 30 | N/A | 3e AII areas | B |LoamyUpland | 7 |.28]|.28]|5]| 6 | 48 |
are prime 30) | [ I I
farmland [ |

Ho:HORD———————— | 100 | N/A'| 1 |Allareas | B |Loamy Terrace | 7 |.32].32]|5] 6 | 48 |
are prime (pe26-30) | [
farmland | |

Hr:HORD--——---——| 100 | N/A | 1 |Allareas | B |Loamy Terrace | 7 |.32].32|5| 6 | 48 |
are prime (pe26-30) | |
farmland [

JC:JANSEN—————- —| 100 | N/A | 3e |Prime B |Sandy (pe26-30)| 3 ].20].20]4]| 3 | 86 |
farmland if| | | f/ [
irrigated || | | |

LHH:LANCASTER-——| 60 | N/A | 6e |Not prlme | B |LoamyUpland | 7 |.28|.43|3]| 6 | 48 |
farmland |  |(pe26-30) | |

LHH:HEDVILLE---—| 40 | N/A ’Not prime | D |Shallow | 6 |.32]1.43]|1|5 | 56 |
farmlan Sandstone (pe26- || | || || I

Lh:LANCASTER-——-| 60 | N/A | 6e }Not prime | B |LoamyUpland | 7 ].28|.28|3]| 6 | 48 |

| | |farmland | |(pe26-30) | [
[ | T B
KS-FOTG NOTICE: 275 KS-NRCS January 2002
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U.S. DEPARTMENT OF AGRICULTURE PAGE- 30OF 3
NATURAL RESOURCES CONSERVATION SERVICE 02/28/2002

Ellsworth County, Kansas: Published
Field Office Thunderbook: Soils Properties for Conservation Planning——Continued

| | [ | | [ Erosion factors|Wind |
Map symbol |Percent| Irr | Nonirr | Prime |Hydro-| Range | Windbreak | |lerodi—|
and soil name | Cap | Cap |Farmland |logic| site  |suitability] | ility|
| | Clasis | Class || |Group| name | grciup | KI f/Kf | T |group | |
Lh:HEDVILLE————- | 40 | N/A'| 6e |Notprime | D |Shallow 6 1.32]1.43|1|5 |
farmland | |Sandstone (pe26-| | [
30) | | | |
M- | 100 | N/A | N/A |Notprime | |Unspecified | |=——-—1-] —
W:MISCELLANEOUS]| | | |farmland r | [ ‘ |
WATER—————|————|—| || || ( ! L || IR
Mb:MCCOOK~-—————— | 100 | N/A | 2w |All areas | B |Loamy Lowland 5 1.32].32|5] 4L |
are prime (pe26-30) | |1 1
farmland | |
Mc:MCCOOK——————— | 100 | N/A | 1 |Allareas | B |Loamy Terrace | 5 [.32].32|5] 4L |
are prime (pe26-30) | 1 1
farmland |
Mf:MCCOOK-———- ——| 100 | N/A | 5w |Notprime | C |Unspecified | 5 |[.32]|.32|5]| 4L |
farmland | | (.
Mn:MEADIN-———-—- | 100 | N/A | 6s gNot prime | A |Gravelly Hills ’ 3 1.201.24]13| 3 |
farmland |  |(pe26-30) | | | ] |
Nw:NIBSON--————— | 55 | N/A | 6e |N0t8rime | D |LimyUpland | 5 ].32].43|2]| 4L |
farmland |  |(pe20-26) | | [
Nw:WAKEEN-——-- ——| 45 | N/A | 6e |Notprime | B |LimyUpland | 5 ].32].32|3] 4L |
farmland |  |(pe20-26) | | | Y |
Rb:ROXBURY------| 100 | N/A | 1 |Allareas | B |Loamy Terrace | 5 [.32].32]|5] 4L |
are prime (pe26-30) | [
farmland |
Rf:ROXBURY-—————- | 100 | N/A | 2w |Allareas | B |Loamylowland | 5 [.32].32|5] 4L |
are prime (pe26-30) | 1 1
farmland | [
To:TOBIN-——————— | 100 | N/A'| 2w |Allareas | B |Loamy Lowland | 7 [.32].32|5] 6 |
are prime (pe26-30) | [
farmland | | | [
W:WATER———|————|——| 1|00 | NiA ||NIA | | | ||Unispecified | |——1-—1-] —1
WrWELLS——-————- | 100 | N/A | 2e JAII areas | B |LoamyUpland | 7 |.28]|.28]|5]| 6 |
are prime pe26-30) | ﬁ/ F [ |
farmland |
Ws:WELLS————--—— | 100 | N/A | 3e |Allareas | B |LoamyUpland | 7 ].28].28|5]| 6 |
are prime (pe26-30) | | F [ 11
farmland | | | | | ||
| | | | | |
KS-FOTG NOTICE: 275 KS-NRCS January
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PAGE 1 of

RANGELAND PRODUCTIVITY
Ellsworth County, Kansas

Use and Explanation of Rangeland, Grazed Forest Land, Native Pastureland Interpretations

Information in this subsection can be used to plan the use and management of soils for rangeland,
grazed forest land, and native pasture. Different kinds of soils vary in their capacity to produce
native grasses and other plants suitable for grazing. Information in this subsection provides
groupings of similar soils and estimates of potential forage production, which can be used to
determine livestock stocking rates.

Rangeland. Range is land on which the native vegetation (climax or natural potential plant
community) is predominantly grasses, grasslike plants, forbs, and shrubs suitable for grazing and
browsing. Range includes natural grasslands, savannas, many wetlands, some deserts, tundra, and
certain shrub and forb communities. Rangeland receives no regular or frequent cultural treatment.
The composition andJ)roduction of the plant community are determined by soil, climate, topography,
overstory canopy, and grazing management.

Grazed Forest Land. Includes land on which the understory includes, as an integral part of the
forlest plant community, plants that can be grazed without significantly impairing other forest
values.

Native Pasture. Includes land on which the native vegetation (climax or natural potential plant
community) is forest but which is used and managed primarily for production of native plants for
forage. Native pasture includes cut-over forest land and forest land cleared and now managed for
native or naturalized forage plants.

Rangeland

In areas that have similar climate and topography, differences in the kind and amount of vegetation
produced on rangeland are closely related to the kind of soil. Effective management based on the
relationship between the soils and vegetation and water.

The Rangeland, Grazed Forest land, Native Pastureland Interpretations shows, for each soil that
supports rangeland vegetation, the ecological site and the potential annual production of vegetation
in favorable, normal, unfavorable years. An explanation of the column headings in this table
follows.

An ecological site is the product of all the environmental factors responsible for its development.

It has characteristic soils that have developed over time throughout the soil development process; a
characteristic hydrology, particularly infiltration and runoff, that has developed over time; and a
characteristic plant community (kind and amount of vegetation). The hydrology of a site is
influenced by development of the soil and plant community. The vegetation, soils, and hydrology are
all interrelated. Each is influenced by the others and influences the development of the others.

The plant community on an ecological site is typified by an association of species that differs from
that of other ecological sites in the kind and/or proportion of species or in total production.
Descriptions of ecological sites are provided in the Field Office Technical Guide, which is

available in local offices of the Natural Resources Conservation Service.

Total dry-weight production is the amount of vegetation that can be expected to grow annually on
well managed rangeland that is supporting the potential natural plant community. It includes all
vegetation, whether or not it is palatable to grazing animals. It includes the current year’s growth

of leaves, twigs, and fruits of woody plants. It does not include the increase in stem diameter of
trees and shrubs. It is expressed in pounds ﬁer acre of air-dry vegetation for favorable, average,
and unfavorable years. In a favorable year, the amount and distribution of precipitation and the
temperatures make growing conditions substantially better than average. In a normal year, growing
conditions are about average, In an unfavorable year, growing conditions are well below average,
generally because of low available soil moisture. Yields are adjusted to a common percent of air—dry
moisture content.

Range management requires a knowledge of the kinds of soil and of the potential natural plant
community. It also requires an evaluation of the present range similarity index and rangeland trend.
Range similarity index is determined by comparing the present plant community with the potential
natural plant community on a particular rangeland ecological site. The more closely the existing
community resembles the potential community, the higher the range similarity index. Rangeland trend
is defined as the direction of change in an existing plant community relative to the potential

natural plant community. Further information about the range similarity index and rangeland trend is
available in chapter 4 of the National Range and Pasture Handbook, which is available in local
offices of the Natural Resources Conservation Service. The objective in range management is to
control grazing so that the plants growing on a site are about the same in kind and amount as the
potential natural plant community for that site. Such management generally results in the optimum
production of vegetation, control of undesirable brush species, conservation of water, and control

of erosion. Sometimes, however, an area with a range similarity index somewhat below the potential
meets grazing needs, provides wildlife habitat, and protects soil and water resources.
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Page 2 of

RANGELAND PRODUCTIVITY-—Continued
Ellsworth County, Kansas
(Only the soils that support rangeland vegetation suitable for grazing are rated.) Refer to range site
des;:riptio|n to determine the percentage allowable of grasses, forbs, and shrubs for the range
ecological site.

[ [ Total dri/—welght production |
Map symbol Ecological site |
and soil name | Favorable | Average [Unfavorable]
| | year | year | year | | |
| | Lb/acre | Lb{acre [ |Lb/acre |
113LH: | |
Lancaster |Loamy Upland (pe26-30) 5,000 3,500| 2,000 |
Hedville | 'Shlallow Slandstone (pe26-30) | 4,000 3,000| 2,000 |
113WB:
Wells |Loamy Upland (pe26-30) | 5,5500| 4,000| 3,000]
159CsS: | |
Crete |Clay Upland (pe25-34 | 4,500| 4,100| 3,700 |
159CT: | |
1%r9U|ECA : IICIay Upland (pe25-34 | 4500| 4,100| 3,700 |
Lancaster | |L|oamy Upland (pe26-30) | 5,000| 3500| 2,000|
159LC:
Lancaster | |Loamy Upland (pe26-30) | 5,000 3,500| 2,000 |
159SM:
SGmoléln | ilLoamy Upland (pe25-34) | 5,500| 4,000| 3,000|
167HC:
Harney |Loamy Upland (pe20-26) | 5,000] 3,500| 2,000]
167WC: | l
]Y(\slgéien I |Limy Upland e20-26) | 4,000 2,500| 1,000]
Crete- |Clay Upland (pe26-30) | 4500| 4,100| 3,700
Wells | ||Loamy|UpIand (pe26-30) | 5500| 4,000 3,000]|
AED:
Arents, Earthen Dam—l— ————————————— || —l—— | | | - - -
Ar:
Armo | | |Limy Upland (pe20-26) | 4,000 3,000] 1,000]
Au:
Al;mG | | |Limy Upland (pe20-26) | 4,000 3,000 1,000|
Ch:
é:dma | | |Sandy Lowland (pe26-30) | 4,300| 4,000| 3,700 |
(,:jr;::c | |Clay Upland (pe26-30) | 4500| 4,100| 3,700]
E
Ehdalgo | |Clay Upland (pe26-30) | 5,000| 3500| 2,000]|
Edalgo |Clay Upland (pe26-30) | 5,000] 3,500| 2,000]
Hedville | |Shallow Sandstone (pe26-30) | 4,000| 3,000| 2,000 |
Ev:
Edalgo |Clay Upland (pe26-30) | 5,000| 3500| 2,000]|
Hedwllc | iIShaIIow Sandstone (pe26-30) | 4,000| 3,000| 2,000 |
gear‘y i | |Loamy Upland (pe25-34) | 6,000 4,000 3,000]
l_cisbeary i : |Loamy Upland (pe26-30) | 6,000 4,000 3,000]
Harr‘.c, | : ILoame Upland (pe20-26) | 5,000] 3,500| 2,000|
He:
Harr‘.c, |Loamy Upland (pe20-26) | 5,000| 3,500| 2,000|
l_\iNakeer' | |Limy Upland (pe20-26) | 4,000 2,5500| 1,000]
m:
Harney |Loamy Upland (pe26-30) | 5,000| 3,500 2,000|
Wells | | |Loam: Uplanld (pe26|—30) | 5,500| 4,000 3,000]
Ho:
l_li-lord | | |Loamy Terrace (pe26-30) | 4,000] 3,600| 3,300]
r
Hord | | |Loamy Terrace (pe26-30) | 4500| 4,200| 3,800]
Jc:
Jﬁnsen | | |Sandy (pe26-30) | 3,700 3,200| 2,700 |
Lh:
Lancaster |Loamy Upland (pe26-30) | 5,000 3500| 2,000]|
Hedville | |?ha|low|$andstlone (pe|26—30) | 4 000 | 3 000 | 2 000 |
LHH:
Lancaster |Loamy Upland (pe26-30) | 5,000| 3500| 2,000|
He\?\)nllC | |Shallow ?andstone (pe26-30) | 4,000 3,000| 2,000 |
Mt;sc'ellaneous Water——————————————-| | | ——l— | | | | - —-—
Mb:
Mccook: | |Loamy Lowland (pe26-30) | 3,800| 3,300| 2,800]
Mc:
l\/}ccook | | iLoarlny Terr?ce (pe.l26—30) | 3,800| 3,300| 2,800 ]|
M
Mccook | | | | - | I| - - -—
'\IIVIeadm | |Gravelly Hills (pe26-30) | 1,500| 1,300| 1,100 |
w:
Nibson |Limy Upland (pe20-26) | 4,000| 2500| 1,500]|
V\t/)akeer | | ILim;ll Uplan(lj (pe20|—26) | 4,000 2,500| 1,000
Rl,R;oxbury | | |Loamy Terrace (pe26-30) | 5,000| 4,000 3,000]|
Roxbur‘y | I |Loamy Lowland (pe26-30) | 6,500| 5,000 3,500]
To:
Tobin | | ILoamly Lowlaind (pe2|6—30) | 6,000| 5,000| 4,000|
W:
Water I - I =1
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RANGELAND PRODUCTIVITY-—Continued
Ellsworth County, Kansas
(Only the soils that support rangeland vegetation suitable for grazing are rated.) Refer to range site
des;:riptio|n to determine the percentage allowable of grasses, forbs, and shrubs for the range
ecological site.

[ [ Total dri/—welght production |
Map symbol Ecological site
and soil name | Favorable | Average [Unfavorable]
| | year | year | year | | |

| | Lb/acie | Lb{acre ||Lb/acre |

r | | |
Wells | |Loamy Upland (pe26-30) | 5500| 4,000 3,000]|
s:
Wells IILoamy Upland (pe26-30) | 5,5|OO | 4,000 | | 3,000 |
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BUILDING SITE DEVELOPMENT
Ellsworth County, Kansas

Building Site Development

Soil properties influence the development of building sites, including the selection of the site, the
design of the structure, construction, performance after construction, and maintenance. The following
tables show the degree and kind of soil limitations that affect dwellings with and without basements,
small commercial buildings, local roads and streets, shallow excavations, and lawns and landscaping.

The ratings in the tables are both verbal and numerical. Rating class terms indicate the extent to which
the soils are limited by all of the soil features that affect building site development. Not limited
indicates that the soil has features that are very favorable for the specified use. Good performance and
very low maintenance can be expected. Slightly limited indicates that the soil has features that are
favorable for the specified use. The limitations are minor and can be easily overcome. Good performance
and low maintenance can be expected. Somewhat limited indicates that the soil has features that are
moderately favorable for the specified use. The limitations can be overcome or minimized by special
lanning, design, or installation. Fair performance and moderate maintenance can be expected. Very
imited indicates that the soil has one or more features that are unfavorable for the specified use. The
limitations generally cannot be overcome without major soil reclamation, special design, or expensive
installation procedures. Poor performance and high maintenance can be expected.

Numerical ratings in the tables indicate the severity of individual limitations. The ratings are shown as
decimal fractions ranging from 0.00 to 1.00. They indicate gradations between the point at which a soil
feature has the greatest negative impact on the use (1.00) and the point at which the soil feature is not
a limitation (0.00).

Dwellings are single-family houses of three stories or less. For dwellings without basements, the
foundation is assumed to consist of spread footings of reinforced concrete built on undisturbed soil at a
depth of 2 feet or at the depth of maximum frost penetration, whichever is deeper. For dwellings with
basements, the foundation is assumed to consist of spread footings of reinforced concrete built on
undisturbed soil at a depth of about 7 feet. The ratings for dwellings are based on the soil properties
that affect the capacity of the soil to support a load without movement and on the properties that affect
excavation and construction costs. The properties that affect the load—supporting capacity include depth
to a water table, ponding, flooding, subsidence, linear extensibility (shrink—swell potential), and
compressibility. Compressibility is inferred from the Unified classification. The properties that affect

the ease and amount of excavation include depth to a water table, ponding, flooding, slope, depth to
Pedrock or a cemented pan, hardness of bedrock or a cemented pan, and the amount and size of rock
ragments.

Small commercial buildings are structures that are less than three stories high and do not have

basements. The foundation is assumed to consist of spread footings of reinforced concrete built on
undisturbed soil at a depth of 2 feet or at the depth of maximum frosttpenetration, whichever is deeper.

The ratings are based on the soil properties that affect the capacity of the soil to support a load

without movement and on the properties that affect excavation and construction costs. The properties that
affect the Ioad—suEporting capacity include depth to a water table, ponding, flooding, subsidence, linear
extensibility Sshrin —swell potential), and compressibility (which is inferred from the Unified

classification). The properties that affect the ease and amount of excavation include flooding, depth to

a water table, ponding, slope, depth to bedrock or a cemented pan, hardness of bedrock or a cemented pan,
and the amount and size of rock fragments.

Local roads and streets have an all-weather surface and carry automobile and light truck traffic all

year. They have a subgrade of cut or fill soil material; a base of gravel, crushed rock, or soil material
stabilized by lime or cement; and a surface of flexible material (asphalt), rigid material gconcrete), or

gravel with a binder. The ratings are based on the soil properties that affect the ease of excavation and
grading and the traffic-supporting capacity. The properties that affect the ease of excavation and

grading are depth to bedrock or a cemented pan, hardness of bedrock or a cemented pan, depth to a water
table, ponding, flooding, the amount of large stones, and slope. The properties that affect the traffic—
supporting capacity are soil strength (as inferred from the AASHTO group index number), subsidence,
Iin%ar exéensibility (shrink—swell potential), the potential for frost action, depth to a water table,

and ponding.

Shallow excavations are trenches or holes dug to a maximum depth of 5 or 6 feet for graves, utility

lines, 0#)en ditches, or other purposes. The ratings are based on the soil properties that influence the

ease of digging and the resistance to sloughing. Depth to bedrock or a cemented pan, hardness of bedrock
or a cemented pan, the amount of large stones, and dense layers influence the ease of digging, filling,

and compacting. Depth to the seasonal high water table, flooding, and ponding may restrict the period
when excavations can be made. Slope influences the ease of using machinery. Soil texture, depth to the
water table, and linear extensibility (shrink—swell potential) influence the resistance to sloughing.

Lawns and landscaping require soils on which turf and ornamental trees and shrubs can be established and
maintained. Irrigation is not considered in the ratings. The ratings are based on the soil properties

that affect plant growth and trafficability after vegetation is established. The properties that affect

plant growth are reaction; depth to a water table; ponding; depth to bedrock or a cemented Ban; the
available water capacity in the upper 40 inches; the content of salts, sodium, or calcium carbonate; and
sulfidic materials. The properties that affect trafficability are flooding, depth to a water table,

ponding, slope, stoniness, and the amount of sand, clay, or organic matter in the surface layer.
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BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table.)

[T [ |
Map symbol Pct| Dwellings without |  Dwellings with | Small commercial

and soil name | of | basemlents | basements | buildings
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | I | Iimilting features | I I
M1 ] ] [
113LH; I N A | o
Lancaster——————————— | 60 [Somewhat limited | [Somewhat limited | |Very limited |
Shrink-swell  ]0.50 | Shrink-swell ]0.50 | Slope 1.00
Slope 10.04 | Deﬁth to soft ]0.29| Shrink-swell |0.50
bedroc| | ] |
Slope 10.04 | |
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00 | Depth tohard |1.00
bedrock | | bedrock | bedrock
Slope 10.04 | Slope 0.04 | Slope |11.00
113WB: I N N . .
Wells: |1100 |Somewhat limited | |Somewhat limited | |Somewhat limited |
ocs | ||Sl|1rink—swe|| I|O.|50| Shrink—lsweill 10.50 | Shrink-swell = |0.50
15 :
Crete—————————————— 1100 |Very limited | |Very limited | [Very limited |
| Shrink-swell ]1.00 | Shrink-swell ~ |1.00 | Shrink-swell |1.00
159CT: | ] | ] |
Crete——————————————— 1100 |Very limited | |Very limited | [Very limited |
| |I Srrink—swell | |1i00| Shrink—lswell |11.00 | Shrink-swell |1.00
159LA:
Lancaster—-————-———— |100 |Somewhat limited | = |Somewhat limited | |Somewhat limited |
Shrink—swell  ]0.50 | Shrink—-swell ]0.50 | Shrink-swell  |0.50
Depth to soft |0.06 |
bedrock
159LC: | |
Lancaster————-——-——-- 1100 |Not limited |Somewhat limited |Somewhat limited |
Depth to soft |0.46 | Slope 0.12
bedrock | |
159SM: I | IR T -
Smolan——————————————| | 90 |Very limited | |Very limited | [Very limited |
||Sf;rink—swe|| ||1.OO| Shrink-swell ~ |1.00 | Shrink-swell |1.00
167HC:
Harney———-—-———————- |100 |Somewhat limited |  |Not limited | |Somewnhat limited |
| Shrink-swell  ]0.50 | I | Shrink-swell = |0.50
[ | | Slope [0.12
167WC: | | |
Wakeen—————————————- 1100 |Somewhat limited | |Somewhat limited P |Somewhat limited |
Shrink-swell ~ 10.50 | Shrink-swell ]0.50 | Shrink-swell 0.50
| Depth to soft |0.35| Slope 10.12
bedrock
169CX: | J
Crete———————————————]| | 60 |Very limited | |Very limited | |Very limited |
Shrink-swell ~ [1.00 | Shrink-swell = |1.00 | Shrink-swell |1.00
| | | Slope [0.12
Wells | 40 |Somewhat limited | |Somewhat limited | |Somewhat limited |
| | Shrink-swell  10.50 | Shrink—-swell' ]0.50 | Shrink-swell ~ |0.50
| | | Slope 0.12
AED:
Arents, Earthen Dam—|100 |Not rated | |Not rated |Not rated |
[ 1 || I| II I| |
1100 |Not limited |~ |Not limited | [Somewnhat limited |
| | | | | Slope 10.12
|1100 |[Somewhat limited | |Somewhat limited |  |Very limited |
|0.1|’,7| Slope |0.37| Slope |11.00
Cass 1200 |Very limited | |Very limited | |Very limited |
d | | | |Flooding | |l|.00| Flooding |2.00 | FIIooding |11.00
Cd:
Crete——————————————- 1100 |Very limited | |Very limited | [Very limited |
d | | Shrink-swell [1.00 | Shrink—-swell = [1.00 | Shrink-swell |1.00
Ed:
Edalgo————————=-——-—- |1200 |Very limited | |Very limited | |Very limited |
Shrink—swell 1.00 | Shrink—swell " |1.00 | Shrink—swell |1.00
| | Depth to soft |0.15| Slope 10.12
bedrock |
Eh: | J
Edalgo———- | 55 |Very limited | |Very limite | |Very limited |
Shrink—swell  |1.00 | Shrink—-swell = ]1.00 | Shrink—swell |1.00
Slope 10.37 | Slope |0.37| Slope |11.00
Depth to soft |0.13 | |
bedrock |
Hedville———————————- | 45 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00 | Depth to hard |1.00
bedrock | | bedrock | bedrock |
Slope 10.63| Slope 0.63| Slope |11.00
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BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T [ |
Map symbol Pct| Dwellings without |  Dwellings with | Small commercial

and soil name | of | basemlents | basements | buildings
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
1 [ [ I [
Ev: I | | el o
Edalgo————————=-———- | 60 |Very limited !Ver limite | |Very limited |
Slope |11.00 | Shrink— swel 1.00 | Slo| rl.OO
Shrink-swell  |1.00 | Slope 1.00| Shrink-swell  |1.00
Depth to soft |0.15 |
bedrock |
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00| Slope |2.00
bedrock | | bedrock E
Slope |11.00 | Slope 1.00 | Depthto hard ]1.00
b | | o | | | |bedrock |
Gb:
Geary————-—————————- 1100 |Somewhat limited | |Somewhat limited | |Somewhat limited |
| | | |Shrink—swell 0.50 | Shrink—swell ~ |0.50 | Shrink-swell ]0.50
Gc:
Geary————-—————————— 1100 |Somewhat limited | |Somewhat limited | |Somewhat limited |
Shrink—swell = 10.50 | Shrink—-swell = |0.50 | Shrink-swell 0.50
b y | | | | | | Slope 10.12
Hb:
Harney—————————————— |100 |[Somewhat limited | |Somewhat limited | |Somewhat limited |
| | | |'Shrlnk —-swell  [0.50 | Shrink-swell = |0.50 | Shrink-swell ]0.50
He:
Harney———-—-———————- | 65 |Somewhat limited | |Somewnhat limited | |Somewhat limited |
Shrink—swell  ]0.50 | Shrink—-swell ]0.50 | Shrink-swell = |0.50
| ] | | Slope 0.00
Wakeen———=—=————————— 35 |Somewhat limited | = |Somewhat limited | |Somewhat limited |
Shrink—swell = ]0.50 | Shrink—-swell = ]0.50 | Shrink-swell 0.50
Depth to soft |0.46 | Slope 10.00
bedrock (. |
Hm:
Harney-——-—-———————- | 70 |Somewhat|imited i |Somewhat limited | |Somewhat limited |
Shrink—swell  ]0.50 | Shrink—-swell ]0.50 | Shrink-swell = |0.50
| Slope 10.00
Wells | 30 |Somewhat limited | |Somewhat limited | |Somewhat limited |
Shrink- swel 10.50 | Shrink—-swell ]0.50 | Shrink-swell ~ |0.50
| ] | | Slope 10.00
Ho: I L - -
Hord———————l——l— —————— |10(|)|N|0t limited | | | |Not limited | |Not limited |
Hr:
Hord—————————-———~ 1200 |Very limited | |Very limited | |Very limited |
|| ||Flooding | |11.00 | Flooding |1.00 | Flooding |11.00
Jc:
Jansen———-———-—————— |1200 |Somewhatllmlted | |Not limited | |Somewnhat limited |
h | | Shrink-swell  ]0.50 | | | | Shrink—-swell ~ ]0.50
Lh:
Lancaster———————-——— | 60 |Somewhat limited | |Somewhat limited | |Very limited |
Shrink-swell  ]0.50 | Shrink—-swell ]0.50 | Slope |11.00
Slope 10.00 | DeEth tosoft |0.29 | Shrink—swell ]0.50
bedroc! | |
Slope 10.00 | |
Hedville——————=————— | 40 |Very limited | |Very limited | |Very limited |
Depth to hard |1.00| Depth to hard |l 00 | Depth tohard |[1.00
bedrock | bedrock g bedrock
Slope .63 | Slope 06 | Slope |11.00
LHH:
Lancaster———————-——— | 60 |Somewhat I|m|ted | |Somewhat limited | |Very limited |
Shrink—-swell  |0.50 | Shrink—-swell ]0.50 | Slope |11.00
Slope 10.00 | DeEth to soft |0.46| Shrink-swell |0.50
bedroc! | |
Slope 10.00 | |
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to hard * |1.00 | Depth to hard |1.00 | Depth to hard |1.00
bedrock | bedrock | bedrock
Slope 10.63| Slope 0.63| Slope |11.00
Miscellaneous V|Vater—|100 |l|\lot |rated || |Not rated | | |Not rated |
100 |Very limited ! | ! |Very Iimiteld | |Very limited |
| | Flooding |11.00 | Flooding |1.00 | Flooding 11.00
Mc:
Mccook—————————————— 1200 |Very limited | [Very limited | |Very limited |
| | Flooding |12.00 | Flooding |2.00 | Flooding |11.00
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BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T [ |
Map symbol Pct| Dwellings without |  Dwellings with | Small commercial

and soil name | of | basemlents | basements | buildings
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
Mf: I||| |||I |||| I|
ME:COOk____________.__llOO [Very limited | |Verylimited | [Very limited |
Flooding |11.00 | Flooding |2.00 | Flooding |11.00
Shrink-swell  |1.00 | Depth to |11.00 | Shrink-swell |1.00
| | saturated zone | |
Depth to 10.81 | | | Depthto |0.81
M | |saturated zone | | | I| | saturated zone |
n:
Meadin—————————————-| 1100 |[Somewhat limited | |Somewhat limited | |Very limited |
N || |Slope 0.04 | Slope 10.04 | Slope 11.00
w:
Nibson———————=—————— | 55 |Very limited | [Very limited | [Very limited |
Depth to soft |1.00 | Depth to soft IOO(J Depth to soft |1.00
bedrock | | bedrock ’ rock |
Slope |11.00 | Slope 1.00 | Slope |11.00
Shrink-swell  10.50 | Shrink-swell |O 50| Shrink-swell ]0.50
Wakeen—————————————— | 45 |Somew at limited |Somewhat limited |  |Very limited |
Slope 10.84 | Iog) 0.84 | Slope |11.00
Shrink—swell  ]0.50 | Shrink-swell ]0.50 | Shrink-swell 0.50
Depth to soft  0.46 | |
bedrock (.|
Rb: I Lo
Roxbury——-—=——=——-—— 1100 |Very limited | |Very limited | |Very limited |
| Flooding |11.00 | Flooding |1.00 | Flooding 1.00
. | |Shrink—swe;l 10.50 | Shrink—swell ]0.50 | Shrink—: swell 10.50
Rf:
Roxbury————-———————-]100 |Very limited | [Very limited | |Very limited |
Flooding |12.00 | Flooding |2.00 | Flooding 0
|Shrink—swell 0.50 | Shrink—swell ]0.50 | Shrink—: swell 10.50
To:
Tobin————-—=—=—————- 1200 |Very limited | |Very limited | |Ver I|m|ted |
Flooding |12.00 | Flooding |2.00 | Flooding 1.0
| IShrlnk swell ~ |0.50 | Shrink-swell 0. 50’ Shrink—swell |0 50
W:
Water——-—— I__T ——————— |1(|)0 lTOt rated | | |Not rated | |Not rated |
wr: I I 1 I | i -
Wells 1100 |Somewhat limited | |Somewhat limited | |Somewhat limited |
| || Shrink- swell 10.50 | Shrink-swell  ]0.50 | Shrink-swell = |0.50
Ws:
Wells 1100 |[Somewhat limited | |Somewhat limited | |Somewhat limited |
Shrink- swell 10.50 | Shrink—-swell ~ ]0.50 | Shrink-swell = |0.50
| | | Slope 10.12
KS-FOTG NOTICE: 275 KS-NRCS January 2002

Section Il : Non—Agricultural Interpretations



PAGE 5of 8

BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T [ |
Map symbol Pct| Localroadsand | Shallow excavations | Lawns and landscaping
and soil name | of | streets |
map | | [
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
M1 ] ] [
113LH; I N A | .
Lancaster——————————— | 60 [Somewhat limited | |Somewhat limited | |Somewnhat limited |
Shrink-swell  10.50 | Depth to soft ]0.29 | Depth to bedrock |0.29
| | bedrock |
Slope 10.04 | Cutbanks cave ]0.10| Slope |10.04
Slope [0.04
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00 | Depth to bedrock |1.00
bedrock | | bedrock
Slope 10.04 | Cutbanks cave ]0.10 | Droughty 10.62
Slope |0.04 | Slope 10.0
Content of large |0. 03
stones F
113WB: I | ] - -
Wells 1100 |[Somewhat limited | ~ |Somewhat limited | |Not limited |
| Shrink-swell  ]0.50 | Cutbanks cave ]0.10 | |
Frost action  |0.50 |
159CS: I | o | -
Crete——————————————- 1100 |Very limited | |0mewhatI|m|ted | |Not limited |
Shrink-swell  ]1.00 | Too clayey |0.12 |
| Cutbanks cave 0.10 | |
159CT: | ] | |
Crete——————————————— 1100 |Very limited | |Somewhat limited | |Not limited |
| Shrink-swell  1.00 | Too clayey |0.12 |
| | Cutbanks cave 0.10| |
159LA: [ | |
Lancaster——————————- 100 |[Somewhat limited | ~ |Somewhat limited | |Somewhat limited |
Shrink- swel 050| Cutbanks cave [0.10 | Depth to bedrock |0.06
Frost acuon .50 | Depth to soft [0.06 |
bedrock
159LC: |
Lancaster——————————- 1100 |Not limited |Somewhat limited | |Somewhat limited |
Depth to soft |0.46 | Depth to bedrock |0.46
bedrock |
Cutbanks cave [0.10 | |
159SM: I |l ] | -
Smolan—————————————| | 90 |Very limited | |Somewhat limited | [Not limited |
Shrink-swell  |1.00 | Cutbanks cave ]0.10 | |
| Too clayey .04
167HC:
Harney—-———-————————- 1100 |Very limited | |Somewhat limited | |Not limited |
Low strength  |1.00 | Cutbanks cave [0.10 | |
Shrlnk swell  |0.50 |
167WC: |
Wakeen—————————————- 1100 |Somewhat limited | |Somewhat limited Somewhat limited |
Shrink-swell ~ |0.50 | Depth to soft ]0.35| Depth to bedrock |0.35
bedrock |
Cutbanks cave ]0.10 | |
169CX: | |
Crete———————————————]| | 60 |Very limited |Somewhat||imited | |Not limited |

| Shrink-swell  [1.00 | Too clayey |0.12
Frost action |0.50 | Cutbanks cave [0.10 |
Wells | 40 [Somewhat limited | |Somewhat limited | |Not limited |
| Shrink—swel |0.50 | Cutbanks cave [0.10 |
Frost action  |0.50 | |

AED: | | [ \ | |
Arents, Earthen Dam—|100 |I|\I0t |rated || Not rated |Not rated
Ar: | | . -
Armo———————————————- 1100 |Not limited | |Very limited | |Not limited |
A | | | | | | Cutbanks cave |1 00 | |
u:
Armo———————————————- 1100 |[Somewhat I|m|ted \Very I|m|ted | |Somewhat limited |
Slope 10.37 | Cutbanks cave 1.00 | Slope 10.37
| | Slope
Cb: I [
Cass 1200 |Very limited | |Very limited | |Somewhat limited |
| Flooding |1.00 | Cutbanks cave |1 00| Flooding 10.60
cd | |Frost action | |(|J.50 | Flooding 10.60 | | |
Crete——————————————— 1100 |Very limited | |Somewhat limited | [Not limited |
Shrink- sweII (!)l .00 | Too clayey 12 |
Frost action 50| Cutbanks cave [0.10 | |
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BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T [ |
Map symbol Pct| Localroadsand | Shallow excavations | Lawns and landscaping
and soil name | of | streets |
map | | [
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
Ed: I||| |Ill |||| I|
Edalgo—————————————— |200 |Very limited | |Somewhat limited | |Somewhat limited |
Shrink-swell  ]1.00 | Too clayey 10.50 | Depth to bedrock [0.16
Depth to soft |0.15 | |
bedrock |
N ny ICutbanks cave [0.10| |
Eh:
Edalgo—————————————- | 55 |Very limited |Somewhat limited | |Somewhat limited |
Shrink-swell  ]1.00 | Toocayey |0 50| Slope 10.37
Frost action  |0.50 | ﬁ 10.37 | Depth to bedrock |0.14
Slope 10.37 | Deﬁt to soft |0 13| |
bedroc| |
Cutbanks cave ]0.10 |
Hedville———————————- | 45 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00 | Depth to bedrock |1.00
bedrock | | bedrock
Slope 10.63| Slope 0.63 | Droughty |1.
Frost action  |0.50 | Cutbanks cave [0.10| Content of Iarge 10.68
stones |
Slope 10.63
s D | Gravel content |0.00
Ev:
Edalgo———-—————————- | 60 |Very limited | [Very limite | |Very limited |
Slope |11.00 | Slope |1.00 | Slope |11.00
Shrink—swell  ]1.00 | Too clayey 10.50 | Depth to bedrock |0.16
Frost action  |0.50 | Depth to soft |0.15 | |
bedrock |
Cutbanks cave ]0.10 |
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00 | Depth to bedrock |1.00
bedrock | | bedrock
Slope |11.00 | Slope 1.00| Slope |11.00
Frost action  |0.50 | Cutbanks cave [0.10| Droughty |11.00
Content of large |0.68
stones
b o | Gravel content |0.00
Gb:
Geary————-—————————- 1100 |Somewhat limited | |Somewhat limited | |Not limited |
| | | |Shrink—swell 0.50 | Cutbanks cave ]0.10 | |
Gc:
Geary——————————————- 1100 |Very limited | |Somewhat limited | |Not limited |
Frost action ~ [1.00 | Cutbanks cave [0.10 |
b | |Shrink—swell 0.50 | | |
Hb:
Harney-——--———————— |100 |[Somewhat limited | |Somewhat limited |  [Not limited |
| | | |'Shrink—swell 0.50 | Cutbanks cave ]0.10 | |
He:
Harney———-—-———————- | 65 |Somewhat limited | |Somewnhat limited | [Not limited |
| | Shrink-swell ]0.50 | Cutbanks cave |0.10
Wakeen—————————————- | 35 |Somewhat limited | |Somewhat limited | |Somewhat limited |
Shrink-swell = |0.50 | Depth to soft ]0.46 | Depth to bedrock |0.46
bedrock |
| Cutbanks cave ]0.10 | |
Hm:
Harney—————————————— | 70 |Somewhat limited |Somewhat limited | |Not limited |
| | Shrink-swell  |0.50 | Cutbanks cave ]0.10
Wells | 30 |Somewhat limited | |Somewhat limited | |Not limited |
Shrink-swel $0.50| Cutbanks cave ]0.10 | |
Frost action | |
Ho: I | | | - .
Hord——————-———=———— 1100 |Somewhat limited | |Somewhat limited |Not limited |
H || ||Frost action |?.50| Cutbankslcave 10.10|
r
Hord———————-——-———— 1100 |[Somewhat limited | |Somewhat limited |Not limited |
Frost action  |0.50 | Cutbanks cave [0.10 |
| |Flooding | 10.40 | || |
Jc:
Jansen———————————-— |12100 |Somewhat limited |  |Very limited | INot limited |
| Shrink—swell  ]0.50 | Cutbanks cave |1.00 | |
Frost action  |0.50 | [
KS-FOTG NOTICE: 275 KS-NRCS January 2002

Section Il : Non—Agricultural Interpretations



PAGE 7of 8

BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T [ |
Map symbol Pct| Localroadsand | Shallow excavations | Lawns and landscaping
and soil name | of | streets |
map | | [
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
L I|| III| |||| I|
Lancaster——————————— | 60 [Somewhat limited | |Somewhat limited | |Somewnhat limited |
Shrink-swell  10.50 | Depth to soft ]0.29 | Depth to bedrock |0.29
| | bedrock |
Slope 10.00 | Cutbanks cave ]0.10| Slope 10.00
Slope [0.00
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to hard ~ |1.00 | Depth to hard |1.00 | Depth to bedrock |1.00
bedrock | | bedrock
Slope 10.63| Slope 0.63 | Droughty 00
Cutbanks cave [0.10| Content of Iarge |O 68
stones |
Slope 10.63
Gravel content |0.00
LHH: I N . -
Lancaster——————-———— | 60 [Somewhat limited | |Somewhat limited | |Somewhat limited |
Shrink—-swell  ]0.50 | Depth to soft ]0.46 | Depth to bedrock |0.46
| (L bedrock |
Slope |10.00 | Cutbanks cave ]0.10| Slope 10.00
| Slope |0.00
Hedville———=——=————- | 40 |Very limited | |Very limited | [Very limited |
Depth to hard * |1.00 | Depth to hard |1.00 | Depth to bedrock |1.00
bedrock | bedrock
Slope 10.63| Slope 0.63 | Droughty 10.75
Cutbanks cave [0.10| Slope 3
| Content of large |0.03
stones |
M-W:
Miscellaneous V|Vater—|100 |l|\lot |rated || |Not rated | |Not rated
: |
Mccook—————=—==————— 1100 |Very limited | |Somewhat limited | |Somewhat limited |
| | Flooding |l Flooding 10.60 | Flooding 10.60
" Cutbanks cave [0.10 | |
Mc:
Mccook—————————————- |100 |Somewhat limited | |Somewhat limited | |Not limited |
| | Flooding 10.40 | Cutbanks cave [0.10 |
Mccook—————————————~ 1100 |Very limited | |Very limited | |Very limited |
Flooding 1.00 | Depth to |11.00 | Flooding |11.00
| saturated zone | |
Shrink-swell  1.00 | Flooding 10.80 | Depth to 10.48
| | | saturated zone |
Depth to 0.48 | Too clayey 0.50 |
saturated zone | |
M | | | Cutbanks cave [0.10 | |
n:
Meadin—————————————-| 1100 |[Somewhat limited | |Very limited | |Somewhat limited |
Slope 0.04 | Cutbanks cave |l 00 | Droughty 10.24
| | Slope |0.04 | Slope 10.04
Nw: [l
Nibson-——-—-—==————- | 55 |Very limited | |Very limited | |Very limited |
Depth to soft |1.00 | Depth to soft Jl.OO | Depth to bedrock |1.00
bedrock | | bedrock
Slope |11.00| Slope 1.00| Slope |11.00
Shrink—swell ~ ]0.50 | Cutbanks cave ]0.10| Content of large |0.08
stones |
Drou |0.00
Wakeen—————————————- | 45 |Somewhat I|m|ted ?Somewhat limited | |Somewhat limited |
Slope 10.84 | S |0 84| Slope 10.84
Shrink-swell ~ |0. 50| Depth to soft |0.46 | Depth to bedrock |0.46
bedrock |
b y | |Cutbanks calve | 10.10| |
Rb:
Roxbury————-———-———- 100 |[Somewhat limited | |Somewhat limited | |Not limited |
Shrink-swell  ]0.50 | Cutbanks cave ]0.10 |
Frost action  |0.50 |
] | Flooding | 10.40 | (. | |
Rf:
Roxbury—-————-———————- 1100 |Very limited | |Somewhat limited | |Somewhat limited |
Flooding |11.00 | Flooding 10.60 | Flooding 10.60
Shrink-swell $0.50| Cutbanks cave ]0.10 | |
| |Frost action| | 0| | |
To:
Tobin-————-———=-——— 1100 |Very limited | |Somewhat limited | |Somewhat limited |
Flooding 11.00 | Flooding 10.60 | Flooding 10.60
Shrink-swell ~ ]0.50 | Cutbanks cave [0.10 |
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BUILDING SITE DEVELOPMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The

larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

|
Map sy mbol Pct | Local roads and | Shallow excavations | Lawns and landscaping
and 50|I name | of | streets
map | | |
un|t| | I | I
Ratmg class and [Value] Rating class and [Value[ Rating class and [Value
limiting features | | limiting features | | I|m||t|ng features | I I
[ I [T [
w: | | [ 1 [ |
Water—————l——I ——————— |1(|)0 |Tot rated | | [Not rated | INot rated |
wr: |1 [ | o L - -
Wells: -———[100 |[Somewhat limited | [Somewhat limited | |Not limited |
Shrink-swell  10.50 | Cutbanks cave [0.10 |
| Frost action  |0.50 |
Wells | | -———|100 |Somewhat limited | |Somewh?t limited | |Not limited |

Shrink-swell  ]0.50 | Cutbanks cave [0.10
Frost action  |0.50 | |
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CONSTRUCTION MATERIALS
Ellsworth County, Kansas

Construction Materials

The following tables give information about the soils as potential sources of gravel, sand, topsoil, .
reclamation material, and roadfill. Normal compaction, minor processing, and other standard construction
practices are assumed.

The soils are rated good, fair, or poor as potential sources of topsoil, reclamation material, and
roadfill. The features that limit the soils as sources of these materials are specified in the tables.

The numerical ratings given after the specified features indicate the degree to which the features limit
It.he' soils as sources of topsoil, reclamation material, or roadfill. The lower the number, the greater the
imitation.

The soils are rated as a probable or improbable source of sand and gravel. A rating of probable means
that the source material is likely to be in or below the soil. The numerical ratings in these columns
indicate the degree of probability. The number 0.00 indicates that the soil is an improbable source. A
numbler between 0.00 and 1.00 indicates the degree to which the soil is a probable source of sand or
gravel.

Sand and gravel are natural aggregates suitable for commercial use with a minimum of processin% They are
used in many kinds of construction. Specifications for each use vary widely. In these tables, only the
probability of finding material in suitable quantity is evaluated. The suitability of the material for

specific purposes is not evaluated, nor are factors that affect excavation of the material. The

properties used to evaluate the soil as a source of sand or gravel are gradation of grain sizes (as

indicated by the Unified classification of the soil), the thickness of suitable material, and the content

of rock fragments. If the lowest layer of the soil contains sand or gravel, the soil is rated as a

probable source regardless of thickness. The assumption is that the sand or gravel layer below the depth

of observation exceeds the minimum thickness.

Topsoil is used to cover an area so that vegetation can be established and maintained. The upper 40
inches of a soil is evaluated for use as topsoil. Also evaluated is the reclamation potential of the
borrow area. The ratings are based on the soil Properties that affect plant growth; the ease of
excavating, loading, and spreading the material; and reclamation of the borrow area. Toxic substances,
soil reaction, and the properties that are inferred from soil texture, such as available water capacity
and fertility, affect plant growth. The ease of excavating, loading, and spreading is affected by rock
fragments, slope, depth to a water table, soil texture, and thickness of suitable material. Reclamation
of the borrow area is affected by slope, depth to a water table, rock fragments, depth to bedrock or a
cemented pan, and toxic material.

The surface layer of most soils is generally preferred for topsoil because of its organic matter content.
Organic matter greatly increases the absorption and retention of moisture and nutrients for plant growth.

Reclamation material is used in areas that have been drastically disturbed by surface mining or similar
activities. When these areas are reclaimed, layers of soil material or unconsolidated geological
material, or both, are replaced in a vertical sequence. The reconstructed soil favors plant growth. The
ratings in the table do not apply to quarries and other mined areas that require an offsite source of
reconstruction material. The ratings are based on the soil properties that affect erosion and stability

of the surface and the productive potential of the reconstructed soil. These properties include the
content of sodium, salts, and calcium carbonate; reaction; available water capacity; erodibility;

;exttjre; content of rock fragments; and content of organic matter and other features that affect

ertility.

Roadfill is soil material that is excavated in one place and used in road embankments in another place.
In this table, the soils are rated as a source of roadfill for low embankments, generally less than 6
feet high and less exacting in design than higher embankments.

The ratin?s are for the whole soil, from the surface to a depth of about 5 feet. It is assumed that soil
layers will be mixed when the soil material is excavated and spread.

The ratings are based on the amount of suitable material and on soil properties that affect the ease of
excavation and the performance of the material after it is in place. The thickness of the suitable
material is a major consideration. The ease of excavation is affected by large stones, depth to a water
table, and slope. How well the soil performs in place after it has been compacted and drained is
determined by its strength (as inferred from the AASHTO classification of the soil) and linear
extensibility (shrink—swell potential).
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The ratings given for
the thickest layer are for the thickest layer above and excluding the
bottom layer. The numbers in the value columns range from 0.00 to 0.99.
The greater the value, the greater the likelihood that the bottom layer
or thickest layer of the soil is a source of sand or gravel. See text for
further explanation of ratings in this table.)

[
Map symbol Pct.| Potent!allsource of | Potdential source of

and soil name | of | grave | san
map |
unit| | I
| Rating cllass ! [Value] Rating class ||Value|
L13LH: I || | | | | |
Lancaster—-—-—-————-— | 60 | Poor | |Poor |
Botlom Iayer 0.00 | Bottom layer |0.00
Thickest la er 0.00 Thuikest layer 10.00
Hedville——————-————- | 40 Poor | |Poor |
Bottom layer |0.00 | Bottom layer [|0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
113WB: | |
Wells |100 |Poor | |Poor
Bottom 'ayer 0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer ]0.00
159Cs: | | |
Crete——————————————— 100 |Poor | |Poor
Bottom layer  |0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
159CT: | ] | |
Crete——————————————— 100 |Poor | |Poor
Bottom layer  |0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
159LA: [
Lancaster——————-———— 1100 Poor | |Fair |
Bottom Iayer 0.00 | Bottom layer ]0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.03
159LC: |l
Lancaster——————-———— 1100 |Poor | |Poor |
Bottom Iayer 0.00 | Bottom layer ]0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
159SM: | |
Smolan-—-——-———————| | 90 Poor | |Poor |
Bottom Iayer 0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
167HC: | | |
Harney———-—-———————- |1200 |Poor | |Poor |
Bottom layer  |0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
167WC: | ] |
Wakeen——-————-——-——- 1100 |Poor | |Poor |
Bottom Iayer 0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
169CX: | |
Crete——————————————— 60 |Poor | |Poor
Bottom ayer 0.00 | Bottom layer |0.00
Thickest Ia er 0.00 | Thickest layer |0.00
Wells 40 Poor |Poor |
Bottom 'ayer 0.00 | Bottom layer ]0.00
Thickest Iaf/er| 0.00 Thi(ikest layer 10.00
AED: |1 | \
Arents, Earthen Dam—|100 |I|\I0t |rated || Not rated |
Ar: [ | |
Armo———————————————— 1100 |Poor | |Poor |
Bottom layer = [0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thi(ikest layer 10.00
Au: | |
Armo———————————————— |100 |Poor | |Poor |
Bottom layer = [0.00 | Bottom layer ]0.00
Thickest Iaf/er 0.00 Th|(ikest layer 10.00
Ch: |
Cass '100 |Poor _ ’ Fair
Bottom Iayer 0.00 | Thickest layer ]0.08
Thickest Iaf/er 0.00 Bottlom layer ]0.70
KS-FOTG NOTICE: 275 KS-NRCS January 2002

Section Il : Non—Agricultural Interpretations



PAGE 3of 10

CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The ratings given for
the thickest layer are for the thickest layer above and excluding the
bottom layer. The numbers in the value columns range from 0.00 to 0.99.
The greater the value, the greater the likelihood that the bottom layer
or thickest layer of the soil is a source of sand or gravel. See text for
further explanation of ratings in this table.)

[ 1
Map symbol

Pct.| Potent!al source of | Potential source of
and soil name | of | gravel sand
map |
unit| | I
| Rating cllass ! [Value] Rating class ||Value|
o I I |
Crete——————————————— 100 Poor |Poor
Bottom ayer 0.00 | Bottom layer ]0.00
Thickest Iaf/er 0.00 Thiﬁkest layer 10.00
Ed: |
Edalgo—————————————- |1OO Poor |Poor
Bottom layer  |0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiﬁkest layer 10.00
Eh: |
Edalgo—————————————- | 55 |P00r | |Poor
Bottom layer  [0.00 | Bottom layer |0.00
Thickest la er 0.00 Thiﬁkest layer 10.00
Hedville———————————— | 45 Poor | |Poor |
Bottom layer |0.00 | Bottom layer [0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
Ev: |
Edalgo———--——————— | 60 |P00r | |Poor |
Bottom layer |0.00 | Bottom layer |0.00
Thickest la er 0.00 Thiclkest layer 10.00
Hedville-——————————— | 40 Poor | |Poor |
Bottom layer |0.00 | Bottom layer |0.00
Thickest Iarer 0.00 Thi(ikest layer 10.00
Gb: |
Geary————- ———— 100 Poor | |Poor
Bottom Iayer 0.00 | Bottom layer ]0.00
Thickest Iarer 0.00 Thi(ikest layer 10.00
Gc: | |
Geary————- —————————— 100 Poor | |Poor
Bottom Iayer 0.00 | Bottom layer ]0.00
Thickest Iarer 0.00 Thi(ikest layer 10.00
Hb: |1 I
Harney-————-———————— |100 Poor | |Poor
Bottom layer  |0.00 | Bottom layer |0.00
Thickest Iarer 0.00 Thi(ikest layer 10.00
He: | |
Harney-———--———————— | 65 |Poor | |Poor
Bottom layer  |0.00 | Bottom layer |0.00
Thickest Ia er 0.00 Thi(ikest layer 10.00
Wakeen——--——————————- 35 Poor | |Poor
Bottom Iayer 0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Th|(ikest layer 10.00
Hm: [ |
Harney—————————————— | 70 |Poor |~ |Poor
Bottom layer  [0.00 | Bottom layer ]0.00
Thickest Ia er 0.00 | Thickest layer |0.00
Wells 30 Poor |Fair |
Bottom 'ayer 0.00 | Thickest layer |0.03
Thickest Iar/er 0.00 Bottlom layer ]0.08
Ho: | |
Hord—————- — |100 |Poor | |Poor
Bottom layer  [0.00 | Bottom layer  |0.00
Thickest Iar/er 0.00 Thl(ikest layer 10.00
| |
———————— |1OO |Poor | |Poor
Bottom layer  [0.00 | Bottom layer  |0.00
Thickest Iar/er 0.00 Thl(ikest layer 10.00
Jc: |
Jansen—————————————— |100 |Poor |Fair
Bottom layer  |0.00 | Thickest layer |0.04
Thickest Iar/er 0.00 Bottlom layer 0.97
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The ratings given for
the thickest layer are for the thickest layer above and excluding the
bottom layer. The numbers in the value columns range from 0.00 to 0.99.
The greater the value, the greater the likelihood that the bottom layer
or thickest layer of the soil is a source of sand or gravel. See text for
further explanation of ratings in this table.)

[ 1
Map symbol

Pct.| Potent!al source of | Potential source of
and soil name | of | gravel sand
map |
unit| | I
| Rating cllass ! [Value] Rating class ||Value|
L [ | | | | | |
Lancaster—-———-—-——-— | 60 | Poor |Poor |
Botlom Iayer 0.00 | Bottom layer |0.00
Thickest la er 0.00 Thuikest layer 10.00
Hedville——————-————- | 40 Poor |Poor |
Bottom layer |0.00 | Bottom layer [|0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
LHH: | |
Lancaster——————-———— | 60 Poor |Poor |
Bottom Iayer 0.00 | Bottom layer |0.00
Thickest la er 0.00 Thiclkest layer ]0.00
Hedville———————————— | 40 Poor |Poor |
Bottom layer |0.00 | Bottom layer [0.00
Thickest Iarer 0.00 Thi(ikest layer 10.00
M-W: | | | |
Miscellaneous V|Vater—|100 |l|\lot rated | | |Not rated |
: | |
Mccook—————==—=————— 1200 |Poor | |Poor
Bottom layer = ]0.00 | Bottom layer ]0.00
Thickest Iaf/er| 0.00 Th|(ikest layer 10.00
Mc: [ [
Mccook—————====————— 1200 |Poor |Poor
Bottom layer = ]0.00 | Bottom layer ]0.00
Thickest Iaf/er 0.00 Th|(ikest layer 10.00
Mf: [ |
Mccook—————————————-— 1100 |Poor | |Poor
Bottom layer = ]0.00 | Bottom layer ]0.00
Thickest Iaf/er 0.00 Th|(ikest layer 10.00
Mn: (|
Meadin—————————————| 100 |Poor |Fair |
Thlckest layer ]0.00| Thickest layer ]0.09
Bottom Iayer 0.00 Bottlom layer 0.91
Nw: [ I
Nibson-————————=————- | 55 |P00r | |Poor |
Bottom layer  [0.00 | Bottom layer ]0.00
Thickest Ia er 0.00 Th|(ikest layer 10.00
Wakeen—————————————- 45 Poor | |Poor
Bottom Iayer 0.00 | Bottom layer |0.00
Thickest Iar/er 0.00 Thl(ikest layer 10.00
Rb: |1 I
Roxbury————————————- |100 |Poor | |Poor
Bottom layer  [0.00 | Bottom layer  |0.00
Thickest Iar/er 0.00 Thl(ikest layer 10.00
Rf: | |
Roxbury————————————- |100 |Poor , |Poor
Bottom layer  [0.00 | Bottom layer  |0.00
Thickest Iar/er 0.00 Thl(ikest layer 10.00
To: I |
Tobin-——————————-——— |100 |Poor | |Poor
Bottom layer  [0.00 | Bottom layer  |0.00
Thickest Iar/er 0.00 Thl(ikest layer 10.00
| 1 |
|1(|)0 |Not rated | | |Not rated
: |
Wells 100 Poor 00|
Bottom 'ayer 0.00 | Bottom layer |0.00
Thickest Iaf/er 0.00 Thiclkest layer 10.00
Ws: |
Wells |100 ‘Poor | |Pool
Bottom 'ayer 0.00 | Bottom layer |0.00
Thickest layer |0.00

Thickest Iaf/er 0.00
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The ratingsgiven for
the thickest layer are for the thickest layer above and excluding the
bottom layer. The numbers in the value columns range from 0.00 to 0.99.
The greater the value, the greater the likelihood that the bottom layer
or thickest layer of the soil is a source of sand or gravel. See text for
further explanation of ratings in this table.)

I 1
Map symbol Pct.| Potent!al source of | Potential source of
and soil name | of | gravel | sand

map | |

unit| |

[ |
| Rating class ! [Value] Rating class ||Value|

[T |III I I | I
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 0.99. The
srrlnallel]rlth)e value, the greater the limitation. See text for further explanation of ratings in
this table.

[T [ |
Map symbol Pct.| Potential source of | Potential source of | Potential source of

and soil name | of | reclamatioln material | | roadfill | topsoil
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting featurels | | limiting features | | I|m||t|ng features | I I
M1 ] ] [
113LH: [ | | | |
Lancaster———————-———-— | 60 |Po |Po |
Low content of |0 00 | Depth to bedrock |0. OO | Depth to bedrock |0.71
organic matter | |
Depth to bedrock |O 71| Shrink-swell |0.87 | Slope 10.96
Too acid 10.95 | | |
Droughty 10.99| | | | |
Hedville———————————— | 40 |Poo | |Po | |Po |
Depth to bedrock |O 00| Depth to bedrock 10.00 | Depth to bedrock |0.00
Droughty 10.00 | | | Rock fragments 10.95
| | Slope 10.96
113WB: | | ] |
Wells 1100 |Poor | | |Fair |
Low content of 0.00 | Shrlnk—swell 10.96 | Too Clayey |0.49
organic matter |
Too acid 10.95
Too clayey| 10.98 | | | |
159Cs: | |
Crete———————————————| |1100 |Poor | |Fair | _|Poor |
Low content of |0.00 | Shrink-swell [0.14| Too Clayey |0.00
organic matter | | |
Too clayey 10.00 | | |
Too acid 10.84 | | |
No water erosion [0.99 | (. |
limitation | | | | ] | |
159CT: | | [ |
Crete———————————————| 1100 |Poor | |Fair | |Poor |
Low content of 0. 00 | Shrink-swell [0.12| Too Clayey |0.00
organic matter $ | |
Too clayey 10.00 | |
Too acid 10.84 | || |
No water erosion [0.99 | || |
limitation | | | | | | | | | |
159LA: |1 [ | \ I |
Lancaster——————————- 1100 |Poor | |Pool | |Fal |
Low content of |0.00 | Depth to bedrock 10.00 | Depth to bedrock |0.93
organic matter | |
Depth to bedrock |0 93| Shrink-swell ]0.91 | |
Too acid | L (. | |
159LC: | (. |
Lancaster——————————- 1100 |Poor | |
Low content of |0.00 | Depth to bedrock |0. OO | Depth to bedrock |0.54
organic matter |
Depth to bedrock |0.54 | | |
Droughgl 10.91 | | |
Too aci \0.95 | | I | |
159SM: | | |
Smolan——————————————| | 90 |Poor | |Fair | |Poor |
Too clayey 10.00 | Shrink—: sweII 10.49 | Too Clayey 10.00
No water erosion [0.99 | [ |
limitation | | | | ] | |
167HC: |l \ | | |
Harney—-———-————-———- 1100 |Poor | |Poo | |Fair |
Low content of 0. OO | Low strength 10.00 | Too Clayey 10.02
organic matter $ | |
Too clayey 10.05 |
Water eroslion| 10.90 | - [ | |
167WC: [ | | |1 |
Wakeen——-——————————- 1100 |Fair | |Poor |Fair |
Carbonate content]0.16 | Depth to bedrock [0.00 | Carbonate content|0.16
Depth to bedrock |0.65 | Shrink—swell  |0.87 | Depth to bedrock |0.65
Low content of ]0.88 | || |
organic matter | | | |
Water erosion 0.90 | | |
[ [ |
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 0.99. The
srrlnallebrlth)e value, the greater the limitation. See text for further explanation of ratings in
this table.

[T [ |
Map symbol Pct.| Potential source of | Potential source of | Potential source of

and soil name | of | reclamatioln material | | roadfill | topsoil
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | I | I|m||t|ng features | I I
1 [ [ [
169CX: | | |
Crete———————————————]| | 60 |Po | | |Poor
Low content of |0 00 | Shrlnk—swell 10.12 | Too Clayey 0.00
organic matter | | |
Too clayey 10.00 | | |
Too acid 10.84 | | |
No water erosion [0.99 | || |
limitation | || | | ] | |
Wells | 40 |Poor i |Fair | |Fair |
Low content of |0.00 | | | Too Clayey |0.49
organic matter |
Too acid 10.95
Too clayey| ||0.98 | L | |
AED: | | || |
Arents, Earthen Dam—|100 |l|\|ot |rated || Not rated |Not rated
Ar: | |1 A
Armo———————————————— |1100 LPoor | |Good | |Fair |
Low content of ]0.00 | | | Hard to reclaim |0.82
organic m?tteT | - | | |
Au: Il | |1 |
Armo——-————————————— 1100 LPoor | |Good | |Fair
Low content of ]0.00 | | | Slope 10.63
organic matter |
| | | Hard to recllaim 10.82
Cb: || [ l ’
Cass 1100 |Poor Good | |Good
Low content of |0.00 | | |
organic m?tteT | L | | |
Cd: |1 [ I I |
Crete———————————————| |1100 |Poor | |Fa | _|Poor |
Low content of |0.00 | Shnnk—swell [0.17] Too Clayey  ]0.00
organic matter | | |
Too clayey 10.00 | | |
Too acid 10.84 | [ |
No water erosion [0.99 | || |
limitation | | | | | | | | | |
Ed: [l | | [ |
Edalgo————————=————- |1100 |Poor | |Poor |Poor |
Too clayey 10.00 | Depth to bedrock |0.00 | Too Clayey 10.00
Depth to bedrock |0 84 | Shrink-swell ]0.12] Depth to bedrock |0.84
Too acid 10.84 (.
Droughty 10.89| | |
No water erosion [0.99 | [ |
limitation | | | | | | | | | |
Eh: Il \ | |
Edalgo————————————— | 55 |Poor | |Poo | |Pool |
Too clayey 10.00 | Depth to bedrock 10.00| Too Claye 10.00
Too acid 10.84 | Shrink-swell ]0.12 | Slope 63
Depth to bedrock |0.86 | | | Depth to bedrock |0 86
Droughty 10.89 | | |
No water erosion [0.99 | || |
limitation | | | | | | | | |
Hedville——————-————- | 45 iPoor | |Pool |Po |
Droughty 10.00 | Depth to bedrock 10.00 | Depth to bedrock |0.00
Depth to b(|edro|ck 10.00 | C|obbie clontent |0. 8|%| Rock fragments |0.00
ope 3
|
Ev: |
Edalgo———-— | 60 |Poo | |Poo ‘ |
Too clayey |O 00 | Depth to bedrock |0. 00 | S ope 10.00
Depth to bedrock |0.84 | Slope 10.00 | Too Clayey 10.00
Too acid 10.84 | Shrink-swell ]0.12 | Depth to bedrock |0.84
Droughty 10.89 | | ] |
No water erosion [0.99 | || |
limitation | | | | | | | | |
Hedville-——————————— | 40 iPoor | |Pool | |Po
Droughty 10.00 | Depth to bedrock |O 00 | Depth to bedrock 10.00
Depth to bedrock |0.00 | Slope 10.08 | Slope 10.
| | Cobble corlltenlt 10.88 | Rolck fragments |0. OO
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 0.99. The
srtlnallel]rlth)e value, the greater the limitation. See text for further explanation of ratings in
this table.

[T [ |
Map symbol Pct.| Potential source of | Potential source of | Potential source of

and soil name | of | reclamatioln material | | roadfill | topsoil
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
1 [T [T [
Gb: I | ] _
Geary————— ———————— 1100 |Poor | |Fair | |Fair |
Low content of |0.00 | Shrink-swell |0.87 | Too Clayey |0.49
organic matter | | |
Water erosion [0.90 | || |
Too acid 10.95 | | |
Too clayey| ||0.98 | L | | |
Ge: I | | ,
Geary————— ————————— 1100 |Poor | |Fair | |Fair |
Low content of |0.00 | Shrink-swell ]0.90 | Too Clayey |0.49
organic matter | | |
Water erosion [0.90 | | |
Too acid 10.95 | | |
Too clayey| ||O.98 | - | | |
Hb: |1 [ ] (| .
Harney———-—-———————- |1200 |Poor | |Good | |Fair |
Low content of ]0.00 | | | Too Clayey |0.02
organic matter | | | |
Too clayey 10.05 | | |
Water eroslion| 10.90 | - [ | |
He: I | | ] | ra
Harney————————————— | 65 |Poor | |Fair |Fair |
Low content of |0.00 | | | Too Clayey |0.02
organic matter | | | |
Too clayey 10.05 | | |
Water eroslion| 10.90 | L [ | |
Wakeen———=—=——=————— | 35 |Fair | |Poor | |Fair |
Carbonate content]0.16 | Depth to bedrock [0.00 | Carbonate content|0.16
Depth to bedrock |0.54 | Shrink-swell  0.87 | Depth to bedrock |0.54
Low content of ]0.88 | || |
organic matter | | | |
Water ero's.lion| 10.90 | L [ | |
Hm: I | _
Harney—-———-————-———- | 70 |Po | |Fair | |Fair |
Low content of |O 00| Shrink-swell ]0.99| Too Clayey |0.02
organic matter | | | |
Too clayey 10.05| | |
Water eroslion 10.90 | | |
Wells | 30 |Poo Fair | |Fair |
Low content of |O 00| Shrink-swell ]0.98 | Too Clayey |0.49
organic matter |
Too acid 10.95
Too clayey| ||0.98 | L | |
Ho: |1 | ] [ ] |
Hord—————- ————————— 1100 |Poor | |Good | |Good
Low content of |0.00 | | |
organic m?tteT | L | | |
Hr: |l [ [ I
Hord—————- I— —|— ——————— |1(|)O |(|300d | | |Good | |Good
Jc: I || _
Jansen—————————————— 1100 |Poor Good | |Fair |
Low content of ]0.00 | | | Hard to reclaim |0.98
organic matter |
Too acid | |O.97 | |
Lh: [l I
Lancaster——————————- | 60 |Fal |Po |
Depth to bedrock 10.71 | Depth to bedrock |O OO | Depth to bedrock |0.71
Droughg/ 10.91 | Shrink-swell ]0.98 |
Too aci 0.95| | || | |
Hedville———————————- | 40 |Poor | |Po | |Po
Droughty 10.00 | Depth to bedrock 10.00 | Depth to bedrock 10.00
Depth to bedrock |0.00 | Cobble content 10.88 | Rock fragments ]0.00
|| [ 1
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 0.99. The
srrlnallebrlth)e value, the greater the limitation. See text for further explanation of ratings in
this table.

[T [ |
Map symbol Pct.| Potential source of | Potential source of | Potential source of

and soil name | of | reclamatioln material | | roadfill | topsoil
map
unit| | I | |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | | I|m||t|ng features | I I
[ [N [N I
LHH: Il I | | | |
Lancaster——————————— | 60 [Po |Po |
Low content of |0 00 | Depth to bedrock |0. OO | Depth to bedrock |0.54
organic matter | |
Depth to bedrock |0.54 | Shrink-swell  ]0.98 | |
Droughgl 10.93 | | ] |
Too aci 0.95 | | I | |
Hedville——————=————- | 40 |Poo | |Po | |Po |
Low content of |O 00 | Depth to bedrock 10.00 | Depth to bedrock |0.00
organic matter |
Depth to bedrock |0.00 | | | Rock fragments ]0.00
Droughty | ||0.OO | - | Iop(le 10.37
M-W: | | | [ |
Miscellaneous V|Vater—|100 |l|\lot |rated | | |Not rated | |Not rated |
: | |
Mccook—————=———————— 1100 |Poor | |Good | |Good
Low content of |0.00 | | |
organic matter | | | |
Water eroslion| 10.90 | - | | |
Mc: [ || |
Mccook—————===——=——— 1200 |Poor Good | |Good
Low content of [0.00 | | |
organic matter | | | |
Water eroslion| 10.90 | L [ | |
Mf: I | | [ | )
Mccook—————————————— 1100 |Poor | |Fair | |Fair |
Low content of |0.00 | Depth to 10.29 | Depth to 10.29
organic matter | | saturated zone | saturated zone |
Too clayey| ||O.76| Shri?k—lswell 0.98|| Too Clayey 10.71
Mn: |1 [ 1 | |
Meadin————-————-———— 1100 |Poor | |Good | |Poor |
Too sandy 0.00 | | | Too sandy 10.00
Low content of |0.00 | | | Rock fragments ]0.00
organic matter | | | |
Droughgl 10.30 | | | Hard to reclaim |O 00
Too aci |O.97 | L I IopeI 10.96
Nw: [l |
Nibson-———————=————- | 55 |Poor | |Poor | |Po |
Depth to bedrock [0.00 | Depth to bedrock |O 00 | Depth to bedrock |0.00
Carbonate content|0.16 | Shrlnk—swell 0.87 | Slope |0.00
Droughty 10.22 | | Carbonate content|0.16
Low content of |0.88 | | Rock fragments ]0.88
organic matter | | |
Water eroslion| 10.90 | | | | |
Wakeen—————————————- | 45 |Fair | |Pool | |Fal |
Carbonate content|0.16 | Depth to bedrock 10.00 | Carbonate content|0.16
Depth to bedrock |0.54 | Shrink-swell  |0.87 | Slope 10.16
Low content of |0.88 | | | Depth to bedrock |0.54
organic matter | | | |
Water eroslion| 10.90 | L [ | |
Rb: |1 [ 1 (.
Roxbury——-——=——=————— 1100 |Fair | |Fair |Good |
Low content of |0.50 | Shrink-swell [0.96 | |
organic matter | |
Water eroslion| 10.90 | - | | |
Rf: [ | |
Roxbury——-—=—==——-—— 1100 |Fair | |Fair | |Good |
Low content of ]0.50 | Shrink—swell ]0.96 | |
organic matter | | |
Water ero's.lion| 10.90 | L || | |
To: |1 [ ] | |
Tobin-—————————-———— 1100 |Fair | |Fali |Good |
Low content of |0.50 | Shrlnk—swell 10.96 | |
organic matter | |
Water erosion |0.90 | | |
[ [ |
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CONSTRUCTION MATERIALS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 0.99. The

smaller the value, the greater the limitation. See text for further explanation of ratings in
this table.)

|
Map sy mbol |Pct| Potentlal source of | Potential source of | Potential source of

and 50|I name |of| reclamation material | | roadfill | topsoil
map |
un|t| | I | I
Ratmg class and [Value] Rating class and [Value[ Rating class and [Value
limiting features | | limiting features | | I|m||t|ng features | I I
[ I [T [
w: | | [ 1 [ |
Water————— I——I ——————— |1(|)0 |Tot rated | | [Not rated | INot rated |
wr: |1 [ (. | )
Wells: 1100 |Poor | |Fair | |Fair |
Low content of ]0.00| Shrink-swell ]0.98| Too Clayey 10.49
organic matter |
Too acid 10.95
Too clayey| ||O.98 | L | |
s: I | I I
Wells 1100 |Fair | |Fair | |Fair (J)
Too acid 10.95 | Shrink—swell ||O.99 | Too Flayey 10.81

Too clayey 10.98 | |
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RECREATIONAL INTERPRETATIONS
Ellsworth County, Kansas

Recreation

The soils of the survey area are rated in the following tables according to limitations that affect their

suitability for recreation. The ratin?s are both verbal and numerical. Rating class terms indicate the extent to
which the soils are limited by all of the soil features that affect the recreational uses. Not limited indicates

that the soil has features that are very favorable for the specified use. Good performance and very low maintenance
can be expected. Slightly limited indicates that the soil has features that are favorable for the specified use.

The limitations are minor and can be easily overcome. Good performance and low maintenance can be exgected.
Somewhat limited indicates that the soil has features that are moderately favorable for the specified use. The
limitations can be overcome or minimized by specialcjalanning, design, or installation. Fair performance and
moderate maintenance can be expected. Very limited indicates that the soil has one or more features that are
unfavorable for the specified use. The limitations generally cannot be overcome without major soil reclamation,
special design, or expensive installation procedures. Poor performance and high maintenance can be expected.

Numerical ratings in the tables indicate the severity of individual limitations. The ratings are shown as decimal
fractions ranging from 0.00 to 1.00. They indicate gradations between the point at which a soil feature has the
greatest negative impact on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

The ratings in the tables are based on restrictive soil features, such as wetness, slope, and texture of the

surface layer. Susceptibility to flooding is considered. Not considered in the ratings, but important in evaluating

a site, are the location and accessibility of the area, the size and shape of the area and its scenic quality,
vegetation, access to water, potential water impoundment sites, and access to public sewer lines. The capacity of
the soil to absorb septic tank effluent and the ability of the soil to support vegetation also are important. Soils

that are subject to flooding are limited for recreational uses by the duration and intensity of flooding and the
season when flooding occurs. In planning recreational facilities, onsite assessment of the height, duration,
intensity, and frequency of flooding is essential.

The information in this table can be supplemented by other information in this survey, for example, interpretations
for building site development, construction materials, sanitary facilities, and water management.

Camp areas reguire site preparation, such as shaFing and leveling the tent and parking areas, stabilizing roads and
intensively used areas, and installing sanitary facilities and utility lines. Camp areas are subject to heavy foot

traffic and some vehicular traffic. The ratings are based on the soil properties that affect the ease of developing

camp areas and the performance of the areas after development. Slope, stoniness, and depth to bedrock or a cemented
pan are the main concerns affecting the development of camp areas.

The soil properties that affect the performance of the areas after development are those that influence
trafficability and promote the growth of ve?etation, especially in heavily used areas. For good trafficability, the
surface of camp areas should absorb rainfall readily, remain firm under heavy foot traffic, and not be dusty when
dry. The soil properties that influence trafficability are texture of the surface layer, depth to a water table,
ponding, flooding, permeability, and large stones. The soil properties that affect the growth of plants are depth
to bedrock or a cemented pan, permeability, and toxic substances in the soil.

Picnic areas are subject to heavy foot traffic. Most vehicular traffic is confined to access roads and parking

areas. The ratings are based on the soil properties that affect the ease of developing picnic areas and that
influence trafficability and the growth of vegetation after development. Slope and stoniness are the main concerns
affecting the development of picnic areas. For good trafficability, the surface of picnic areas should absorb

rainfall readily, remain firm under heavy foot traffic, and not be dusty when dry. The soil properties that

influence trafficability are texture of the surface layer, depth to a water table, ﬁonding, flooding, permeability,

and large stones. The soil properties that affect the growth of plants are depth to bedrock or a cemented pan,
permeability, and toxic substances in the soil.

Playgrounds require soils that are nearly level, are free of stones, and can withstand intensive foot traffic. The
ratings are based on the soil properties that affect the ease of developing playgrounds and that influence
trafficability and the growth of vegetation after development. Slope and stoniness are the main concerns affecting
the development of playgrounds. For good trafficability, the surface of the playgrounds should absorb rainfall
readily, remain firm under heavy foot traffic, and not be dusty when dry. The soil properties that influence
trafficability are texture of the surface layer, depth to a water table, ponding, flooding, permeability, and large
stones. The soil properties that affect the growth of plants are depth to bedrock or a cemented pan, permeability,
and toxic substances in the soil.

Paths and trails for hiking and horseback riding should require little or no slope modification through cutting and
filling. The ratings are based on the soil properties that affect trafficability and erodibility. These properties
are stoniness, depth to a water table, ponding, flooding, slope, and texture of the surface layer.

Golf fairways are subject to heavy foot traffic and some light vehicular traffic. Cutting or filling may be

required. Irrigation is not considered in the ratings. The ratings are based on the soll properties that affect

plant growth and trafficability after vegetation is established. The properties that affect plant growth are

reaction; depth to a water table; ponding; depth to bedrock or a cemented pan; the available water capacity in the
upper 40 inches; the content of salts, sodium, or calcium carbonate; and sulfidic materials. The properties that
affect trafficability are flooding, depth to a water table, ponding, slope, stoniness, and the amount of sand,

clay, or organic matter in the surface layer. The suitability of the soll for traps, tees, roughs, and greens is

not considered in the ratings.
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RECREATIONAL INTERPRETATIONS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[ |
Map sy mbol Pctl Camp areas |  Picnic areas | Playgrounds
and 50|I name
map | | |
un|t| | I | |
Ratmg class and [Value] Rating class and [Value[ Rating class and [Value
limiting features | | limiting features | | I|m||t|ng features | I I
[ I ] [
113LH; | N A | .
Lancaster——————————— | 60 [Somewhat limited | |Somewhat limited | [Very limited |
Slope 10.04 | Slope 10.04 | dp |11.00
| | Depth to bedrock |0.29
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited
Depth to bedrock |1.00 | Depth to bedrock 1.00| Depth to bedrock |1.00
Slope |10.04 | Slope 10.04 | Slope 1.00
Content of large |0.03
stones |
Gravel content [0.02
113WB: | |l N -
Wells: 1100 |Not limited | [Not limited | |Somewnhat limited |
| | | Slope 10.00
159CS: | | |
Crete———————————————]| 1100 |[Somewhat limited | |Somewhat limited | |Somewhat limited |
Restricted 10.05 | Restricted |0.05 | Restricted |0.05
permeability | | permeability | | permeability |
| | Slope 10.00
159CT: | |
Crete———————————————]| 1100 |[Somewhat limited | |Somewhat limited | |Somewhat limited |
Restricted 10.05 | Restricted |0.05 | Restricted |0.05
permeability | | permeability | | permeability |
| | | Slope 10.00
159LA: [ | |
Lancaster——————————- 1100 |Not limited | |Not limited | |Somewhat limited |
| | | lope [0.00
159LC: |l | | |
Lancaster——————-——-- 1100 |Not limited | INot limited | |Somewnhat limited |
| | | | Slope 10.87
Depth to bedrock |0.46
159SM: | || |
Smolan——————————————| | 90 |Somewhat limited | |Somewhat limited | |Somewhat limited |
Restricted 10.39 | Restricted 10.39 | Restricted 10.39
permeability | | permeability | | permeability |
| | | Slope 10.00
167HC: || || bl -
Harney————————————— |1100 |Not limited | |Not limited | |Somewhat limited |
| | ] | | Slope 10.87
167WC: | | ‘
Wakeen—————————————- 1100 |Not limited |Not limited | |Somewhat limited |
| | Slope 10.87
Depth to bedrock |0.35
169CX: | | |
Crete———————————————| | 60 |Somewhat limited | |Somewhat limited | |Somewhat limited |
Restricted 10.05 | Restricted 10.05| Slope 10.87
permeability | | permeability | |
Restricted 10.05
permeability |
Wells | 40 |Not limited | |Not limited | |Somewhat limited |
[ [ | | Slope 0.87
AED: | | [ \ |
Arents, Earthen Dam—|100 |I|\I0t |rated || Not rated |Not rated |
Ar: I | o . .
Armo———————————————— 1100 |Not limited | |Not limited | |Somewhat limited |
" 0 N | | Slope " jo.87
Armo———————————————- 1100 |[Somewhat limited f |Somewhatl|m|ted | |Very limited |
b | | | |Slope ||O.:|’:7| Slope | 0.37| Slope |11.00
Cass 1100 |Very limited | |Not limite | |Somewhat limited |
cd | | | |Flooding | |1|.OO| | Flooding 10.60
Crete———————————————]| 1100 |[Somewhat limited | |Somewhat limited | |Somewhat limited |
| Restricted 10.05 | Restricted 10.05 | Restricted |0.05
Ed permeability | | permeability | | permeability |
Edalgo————————=————- |100 |[Somewhat limited | |Somewhat limited | |Somewhat limited |
Restricted 10.45 | Restricted 10.45| Slope .87
permeability | | permeability | |
Restricted 10.45
permeability |
h y | Depth to bedrock |0.16
Eh:
Edalgo————————=————- | 55 |Somewhat limited | |Somewhat limited | |Very limited |
Restricted ~ |0.45 | Restricted 0.45| Slope 1.00
éJermeablllty permeabmty |
lope 10.37 | Slope 10.37 | Restricted |0.45
permeability
Depth to bedrock |0.14
Hedville———————————- | 45 |Very limited | |Very limited | |Very limited |
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RECREATIONAL INTERPRETATIONS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[ [ I
Map symbol Pct | Camp areas |  Picnic areas | Playgrounds
and soil name | of | | |

map | |

unit| | |

| |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | I | I|m||t|ng features | I I

[ [
.00

[ |
Depth to bedrock |1 00 | Depth to bedrock [1.00 | Sloc;)
Slope |10.63 | Slope 10.63 | Depth to bedrock |1.00

Gravel content | .00 | Gravel content ]0.00 | Gravel content |1.00
| | Content of large |0.68

stones
Ev: I L o
Edalgo—————————————— | 60 |Very limited | [Very limite | |Very limited |
Slope |11.00 | Slope |2.00 | Slope 12.00
Restricted 10.45 | Restricted 10.45 | Restricted 10.45
permeability | | permeability | | permeability |
| | Depth to bedrock |0.16
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |11.00| Slope 1.00
Slope |11.00 | Slope |1.00 | Depth to bedrock |11.00

Gravel content |0.00 | Gravel content |0.00 | Gravel content |1.00
| | Content of large |0.68

stones |
Gb: |
Geary——————————————- 1100 |Not limited | |Not limited | |Somewhat limited |
Ge: | | | | | | | | | | | Slope I|o.00
Géary ——————————————— 1100 |Not limited | [Not limited | [Somewnhat limited |
Hb: | | | | | | | | | | | Slope [0.87
Harney—————————————— 1100 |Not limited | |Not limited | |Somewhat limited |
He: | | | | | | | | | | | Slope [0.00
Hérney —————————————— | 6|5|N0t limited | | |SN0t limited 0. |O |Somewhat limited |
e 5
Wakeen——-——————————- | 35 |Not limited | ||Not limited (|) |Somewhat limited |
5

| | Slope |0
Depth to bedrock [0.46

—————— | 70 |Not limited | |Not limited | |Somewhat limited |
| | | Slope 10.50
| 30 |Not limited | |Not limited | |Somewhat limited |
[ | | | Slope |0.50
———————————————— |lOO|N|0t limited | | | |Not limited | |Not limited |
—————————————— ——|100 |Very limited | |Not limited | |Not limited |
3 | | Flooding |1.00 | || |
c:
Jansen—————————————— 1100 |Not limited | |Not|imitecJ | |Somewhat limited |
L I| || || | || | Slope [0.13
Lancaster——————————- | 60 |Somewhat limited | |Somewhat limited | |Very limited |
Slope 10.00 | Slope 10.00 | J) |11.00
| | Depth to bedrock |0.29
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock [1.00
Slope 10.63 | Slope 10.63 | Slope 1.00
Gravel content |0.00 | Gravel content ]0.00 | Gravel content |1.00
| | Content of large |0.68
stones
LHH: I P | .
Lancaster——————————- | 60 |Somewhat limited | |Somewhat limited | |Very limited |
Slope 10.00 | Slope 10.00 | J) |1.00
| | Depth to bedrock |0.46
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited
Depth to bedrock |1.00 | Depth to bedrock |]1.00 | Depth to bedrock [1.00
Slope |10.63 | Slope 10.63 | Slope |11.00
Content of large |0.03
stones |
Gravel content ]0.02
M-W: | | I |
Miscellaneous V|Vater—|100 |l|\lot |rated | | |Not rated | |Not rated
: [ | - - J -
Mccook——-—-—-——-————|100 |Very limited | |Not limite: | |Somewhat limited |
M | | Flooding 12.00 | | Flooding 10.60
[
Mccook—————————————- 1100 |Very limited | |Not limite | |Not limited |
. | | Flooding |1|.00| | || | | |
Mf:
Mccook——————-———————|100 [Very limited = | |Somewhat limited | |Very limited |
Flooding 1.00 | Restricted 10.94 | Flooding .00
| permeability | | |
Restricted 0.94 | Depthto 10.48 | Restricted 10.94
permeability | | saturated zone | | permeability |
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RECREATIONAL INTERPRETATIONS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need

for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

and 50|I name
map | |
unit| | |

[ I
Map sy mbol |Pct | Camp areeis | Picniclz areas | Playgrounds

| |
Rating class and [Value[ Rating class and [Value[ Rating class and [Value
limiting feiaturels | | limiting features | I | I|m||t|ng features | I I

[ [
I Depth to |O 81 | FIooc)lng 10.40 | Depth to |0.81

M | |saturated zone | I| | saturated zone |
n:
Meadin—————————————-| 1100 |[Somewhat limited | |Somewhat limited | |Very limited |
Slope 0.04 | Slope |0.04 | Slope 11.00
o | | | | | Gravel content |0.22
Nw:
Nibson———————==————- | 55 |Very limited | |Very limited | |Very limited |
Depth to bedrock |1 OO| Depth to bedrock |1.00 | Depth to bedrock |1.00
Slope |11.00 | Slope |11.00 | Slope |11.00
Gravel content [0.11
Content of large |0.08
stones
Wakeen—————————————- | 45 |Somewhat limited \ |Somewhat limited | |Very limited |
Slope 10.84 | Slope 0.84 J) |11.00
b y | ] | | | Depth to bedrock |0.46
R
Roxbury——-—=——=——-—— 1100 |Very limited | INot limited | INot limited |
" || ||Flooding | |1.00 | | || |
Rf:
Roxbury——---—--——--—|100 |Very limited | |Not|imiteA | |Somewhat limited |
T | | | |Floodmg |1|.00| | | Flooding 10.60
0:
Tobin-—————————=———— 1100 |Very limited | |Not limited | |Somewhat limited |
| | Flooding 12.00 | | | Flooding 10.60
W:
Water——-—— I——I ——————— |l(|)0 |Tot rated | | |Not rated | |Not rated |
: || [l - -
Wells: 1100 |Not limited | [Not limited | |Somewnhat limited |
. [ | | Slope |0.00
Ws: |
Wells 1100 |Not limited Not limited | |Somewhat limited |
[ [ | | Slope [0.87
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RECREATIONAL INTERPRETATIONS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need

for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of

ratings in this table. )

[
Map symbol

I
Pct| Pathsandtrails |  Golf fairways
and soil name
map | |
un|t| | |
Ratmg class and [Value] Rating class and [Value
limiting features | | limiting features |
[ I [
113LH: | | |
Lancaster——————————— | 60 |Notl|m|ted |Somewhat limited |
Depth to bedrock |0
Slope [0.04
Hedville———————————- | 40 |Not limited | |Very limited |
Depth to bedrock |1.00
Droughty 10.62
Slope |0.04
Content of large |0.03
stones
113WB: | | ] |
Wells 1100 |Not limited | [Not limited |
159Cs: |
Crete——————————————- 1100 |Not limited |~ |Not limited |
159CT: | ] | |
Crete———————————————| 1100 |Not limited |~ |Not limited |
159LA: | ] | |
Lancaster——————-———— |100 |Not limited | |Somewhat limited |
Depth to bedrock |0.06
159LC: ||
Lancaster—-———-——-——-- |1OO |Not limited |Somewhat limited |
| | Depth to bedrock |0.46
159SM: | ||
Smolan———--—————————| | 90 |Not limited |~ |Not limited |
167HC: |1 | |
Harney-——-—-———————- |1200 |Not limited | |Not limited |
167WC: | ] |
Wakeen——-————-—————- 1100 |Not limited | |Somewnhat limited |
| | Depth to bedrock |0.35
169CX: | |
Crete——————————————— 60 |Not limited Not limited
Wells: | 40 [Not limited Not limited
AED: |
Arents, Earthen Dam—-|100 |l|\|ot rated | Not rated |
Ar: | L -
Armo———————| ————————— 1200 |Not limited | [Not limited |
Au:
Armo———————————————— 1100 |Not limited | |Somewhat limited |
| | ] Slope [0.37
Cb: I | -
Cass 1200 |Not limited | |Somewnhat limited |
| | | Flooding 10.60
Cd: || I o] | -
Cdrete ——————————————— 1100 |Not limited | |Not limited |
Ed:
Edalgo———-—————————- |200 |Not limited |Somewhat limited |
h | | | | | | Depth to bedrock |0.16
Eh:
Edalgo———- ————| 55 |Not limited | |Somewhat limited |
Slope |0.
Depth to bedrock |0.14
Hedville———————————- | 45 |Not limited | |Very I|m|ted |
Depth to bedrock |1.00
Droughty 1.00
Content of large |0.68
stones
Slope 10.63
A | |Gravel content |0.00
Ev:
Edalgo——————————— | 60 |Very limited | |Very limited |
Slope |11.00 | Slope
Depth to bedrock 0 16
Hedville———————————- | 40 |Somewhat limited | |Very limited |
Slope 10.92 | Depth to bedrock [1.00
Slope |1.00
Droughty |11.00
Content of large |0.68
stones
Gravel content |0.00

|
1200 |Not limited

KS-FOTG NOTICE: 275
Section Il :

| [Not limited |
1100 |N(|)t limited | [Not limited |
1100 |Nclt limited | |Not limited |
| 65 |No|t limited | |Not limited |
| 35 |Not limited |Somewhat limited |

I
| | Depth to bedrock |0.46
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RECREATIONAL INTERPRETATIONS--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T I
Map symbol Pct| Pathsandtrails |  Golf fairways
and soil name
map | |
un|t| | |
Ratmg class and [Value] Rating class and [Value
limiting features | | limiting features |
[ I [
Hm: " || | -
Harney—————————————- | 70 |Not limited | [Not limited |
Wells: 7 | 30 Not| limited |Not limited |
Ho:
':iord———————l——l— —————— |10(|) |N|0t limited | |Not limited |
r
Hord———————| ————————— 1200 |Not limited | INot limited |
Jc:
Jﬁmsen —————————————— 1100 |Not limited | |Not limited |
Lh:
Lancaster—-————-——-— | 60 [Not limited | |Somewnhat limited |
Depth to bedrock |0 29
Slope |0.00
Hedville———————————- | 40 |Not I|m|ted | |Very limited |
Depth to bedrock |1.00
Droughty |11.00
Content of large |0.68
stones
Slope [0.63
Gravel content |0.00
LHH: I ] | .
Lancaster———————-———-— | 60 |Not limited | |Somewhat limited |
Depth to bedrock |0
Slope 10.00
Hedville———————————- | 40 |Not limited | |Very I|m|ted |
Depth to bedrock |1.00
Droughty 10.75
Slope 10.63
Content of large |0.03
stones
M-W: | |
Miscellaneous V|Vater—|100 |l|\lot |rated | | |Not rated
: | |1 .
Mccook—————=———————— 1200 |Not limited | |Somewhat limited |
|| | | Flooding 10.60
Mc: |
N#ccook —————————————— 1100 |Not limited | [Not limited |
Mf:
Mccook-—-—-—-———————|100 |Somewhat|imited | |Very limited |
Flooding 40 Flooding |1.00
Depth to 0.11 | Depth to 10.48
| |saturated zone | | saturated zone |
Mn:
Meadin—————————————-| 1100 |Not limited | |Somewhat limited |
Droughty 10.24
Slope |0.04
Nw: [
Nibson—————————-——— | 55 |Somewhat|imited | |Very limited |
Slope 10.00 | Depth to bedrock |1.00
Slope |1.00
Content of large |0.08
stones |
Drought 10.00
Wakeen—————————————- | 45 |Not limite | |Somewhat limited |
Slope |0.
b y | |Depth to bedrock |0.46
Rb:
Rfoxbury ————————————— |10(|J |Not limited | |Not limited |
Rf:
Roxbury————————————- 1200 |Not limited | |Somewhat limited |
| | | | | | | |Floodlng 10.60
To:
Tobin-—————————————— 1100 |Not limited | |Somewhat limited |
| | | | | | Flooding 10.60
W:
Water———————I ——————— |1TO |Tot rated | | [Not rated |
T I I o1 | -
Wells 7 1100 |Not limited |Not limited |
s:
Wells 1100 |Not limited |Not limited |
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WILDLIFE INTERPRETATIONS
Ellsworth County, Kansas

Use and Explanation of Wildlife Interpretations

Soils directly affect the kind and amount of vegetation that is available to wildlife as food and cover.

They also affect the development of water impoundments. The kind and abundance of wildlife that populate
an area depend largely on the amount and distribution of food, cover, water, and living space. If any

one of these elements is missing, inadequate, or inaccessible, wildlife will be scarce or will not

inhabit the area. If the soils have the potential, wildlife habitat can be created or improved by

planting appropriate vegetation, properly managing the existing plant cover, and fostering the natural
establishment of desirable plants.

In the Wildlife Interpretations table, the soils in the survey area are rated according to their

potential for providing habitat for various kinds of wildlife. This information can be used in plannin
parks, wildlife refuges, nature study areas, and other developments for wildlife; in selecting soils that
are suitable for establishing, improving, or maintaining specific elements of wildlife habitat; and in
determining the intensity of management needed for each element of the habitat.

Suitability Ratings
The potential of the soil is rated good, fair, poor, or very poor.

Good - means that the element of wildlife habitat or the kind of habitat is easily created, improved, or
maintained. Few or no limitations affect management, and satisfactory results can be expected if the
soil is used for the designated purpose.

Fair — means that the element of wildlife habitat or kind of habitat can be created, improved, or
maintained in most places. Moderately intensive management is required for satisfactory results.

Poor — means that limitations are severe for the designated element or kind of wildlife habitat. Habitat
can be cre?fted, improved, or maintained in most places, but management is difficult and requires
intensive effort.

Very Poor — means that limitations are very severe for the designated element or kind of wildlife
habitat. Habitat is difficult to create, improve, or maintain in most places, and management is
difficult and requires intensive effort.

Description of Wildlife Habitat Elements

Openland habitat consists of croplands, pastures, meadows, and areas that are overgrown with grasses,
herbs, shrubs, and vines. These areas produce grain and seed crops, grasses and legumes, and wild
herbaceous plants. The kind of wildlife attracted to these areas include bobwhite quail, pheasant,
meadowlark, field sparrow, killdeer, cottontail rabbit, red fox, and coyote.

Woodland habitat consists of hardwood or conifers, or a mixture of these and associated grasses, legumes
and wild herbaceous plants. Examples of wildlife attracted to this habitat are wild turkey, thrushes,
woodpeckers, owl, tree squirrels, raccoon, and deer.

Wetland habitat consists of water—tolerant plants in open, marshy or swampy, shallow water areas.
Examples of wildlife attracted to this habitat are ducks, geese, herons, bitterns, rails, kingfishers,
shorebirds, muskrat, mink, and beaver.

The elements of wildlife habitat are described in the following paragraphs.

Grain and seed crops are domestic grains and seed—-producing herbaceous plants. Soil properties and
features that affect the growth of grain and seed crops are depth of the root zone, texture of the

surface layer, available water capacity, wetness, slope, surface stoniness, and flooding. Soil

temperature and soil moisture also are considerations. Examples of grain and seed crops are corn, wheat,
oats, and barley.

Grasses and legumes are domestic perennial grasses and herbaceous legumes. Soil properties and features
that affect the growth of grasses and legumes are depth of the root zone, texture of the surface layer,
available water capacity, wetness, surface stoniness, flooding, and slope. Soil temperature and soil

moisture also are considerations. Examples of grasses and legumes are fescue, lovegrass, bromegrass,
clover, and alfalfa.

Wild herbaceous plants are native or naturally established grasses and forbs, including weeds. Soil
properties and features that affect the growth of these plants are depth of the root zone, texture of the
surface layer, available water capacity, wetness, surface stoniness, and flooding. Soil temperature and
soil moisture also are considerations. Examples of wild herbaceous plants are bluestem, goldenrod,
beggarweed, wheatgrass, and grama.

Hardwood trees and woody understory ﬁroduce nuts or other fruit, buds, catkins, twigs, bark, and foliage.
Soil properties and features that affect the growth of hardwood trees and shrubs are depth of the root
zone, available water capacity, and wetness. Examples of these plants are oak, poplar, cherry, sweetgum,
apple, hawthorn, dogwood, hickory, blackberry, and blueberry. Examples of fruit—producing shrubs that are
suitable for planting on soils rated good are Russian—olive, autumn—olive, and crabapple.

Coniferous plants furnish browse and seeds. Soil properties and features that affect the growth of
coniferous trees, shrubs, and ground cover are depth of the root zone, available water capacity, and
wetness. Examples of coniferous plants are pine, spruce, fir, cedar, and juniper.

Shrubs are bushy woody plants that produce fruit, buds, twigs, bark, and foliage. Soil properties and
features that affect the growth of shrubs are depth of the root zone, available water capacity, salinity,
and soil moisture. Examples of shrubs are fragrant sumac, chokecherry, American plum, sand plum, and
gorden currant.

Wetland plants are annual and perennial wild herbaceous plants that grow on moist or wet sites. Submerged
or floatin? aquatic plants are excluded. Soil properties and features affecting wetland plants are

texture of the surface layer, wetness, reaction, salinity, slope, and surface stoniness. Examples of

wetland plants are smartweed, wild millet, saltgrass, cordgrass, rushes, sedges, and cattails.
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WILDLIFE INTERPRETATIONS--Continued
Ellsworth County, Kansas

Shallow water areas have an average depth of less than 5 feet. Some are naturally wet areas. Others are
created by dams, levees, or other water—control structures. Soil properties and features affecting

shallow water areas are depth to bedrock, wetness, surface stoniness, slope, and permeability. Examples
of shallow water areas are marshes, waterfowl feeding areas, and ponds.

The habitat for various kinds of wildlife is described in the following paragraphs.

Habitat for ogenland wildlife consists of cropland, pasture, meadows, and areas that are overgrown with
grasses, herbs, shrubs, and vines. These areas produce grain and seed crops, grasses and legumes, and
wild herbaceous plants. Wildlife attracted to these areas include bobwhite quail, pheasant, meadowlark,
field sparrow, cottontail, red fox and coyote.

Habitat for woodland wildlife consists of areas of deciduous and/or coniferous plants and associated
ggasses, legumes, and wild herbaceous plants. Wildlife attracted to these areas include wild turkey,
thrushes, woodpeckers, squirrels, gray fox, raccoon, and deer.

Habitat for wetland wildlife consists of open, marshy or swampy shallow water areas. Some of the wildlife
attracted to such areas are ducks, geese, herons, shore birds, muskrat, mink, and beaver.

Habitat for rangeland wildlife consists of areas of shrubs and wild herbaceous plants. Wildlife attracted
to rangeland include antelope, deer, cottontail rabbit, prairie chicken, meadowlark, quail, and pheasant.
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WILDLIFE INTERPRETATIONS
Ellsworth County, Kansas

Potential for habitat efements | Potential as habitat for——||
Map symbol  [Grain | WildT T T ] TJ [Open- [Wood- [Wetland[Range—
and 50|I name |and |Grasses|herba—|Hard- |Conif-|Shrubs|Wetland|Shallow|land |land |wild— [land |
seed |and |ceous |wood |erous | |plants |water |wild— |wild- | life |wild- |
crops Iegumes|plants|trees |p|ants| f) J areas | life | Ilfe | Ilfe| | | | |
[ | | | | | | I I I [T
113LH: | [ P R 1o , .
LANCASTER——————— Farr |Good |Fair | ———| ——— Farr |Very |Very |Fair | ———|Very |Fair |
| | | |poor | poor | poor | |
HEDVILLE-——————- Very Poor |Poor | -=——| ———|Poor |Very Very |Poor | ——— |Very |Poor |
poor | | | poor |Ipoor | |
113WB: | | | |
WELLS-————=————— |Good |Good |Good | ———| ——— |Fair |Very |Very |Good | ——— |Very |Fair |
| | | | | poor | poor |I |I [poor ||
159CS: I | [ |
CRETE-—————————— |Good |Good |Good |Fair |Fair |Fair |Very |Very |Good |Fair [Very |Good |
| | | | | poor | poor |I |
159CT: [ T N A
CRETE————————~ |Good |Good |Good |Fair |Fair |Fair |Very |Very |Good |Fair |[Very |Good |
| | | | |p00r | poor |~ Ipoor | "]
ILA: [ !
LANCASTER—-————— iFaw |Good |Fair | ———| ———| air |Very JVery |Fair | ——=|Very |Fair |
| | I I e B I
159LC: | ) | ) )
LANCASTER-—————— Fa|r |Good |Fair | -———| ———|Fair |Very [Very |Fair | ——— [Very |Fair |
| | | | |poor | poor | | poor | |
159SM: [ ) ] ) )
SMOLAN————————l——l(l.‘vOO(f |G|ood | |Fair | ———| ———|Fair |Poor |Fair |Good | ——- |Poor |Fair |
167HC: [ [ i
HARNEY————————l——lFair |Good |Fair ||Poo|r |Poor FairllPoor |Poor |Fair | ———|Poor [Fair |
167WC: | ) 1o
WAKEEN-——-——-———— |Fair |Good [Fair | ———] ——— |Fa|r |P00r |Very |Fair | ——— [Very |Fair |
| | | | | poor | | poor |
169CX: (. ‘
CRETE—————————— |Fair |Good |Good |Fair |Fa|r Fair |Very |Very |Fair |Fair [Very |Good |
| | | | |p00r|poor| | Ipoor | |
WELLS——————————— |Good |Good |Good | ———| ——— |Fair |[Very |Very |Good | ——- |Very |[Fair |
| | | | |p00|r |poor || |poor | |
Y I | [ [
ARENTS, EARTHEN | ——| ——= | ——| ———| — | =] | | | — | —]
———————————— I I R R A
N A P |
ARMO-——————————— |Fa|r |Good |Good | ———| ———\Falr |Poor |Very |Good | ——— [Very |Fair |
I A A
Au: I U A O U e R H S |
ARMO-——————————— |Poor |Fair |Good | ——— | ——— |Fair |Poor Very |Fair | ——— |Very [Fair |
R
Ch: [ I U P O
CASS————————————| |Good |Good |Good |Good |Good Good |Ver |Very |Good |Good [Very |Good |
| | | | | | | poor | poor | Foo
d: L f I | I, ) | .
CRETE————————~ |Good |Good |Good |Fa|r Fair |Fa|r Very |Very |Good |Fair |[Very |Good |
| | | | | poor | poor | | poor | |
d: L U S U | | l [ I |
EDALGO-————————— |Good |Good |Good | ——=| ——- |Fair |Very fVery |Good | ———|Very |Good |
P R R TR A
Eh: |
EDALGO————————— |Fair |Fair |Fair | ———| —-——|Fair |Very Very |Fair | === |Very |Fair |
| | | | poor | poor | |I
HEDVILLE-——-———- ’Very Poor |Poor | -=—| ———|Poor Very |Very |Poor | ———|Very |Poor |
potir o | | | poor |poor | |
Ev: L L P I T H R B | |
EDALGO—————————~ |Fair |Fair |Fair | ——| ——— |Fair |Very Very |Fair | ———|Very |Fair |
| | | |p00r | poor || Ilp |
HEDVILLE--—————- Very |Poor |Poor | ——=| ——-|Poor Very Very |Poor | === |Very |Poor |
poolr | | | | | | | | poor | poor | | oor
Gb: 1 ’ | J | \ | :
GEARY——I———I————l——|(|300d| G(l)od ||Goc|) |F|a|r ‘IFalrllFalT Pcl)or |Poor |Good |Fair |Poor |Good |
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WILDLIFE INTERPRETATIONS--Continued
Ellsworth County, Kansas

Potential for habitat efements | Potential as habitat for——||
Map symbol  [Grain | WildT T T ] TJ [Open- [Wood- [Wetland[Range—
and 50|I name |and |Grasses|herba—|Hard- |Conif-|Shrubs|Wetland|Shallow|land |land |wild— [land |
seed |and |ceous |wood |erous | |plants |water |wild— |wild- | life |wild- |
crops Iegumes|plants|trees |p|ants| f) J areas | life | Ilfe | Ilfe| | | | |
Ge: | Illllllll| [ 1
GEARY-—————————— |Fair |Good |Good \Falr |Fa|r Falr |Very |[Very |Good |Fair |[Very |Good |
| | | | poor | poor | r| |
: |
HARNEY-————————- |Good |Good |Good |Poor |Poor |Good |[Poor |Fair |Good | ——- |Poor |Good |
He: | | | [ R N R |
HARNEY————————l——|I|:air ||Goc|)cj |Fair |Poor |Poor |Fair |Poor |Poor |Fair | ———|Poor |[Fair |
WAKEEN——-——————— |Fair |Good |Fair | ———‘ ——- |Fair |Poor |Very |Fair | ——— [Very |Fair |
I I T O L B R R A O
Hm: I T N N O D ) )
HARNEY—I———————l——|I|:a|r ||Go<|)d ||Fa|r |Poor |Poor |Fair |Poor |Poor |Fair | ———|Poor [Fair |
WELLS——————————~ |Good |Good |Good | ———| ———|Fair |[Very |Very |Good | ——- |Very |[Fair |
| | | | | poor |poor | | |poor | |
Ho: | (J |
HORD-——————————— |Good Good |Goo |Good Good |Good |Very |Very |Good |Good |Very |Good |
| | | | | | |p00r |poor | | [poor | |
hr | | |I | |
HORD-——————————— |Good |Good ‘Good |Good |Good |Good |Very |Very |Good |Good |Very |Good |
| | | | | | poor | poor | |
. R |
JANSEN-————————— |Fair |Goocj |Good |Fair |Fair |Fair |Very |Very |Good |Fair |Very |[Fair |
| | | | |p00r | poor | [ poor ||
: | (I T S |I II [ I
LANCASTER—-———-— |Fair |Good |Fair | ——=| ——- |Fair |Very |Very |Fair | ——=|Very |Fair |
| | | |poor | poor | oor | |
HEDVILLE-——————- ’Ver Poor |Poor | ——| ——— |Poor \Very |Very |Poor | ———|Very |Poor |
poolfl | |{|| || ||l)00f|r300f|
LHH: O R A A A W K ) B U A ) .
LANCASTER-—————— |Fair |Good |Fair | ——=| ——-—|Fair |Very |Very |Fair | ———|Very |Fair |
| | | |poor | poor | oor | |
HEDVILLE-——————- ’Very Poor |Poor | ——| ———|Poor Very |Very |Poor | ———|Very |Poor |
pocir o | | | poor |Ipoor |
R R e R e I T e e R S
MISCELLANEOUS | —1 —- ||———|| —l—— | l———’ __Tl —I—— | ———l | —l——| - — | —]
Mb: Illllllllll| || [ ] Ill
MCCOOK—~-——————— |Good |Good ‘Good |Good |Fair |Good [Very [Very |Good |Fair |Very |Good |
| | | | | poor | poor || || ||poor {
Mc: [ A e [ | )
MCCOOK-——=—-———— |Good |Good |Good |Good |Fa|r |Good |Very |Very |Good |Fair |Very |Good |
| | | | | poor | poor | |f)oor |
Mf: [ I T ’ I I |
MCCOOK—————I————|—|VE|:ry ||Poo|r |F|a|r Fair \IFalr |Fair |G?od | |Good |Poor |Fair |Good | ———|
poor
: ||||I||I|I|I||||II|I
MEADIN-—-————-—— |Very |Poor |Fair |Poor |Poor |Fair |Very |Very |Poor |Poor |Very |Fair |
|p00rl |I|I|I|I||p00rlp00r| [ Ipoor| -
Nw: | Y N I B T ) )
NIBSON-————————— |Poor |Poor |Fair [Very |Very |Fair [Very |Very |Fair | ———|Very |Fair |
| |pocir|p|oor || | poor [poor | | |poor | |
WAKEEN-——-—-———— |Poor |Fair |Fair f———l ——— |Fair Very |Very |Fair | ———[Very |Fair |
| | | | | poor | poor | | |
Rb: [ ! | I ! [
ROXBURY“_I_“I_“lfoof |G|00d| |G00d |Fair |Fair \Fair |Poor |Fair |Good |Fair |Poor |Fair |
| R R e A S B
| l———||Goo<|j |G|ood| |Good |Fair |Fair |Fair |Poor |Fair |Good |Fair |Poor |Fair |
To: | [ N O U N B .
TOBIN———l———I————l—lGi:)od||Good |Good |Gc|)0d I|GO(|)d |(?00d| Poor |Fair |Good |Good |Poor |Good |
\Q//\}ATER | |I | || ! | ! |I |I | { | | | | | |
[ I Y R A e i [
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WILDLIFE INTERPRETATIONS--Continued
Ellsworth County, Kansas

Potential for habitat efements | Potential as habitat for——||
Map symbol  [Grain | WildT T T ] TJ [Open- [Wood- [Wetland[Range—
and 50|I name |and |Grasses|herba—|Hard- |Conif-|Shrubs|Wetland|Shallow|land |land |wild— [land |
seed |and |ceous |wood |erous | |plants |water |wild— |wild- | life |wild- |
crops Iegumes|plants|trees |p|ants| f) J areas | life | Ilfe | Ilfe| | | |
Wi I| |||| I I Illllllllllll|
WELLS-—————————— |Good ’Good |Good | ———| —— |Fa|r |Very |Very |Good | ———|Very |Fair |
| | | | | poor |poor | | |poor | |
Ws: [ PO N A é | |
WELLS——————————- |Good |Good |Good | ——=| ——- |Fa|r |Very |Very |Good | ——-|Very |Fair |
| | | | |p00r | poor || rl
[
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YIELDS PER ACRE OF PASTURE AND HAYLAND
Ellsworth County, Kansas

Use and Explanation of Pastureland and Hayland Interpretations

This subsection provides information concerning the suitability of soils for the production of pasture and hayland.
This subsection meg/ contain pasture and hayland suitability groupings, land caﬁability and yield estimates, yield
estimates for individual grasses or legumes, or other information pertaining to the production of forage.

Pasture and Hayland Suitability Groupings

Soils are placed in pasture and hayland groups according to their suitability for the production of forage. The

soils in each group are enough alike to be suited to the same grasses or legumes, to have similar limitations and
hazards, to require similar management, and to have similar productivity and other responses to management. Thus,
the pasture and hayland suitability group is a convenient way of grouping the soils for their management. If used,
these groupings are identified and described in other reports in the subsection.

Yield Estimates

The average yields per acre that can be expected of the principal pasture or hayland crops, under a high level of

management, are presented in this subsection. In any given year, yields may be higher or lower than those indicate d
in the tables because of variations in rainfall or other climatic factors. The yields are based mainI?/ on the

experience and records of farmers, conservationists, and extension agents. Available yield data from nearby counti es
and results of field trials and demonstrations are also considered.

Under good management, proper grazing is essential for the production of high quality forage, stand survival, and
erosion control. Proper grazing helps plants maintain sufficient andé;enerally vigorous top growth during the
growing season. Brush control'is essential in many areas, and weed control generally is needed. Rotation grazing
and renovation are also important management practices.

The Pasture and Hayland table show yield estimates in tons per acre and animal unit months for pasture and hayland
roups. An animal unit month is the amount of forage required by one animal unit (AU) for 30 days. On animal unit
AU) is one (1000 pound) mature cow and a calf up to weaning age (usually six months of age) or their equivalent.
The Natural Resources Conservation Service uses 900 pounds of air dry forage as the amount needed to meet this
requirement. To maintain a healthy and vigorous plant community, the degree of use should never be greater than 50
percent. Therefore only 25 percent of the total biomass grown is considered consumed by the grazing animal. Anima |
Unit Months can be converted to air dry pounds per acre production by multiplying the AUM by 30 days, then by 30
pounds per day, and then by four. This figure is the amount of total forage production.

Planners of management systems for individual fields or farms should consider the detailed information given in the
description of each soil in the Nontechnical Description section. Specific information on plants and yields can be
obtained from the local office of the Natural Resources Conservation Service or the Cooperative Extension Service.

KS-FOTG NOTICE: 275 KS-NRCS January 2002
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YIELDS PER ACRE OF PASTURE AND HAYLAND--Continued
Ellsworth County, Kansas

(Yields in the "N" columns are for nonirrigated soils; those in the "I" columns are for irrigated soils. Yields ar e
those that can be expected under a high level of nonirrigated and irrigated management by component. Absence of
a yield indicates that the soil is not suited to the crop or the crop generally is not grown on the soil)
Animal-unit-month: The amount of forage or feed required to feed one animal unit (one cow, one horse, one mule ,
five sheep, or five goats) for 30 days.

[ Land ] | |
Map symbol | capability | Alfalfa hay | Smooth bromegrass |
and soil name |
[N |'TT N II I || N | |
| | | Tons| [ Tons | AUM | AUM |

113LH: [ | | | |
Lancaster————————————————

Hedville

159LA:
Lancaster——-——-———-——-———-

159LC:
Lancaster———

159SM:
Smolan

167HC:
Harney

167WC:
Wakeen

169CX:
Crete

AED: [
Arents, Earthen Danlw———l———| 8 | —| —| —I| —| -—|

Ar: L R R
Armo l3e| = -] -—| -] -

Au: [ | |
Armo |6e | —1| -—| -—| -—| -—|

Ch: [ | | | |
Cass 2w | —1] -—| —| —| -—|

c: R T DO I A
Crete e e L M B

Ed: [ | | | |
Edalgo | | 4e | —| -—| -—| -—| -—]

EN: I
Edalgo lee | —=I —=| —| —I —I

| | |
Hedville I {6& ||———|I — =] -] -

Ev: | |
Edalgo | e e B e
Hedville | { 7e || - |I -— - —] -

Gb: [ | | | |
Geary ,2e||2el| 3.10| 700 -—] -——|

Ge: I [ | |
Geary | 3e | —

Hb: R T PO R B
Harney l2e [ 1 | —| —| —|

He: T T R I B
Harney lde [ 1 —=| —| —| —|

|
Wakeen | [de | —1] —| —| —| -—|
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YIELDS PER ACRE OF PASTURE AND HAYLAND--Continued

Ellsworth County, Kansas

(Yields in the "N" columns are for nonirrigated soils; those in the "I" columns are for irrigated soils. Yields ar
those that can be expected under a high level of nonirrigated and irrigated management by component. Absence
a yield indicates that the soil is not suited to the crop or the crop generally is not grown on the soil)
Animal-unit-month: The amount of forage or feed required to feed one animal unit (one cow, one horse, one mule

five sheep, or five goats) for 30 days.

[ Land ] | |
Map symbol |capabi|ity| Alfalfa hay | Smooth brorlnegrassl

and soil name
[TT N T T [ N |

| | | |
| | | Tons| | T(Tns |IAUM| [ AUM ]
Ho: I [ | | |

Hr: [ R |
Hord I |1 || ———If

Jc: [ |

Lh: [ | | | |

LHH: [ | [ | |

o |I||1|||

Mb: [

Me: I | | |

Mf: L | |

Mn: [ | | |

Nw: |1 | | |

Rb: I | | |
Roxbury l

Rf: [ | | | [

To: |

W: I T

Hedville 6e | —| -—] -—| —| -—|
| [ R

Hedville | 6e | ——| -—~| -—| -—| -—]

: | | |
Miscellaneous Water———--- | =——| —| -—| -—| -—] -—|
(. | |

Hord N e L M B

I
Jansen I3e\———| -— -— —1 -

Lancaster———-————-—-—————- | 6e | ———i -— 1 -— —1 -—I

Lancaster———-————-—-—————-— | 6e | ———i -— 1 -— —1 -—I

Mccook: | 2w | — =] -] -—] -]
Mccook: |1 | -— -—1 -—] -— -—]
Mccook: | 5w | -——] -—| -—| -—| -—|
Meadin |6s | -—| -—] —| —| -—|

Nibson l6e | —| -—] -—] =-—| -—|

Wakeen |6e | —| —| -—| -—] -—|

Roxbury low | ——] =] -—| -—] -—|
Tobin low f | Ly
Water | =1 == | —| —] -—I
wells |2e |—] —| —| —| -—|

! L
s e e e B e
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CONSERVATION TREE AND SHRUB MANAGEMENT
Ellsworth County, Kansas

A Conservation Tree/Shrub Suitability Group (CTSG), formerly Windbreak Suitability Grouﬁ, isa
physiographic unit or area havm% similar climatic and edaphic characteristics that control the selection
and height growth of trees and shrubs.

In this table, the Conservation Tree and Shrub Grouping is expressed as a group index number. The group
index for Conservation Tree and Shrub groups (CTSG) are a guide for species best suited for different
kinds of soil and for prediction height, growth, and effectiveness. The groupings can be used when
selection woody plants for windbreaks, wildlife plantings riparian buffers, reforestation, other
environmental plantings, recreation, landscaping, wetland restoration or enhancement and critical area
plantings. CTSG's are developed to assure satisfactory species selection and adaptation to specific
conditions of soil, climate and physiography. CTSG's are a guide for selection species best suited for
different kinds of soil and prediction height growth and effectiveness.

All soil series mapped in the state have been placed in 10 groups of similar soil characteristics.
Groups 1, 2, 3, 4, 6, and 9 are further divided into subgroups. In addition, all groups provide
information by Major Land Resource Areas.

Each tree or shrub s')ecies has certain climatic and phﬁsiographic limits. Within these parameters a tree
or shrub may be well or poorly suited because of soll characteristics. Each tree or shrub also has
definable potentials of height growth depending on the factors just mentioned. Accurate definitions of
potential heights are necessary for proper windbreak planning and design.

Windbreaks protect livestock, buildings, roads and yards from wind and snow. They also ﬁrotect fruit
trees and gardens, and they furnish habitat for wildlife. Several rows of low—growing and high—growing
broadleaf and coniferous trees and shrubs provide the most protection.

Field windbreaks are narrow plantings made at right angles to the prevailing wind and at specific
intervals across the field. The interval depends on the erodibility of the soil. Field windbreaks

pr_%lefct cropland and crops from wind, help to keep snow on the fields, and provide food and cover for
wildlife.

Environmental plantings help to beautify and screen houses and other buildings and to abate noise. The
plants, mostlﬁ evergreen shrubs and trees, are closely spaced. To ensure plant survival, a healthy
planting stock of suitable species should be planted properly on a well prepared site and maintained in
good condition.

Windbreaks are often planted on land that did not grow trees originally. Knowledge of how trees perform

on such land can be gained only by observing and recording their performance where trees have been
planted and survived. The problem is compounded by the fact that many favorite windbreak species are not
indigenous to the areas in which they are planted.

The Kansas Field Office Technical Guide Notice KS-230, Conservation Tree and Shrub Plantings Suitability
Groups shows the adapted species listing for each group index number. Showing the height that locally
grown trees and shrubs are expected to reach in 20 years on various soils. The estimates are based on
measurements and observation of established plantings that have been %iven adequate care. This
information should be used to determine the placement of a windbreak, the area protected and the
arrangement of species.

A number of attributes are included in the CTSG species tables for each group number found in this
section of the Field Office Technical Guide. These attributes were rated subjectively and assigned a
relative value to further assist those unfamiliar with individual species characteristics or desirability

for the intended use. Definitions and explanations can be found. Additional information on planning
windbreaks and screens and planting and caring for trees and shrubs can be obtained from the local office
of the Natural Resources Conservation Service or of the Cooperative Extension Service or from a
commercial nursery. See part 537 of the National Forestry Manual for additional information.

In the Tree and Shrub Management table interpretive ratings are given for various aspects of forest and
conservation tree and shrub management. Some rating class terms indicate the degree to which the soils
are suited to a specified forest management practice. Well suited indicates that the soil has features

that are favorable for the specified practice and has no limitations. Good ﬁerformance can be expected,
and little or no maintenance is needed. Moderately well suited indicates that the soil has features that
are moderately favorable for the specified practice. One or more soilJ)roperties are less than desirable
and fair performance can be expected. Some maintenance is needed. Poorly suited indicates that the soil
has one or more properties that are unfavorable for the specified practice. Overcoming the unfavorable
properties requires special design, extra maintenance, and costly alteration. Unsuited indicates that the
expected performance of the soil is unacceptable for the specified practice or that extreme measures are
needed to overcome the undesirable soil properties.

The paragraphs that follow indicate the soil properties considered in rating the soils for forest and
conservation tree and shrub management practices. More detailed information about the criteria used in
the ratings is available in the "National Forestry Manual," which is available in local offices of the

Natural Resources Conservation Service or on the Internet. Also, in the Kansas Field Office Technical
Guide Notice KS-230, Conservation Tree and Shrub Plantings Suitability Groups.

Ratings in the columns suitability for hand planting and suitability for mechanical plantingbare based on
slope, depth to a restrictive layer, content of sand, plasticity index, rock fragments on or below the
surface, depth to a water table, and ponding. The soils are described as well suited, moderately well
suited, poorly suited, or unsuited to these methods of planting. It is assumed that necessary site
preparation is completed before seedlings are planted.

Ratings in the column suitability for mechanical site preparation (surface) are based on slope, depth to
a restrictive layer, plasticity index, rock fragments on or below the surface, dethh to a water table,

and ponding. The soils are described as well suited, poorly suited, or unsuited to this management
activity. The part of the soil from the surface to a depth of about 1-foot is considered in the ratings.

Ratings in the column suitability for mechanical site preparation (deep) are based on slope, depth to a
restrictive layer, rock fragments on or below the surface, depth to a water table, and ponding. The soils
are described as well suited, poorly suited, or unsuited to this management activity. The part of the
soil from the surface to a depth of about 3 feet is considered in the ratings.

Ratings in the column potential for seedling mortality are based on flooding, ponding, depth to a water
table, content of lime, reaction, salinity, available water capacity, soil moisture regime, soil
temperature regime, aspect, and slope. The soils are described as having a low, moderate, or high
potential for seedling mortality. See the National Forestry Manual, Subpart B for criteria used in
rating management concerns. Specific information on plants and yields can be obtained from the local
office of the Natural Resources Conservation Service or the Cooperative Extension Service.
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CONSERVATION TREE AND SHRUB MANAGEMENT
Ellsworth County,
Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need for
onsite investigation. Pines and spruces are prone to disease problems. See text for further explanation
of ratings in this table.)

[ [
Map symbol Wind Smtablhty f0r|SU|tab|I!ty for|Suitability for|Suitability for| Potential for |
and soil name  |break| hand planting | mechanical |mechanical sitejmechanical site| seedling |
Group| planting | preparation | preparation mortality |
?surface | (deep) | | |
Ratm%class [ Ratmg class | Ratmg class [ Rating clgss |I Rating class |
an and
limiting I|m|t|ng | Ilmltlng | limiting | limiting |
featurels | fleatures | featurels | features | fleatures | |
I [ [ I I
113LH: f | | J | |
Lancaster—————--———- | 6D | Well suited | Mo erately | Well suited | Well suited | Low |
| | sullted || || |
. ope
Hedville————————————| |10 | Weléswlted | MoJerater |IWeII sunelzd | Well suited | Low |
suite
Slope
Rock
fragments
113WB |
‘v"v’gc(ll:os | | 3 | Well suited | Well suited | Well suite(li | Well suited | Low |
15 :
Crete-——————————————| 4C | Moderately | Moderately | Well suited | Well suited | Low |
| suited | suited | | | |
Stickiness | Stickiness | | | |
159CT | | | | | |
Crete——————————————- | 4C | Poorly suited | Poorly suited | Poorly suited | Well suited |  Low |
| | Stickiness | Stickiness | Stickiness |
159LA: | ] ] N )
1L5a9n|_C(§Ster““—|_“|_“| 6D | Well sunled | Well suited | |Well suneld | Well suited | Low |
Lancaster——-————-——— | 6D W%II sulited | Mol(Jerater I| Well suilted | Well suited |  Low |
suite
| Slope | | | |
159SM: | | | |
Smolan-—-—-——-—-———— | 4C | Moderately | Moderately | Well suited | Well suited | Low |
| suited | suited
Stickiness | Stickiness | | | |
167HC: | | | | )
Harney—————————— ———| 3 | Moderately | Moderately | Well suited | Well suited | Low
suited | suited | | | |
Stickiness | Stickiness | | | |
Slope | | | |
167WC: ] | | | |
Wakeen—————————————— | 8] V\éell suited | Mloderately| | Well suited | Well suited | Moderate
suite
Slope | | | Lime |
| | | Soil reaction |
169CX [ | | | _
Crete————— ——————————| 4C | Moderately | Moderately | Well suited | Well suited | Low |
suited | suited | | | |
Stickiness | Slope | | | |
| Stickiness | | | |
Wells | 3 | Well suited | Moderately J Well suited | Well suited | Low
suited
| Slope
Arehts, Earthen Dam-| l Notrated | Notrated | Notrated | Notrated | Notrated |
Ar: II |I ! | II
1 R A | 8| V\éell sluned | Mloderately | Well SLiIted | Well suited |  Low
suite
» | || Slope | | || |
ArMO=——————m—m 8 |.V\aell suited | Mloderatelyll Well sulited | Well suited | Low
suite
Slope | | |
Cb: I | _ o |_ _
Cduoo T | |:L | Well suited | Well suned|| Well suited | Well suited | Low |
Cd:
Crete——————————————— | 4C | Moderately | Moderately | Well suited | Well suited | Low
| suited | suited |
q Stickiness | Stlck|r|19$s | | | | | | |
Ed:
Edalgo———--—--——-———| 4C | Poorly suited | Poorly suited | Poorly suited | Well suited | Low |
Stickiness | Stickiness | Stickiness | |
Slope | | |
Eh: |1 | | | | [ )
Edalgo———-———-———-— | 4C | Poorly suited | Poorly suited | Poorly suited | Well suited | Low |
I StICkIneTS |S|St|ck|n<|ass | Stickiness | |
ope
Hedville———————————| |10 | Welésullted | Molerately |IWeII sult(lsd | Well suited | Low |
t
Slope
Rock
ay |fragments | | | | | | |
Vi
Edalgo———-————————— | 4C | Poorly suited | Unsuited | Poorly suited | Poorly suited | Low |
| Stickiness | Slope | Slope | Slope | |
| Stickiness | Stickiness | | |
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CONSERVATION TREE AND SHRUB MANAGEMENT
Ellsworth County,
Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need for
onsite investigation. Pines and spruces are prone to disease problems. See text for further explanation
of ratings in this table.)

[ [
Map symbol Wind Smtablhty f0r|SU|tab|I!ty for|Suitability for|Suitability for| Potential for |
and soil name  |break| hand planting | mechanical |mechanical sitejmechanical site| seedling |
Group| planting | preparation | preparation mortality |
| ?sur face) | (deep) | | |
Ratm%class [ Ratmg class | Ratmg class [ Rating clgss |I Rating class |
an and
limiting I|m|t|ng | Ilmltlng | limiting | limiting |
features | features | features | features | features |
T | | | I | |
Hedville———————————-| | 10 | WeII suned éPoorIy suned | Poorly suited | Poorly suited |  Low
ope lope Slope f/ |
Rock |
fragments | |
Gh: | | |
Geary———————————————| | 3 | Moderately | Moderately | Well suited | Well suited | Low |
| suited | suited | |
G | |Stickiness| | Stlcklrlmss | | | | | | |
C:
Geary——————————————-| | 3] WS” stlnted | Mcl)derately I| Well suited | Well suited | Low |
suite
o || | | Siope | | | |
Hairney ——————————— _———| | Moderately | Moderately | Well suited | Well suited | Low |
suited | suited | | |
| |Stlcklness| | Stickiness | | | | | |
He:
Harney—————————— ———| 3 | Moderately | Moderately | Well suited | Well suited | Low |
| suited | suited | | |
Stickiness | Stickiness | |
Wakeen——————————————| | 8 | Well swted | Well suited | WeII suited | Well suited | Moderate |
| | Soﬂ reactlon |
Hm: I ) _
Harney———-—————————— | 3 | Moderately | Moderately | Well suited | Well suited | Low |
suited | suited | | |
Stlcklness | Stickiness | | | |
Wells 7 | 3 | Well suited | Well suited | Well suited | Well suited | Low |
Ho:
'_Irord———————l ————————— | 1 | Well suited | Well suited | Well suited | Well suited | Low |
r:
Hord———————l———| —————— | |1 | Well |suited | V?Iell suited | Well suited | Well suited | Low |
Jc:
Jr?nsen ————— l———l —————— | (?G | Welllsuited | \lNeII suited | Well suited | Well suited | Low |
Lh:
Lancaster-——-—-——-—-— | 6D | W(all sullted | Molderately | Well swlted | Well suited | Low |
suite
. I Slope | | I _I )
Hedville—— | 10 | Well suited | Moderately | Well suited | Well suited | Low |
suited | | |
Slope
Rock
fragments | | | |
LHH: I | I | | |
Lancaster——————————— | 6D | W%II sullted | Molderately Well suited | Well suited | Low |
suite
| Slope | I |
Hedville———————————| | 10 | Well sullted | Mo erately ||We|| sultelzd | Well suited | Low |
suited
Slope
Rock
- fragments | I| | ||
MiscéllaneousV\Ilater—| |I Not rated , Notrated | Notrated | Notrated | Notrated |
Mb: I | | | | _
Mccook—————————————- | 1 | Well suited | Well suited | Well suited | Well suited | Moderate |
| | | | Soil reaction |
Mc: |1 | | | ) J [ )
Mccook—————————————- 1K | Well suited | Well suited | Well suited | Well suited | Moderate |
" | | | | | | | Soail reactul:)n |
YT L —— 2 | Well suited | Well suited | Well suited | Well suited | Moderate |
| | | Soil reaction |
Mn: ] | | | |
Meadin--—-—=-—=————- 110 | V\éell sluned | Mloderately | Well SLiIted | Well suited | Low |
suite
| Slope | | I |
Nw: I | | | [ | _
Nibson————————————— 110 | .ngl suited | Moderately | Poorly suited | Poorly suited | Moderate |
suite
Slope ’ Slope | Slope | Soil reaction |
Rock | | Lime |
fragments | | | n )
Wakeen—————————————- | 8 |.V\(ljell suited | Mloderately| | Well suited | Well suited | Moderate |
suite
| ' Slope | | | Lime
b: r | | | | | |?oil reaction |
Rb:
Roxbury———-————————- | 1 | Well suited | Well suited | Well suited | Well suited | Moderate |
KS-FOTG NOTICE: 275 KS-NRCS January 2002
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CONSERVATION TREE AND SHRUB MANAGEMENT
Ellsworth County,
Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need for
onsite investigation. Pines and spruces are prone to disease problems. See text for further explanation
of ratings in this table.)

Map symbol Wind ,

[ I
Smtablhty f0r|SU|tab|I!ty for|Suitability for|Suitability for| Potential for |
and soil name  [break

hand planting | mechanical |mechanical sitejmechanical site| seedling |
Group| planting | preparation | preparation mortality |
| ?su faces) (deep) | |

and

limiting limiting |I|m|t|ng | limiting | limiting |
features | features | features | features |

|
Rating class | Ragng class | Ratlng class [ Rating clgss |I Rating class |
and

| fleatures |
| | | | | | Soil reaction |

Rf: | ) | ) J ) )
TRoxbury————l———l— ————— | 1|K | Well suited | Well suited | Well suited | Well suited | Low |
0:

V‘{'/obin—————————l— ————— | 1 | Well suited | WleII suited | Well suited | Well suited | Low |
Water-——————— A | | | Notrated | Notrated | Notrated | Notrated | Notrated |
Wr: |1 | ) _ | 1 )

Wells | 3 | Well suited | Well suited | Well suited | Well suited | Low |
\va'sc':: || | 3I

| Well suited | Moderately | Well sui'ied | Well suited | Low |

| | | suited | |
| Slclme | | | | |
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ENGINEERING INDEX PROPERTIES
Ellsworth County, Kansas

Engineering Index Properties table gives the engineering classifications and the range of index
properties for the layers of each soil in the survey area. Depth to the upper and lower boundaries
of each layer is indicated. Texture is given in the standard terms used by the U.S. Department of
Agriculture. These terms are defined according to percentages of sand, silt, and clay in the
fraction of the soil that is less than 2 millimeters in diameter. Loam, for example, is soil that is

7 to 27 percent clay, 28 to 50 percent silt, and less than 52 percent sand. If the content of
particles coarser than sand is 15 percent or more, an appropriate modifier is added, for example,
gravelly. Textural terms are defined in the Glossary.

Classification of the soils is determined according to the Unified soil classification systeméASTM, 1998) and

the system adopted by the American Association of State Highway and Transportation Officials (AASHTO, 1998).
The Unified system classifies soils according to properties that affect their use as construction material.

Soils are classified according to particle-size distribution of the fraction less than 3 inches in diameter

and according to plasticity index, liquid limit, and organic matter content. Sandy and gravelly soils are

identified as GW, GP, GM, GC, SW, SP, SM, and SC; silty and clayey soils as ML, CL, OL, MH, CH, and OH; and
highly organic soils as PT. Soils exhibiting engineering properties of two groups can have a dual

classification, for example, CL-ML.

The AASHTO system classifies soils according to those Froperties that affect roadway construction and
maintenance. In this system, the fraction of a mineral soil that is less than 3 inches in diameter is

classified in one of seven groups from A-1 through A-7 on the basis of particle-size distribution, liquid

limit, and plasticity index. Soils in group A-1 are coarse grained and low in content of fines (silt and

clay). At the other extreme, soils in grou’) A-7 are fine grained. Highly organic soils are classified in group

A-8 on the basis of visual inspection. If [aboratory data are available, the A-1, A-2, and A-7 groups are

further classified as A-1-a, A-1-b, A-2-4, A-2-5, A-2-6, A-2-7, A-7-5, or A-7-6. As an additional refinement,
the suitability of a soil as subgrade material can be indicated by a group index number. Group index numbers
range from O for the best subgrade material to 20 or higher for the poorest. The AASHTO classification for

soils tested, with group index numbers in parentheses, is given in Engineering Index Properties table.

Rock fragments larger than 10 inches in diameter and 3 to 10 inches in diameter are indicated as a percentage
of the total soil on a dry-weight basis. The percentages are estimates determined mainly by converting volume
percentage in the field to weight percentage. Percentage (of soil particles) passing designated sieves is the
percentage of the soil fraction less than 3 inches in diameter based on an ovendry weight. The sieves, numbers
4, 10, 40, and 200 (USA Standard Series), have openings of 4.76, 2.00, 0.420, and 0.074 millimeters,
respectively. Estimates are based on laboratory tests of soils sampled in the survey area and in nearby areas
and on estimates made in the field.

Liquid limit and plasticity index (Atterberg limits) indicate the plasticity characteristics of a soil. The
estimates are based on test data from the survey area or from nearby areas and on field examination. The
estimates of particle-size distribution, liquid limit, and plasticity index are generally rounded to the

nearest 5 percent. Thus, if the ranges of gradation and Atterberg limits extend a marginal amount (1 or 2
percentage points) across classification boundaries, the classification in the marginal zone is generally
omitted in the table.

KS-FOTG NOTICE: 275 KS-NRCS
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ENGINEERING INDEX PROPERTIES--Continued
Ellsworth County, Kansas

(Absence of an entry indicates that the data were not estimated.)

|~ Classification | Fragments [ Percentage passing |
Maps mbol Depth | USDA texture | | |  sieve number—— |Liqui | Plas—|
and soi name | [>10 [3-10] Jlimit |ticity|
| | Urlu ied | AASHTO| |inches|inches||4 [ 10 T 40 |2|00 | | | | | | index | |
||n| [ [ [Pct [Pct] T T T T[Pct T
113LH: || | | | | | |I |I |I |I |I |I |

Lancaster—--——— , 0-10 |Loam |CL,CL-ML |A-4,A-6 | 0 |0-5 |95-100|90-100|85-100|60-90 |20-35 5-15

10-32 [Clay loam |(|:L, SC ||A—4|1, A—|6, AI—| I0 | IO ||100 |195-100|80-95 |40-65 |25-45 8—2|5
7-6
>32 |Weathered | | === === === === === | === |- - |
. | bedrock | | [ I I U | |

Hedville———-——-| | 0—15|I§c')\?m | |CL, NiL, SC, [A-4,A-6 | O ‘0—15 |80-100|75-100|65-95 |45-75 [15-35 NP-13 |

>15 |Unweathered | | |—— |- ||| |— |- -— |
| bedrock | | O R A A

113WB: | | | I

Wells————-————- 0-11 lLoam |ICL |A-4,A-6 | 0 | 0 ]100 | 100 [85-95 [60-75 |30-35 10-15
11-15 |Sandy clay loam|CL, SC IA—4, A-6, A—7| 0| 0 | 100 | 100 |85-100|40-80 |35-45 10-20
15-49 |Sandy clay loam|CL, SC A-4, A-6, A-7| 0| 0 |100 |100 |85-100|40-80 [35-45 10-20
49—|60 Sandy Igam |C|L, ML, SC, |,|A—4,|A—6| | 0 || 0 | 100 | 100 |70-100|35-80 |20-40 NP-15|

M

159Cs: [ | I N U A R

Crete—————————— | 0-11|Siltloam = |CL, ML |A-4,A-6 | O | 0 |100 |100 | 100 [90-100|30-40 5-15 |
11-15 |Silty clay loam|CL |JA-6,A=7 | 0| 0 |100 |100 |100 [90-100|35-50 15-30
15-45 [Silty clay  |CH |A-7 | 0| 0]100 |100 |100 |90-100|50-65 25-40
45|—60 |Siltyclay Ioam|CH,|CL |iA—6,|A—7| | OJ 0I 10|0 100 | 100 |95-100|30-55 10—|35

159CT:

Crete—————————— | 0-6 |S|tyc|ay loam|CL |A-6,A=7 | 0| 0 |100 |100 | 100 |90-100|35-50 15-30
6-40 |S|Ity clay |CH |[A-7 | O] 0]100 |100 |100 [90-100|50-65 25-40

9 40 60 |Silty clay Iloam|CHICL ||A—6, A—I7 ‘ 0 I| OI|100 | 100 | 100 |95-100|30-55 10—|35
159LA:

Lancaster—————— 0-12 |Loam ICL,CL-ML |A-4,A-6 |-—— |0-5 |95-100|90-100|85-100|60-90 |20-35 5-15
12-36 [Sandy clay loam|CL, SC | |/|A—4, lA—G, A—I| 0|| 0 | 100 [95-100|80-95 |40-65 |25-45 8—2|5

7-6
36-43 |Weathered | |-—— ||| || -—
| bedrock

159LC: |

Lancaster———-—- 0-6 |Loam |ICL, CL-ML |A-4,A-6 |-—- ]0-5 |95-100/90-100|85-100|60-90 |20-35 5-15 |
6-30 |Loam [CL,CL-ML, |A-4,A-6 |-—— |0-10|95-100]|90-100|80-100|36-80 |20-35 5-15

| SC, SC-SM | [ A A I [
>30 |Weathered | | |— || ||| | —-—=
| bedrock | | [

159SM: I | [ I \

Smolan————-———— | 0-8 [Silty clay loam|CL |A=7 | 0] 01100 |100 |95-100|85-100]42-50 22-28
8-15 |Silty clay loam|CL |[A-6,A-7 | 0| 0 |100 |100 |95-100|85-100|35-50 15-28
15-40 |Silty clay  |CH |A-7 | 0| O ]100 |100 |95-100/90-100|50-65 28-40

67HC 40|—60 |Silty clay IfamlCLI |A—|7 | || 0 , O|| 10|0 |1|00 |195-100]90-100]42-50 22—|28

167HC:

Harney———-—-———— | 0-7 |Silty clay IoamlCL |JA-6, A=7-6 | 0 | 0 | 100 | 100 |95-100|85-100|30-45 15-22
7-31 |Silty clay Ioaméc CL |A-7-6 0| 0100 |100 |95-100|85-100|40-60 15-35
31- I60 |SI|It loam | | |A—6,|A—7—6 || O|| 0 |1(|)0 ||1OO |95-100|85-100|30-45 10-20

167WC:

Wakeen—-----————| 0-9 |Siltloam = |CL ’A—4, A-6 0| 0 |100 |100 |90-100|70-90 |30-35 10-15
9-31 |Silty clay oamlCIA 4 |A|—6, ,|A—7—|6, || 0 || Ol|95|—100|85—100|75—100|60—95 |30-45 10-20
>31 |Unweathered | | |— |- ||| || -— |

| bedrock

169CX: | |

Crete—————————— | .0-10[Siltloam ~ |CL, ML |A-4,A-6 | O | 0 |100 |100 |100 |90 100|30 40 5-15 |
10-16 |Silty clay loam|CL |A-6,A-7 | 0| 0 |100 1003100 |90-100|35 15-30
16-44 [Silty clay |CH |A-7 | 0| 07100 |100 |100 |90-100|50-65 25-40
44-60 |Siltloam |CH,CL  |A-6,A-7 | O] 0 |100 |100 |100 95— 100 30-55 10-35

Wells————-————— | 0-13 |Loam |CL |A-4,A-6 | 0| 0 | 100 | 100 |85-95 |[60-75 |30-35 10-15
13-38 |Clay loam  |CL, SC |A-4, A-6, A-7| O | O |100 | 100 |85-100]40-80 |35-45 10-20
38-60 LoamIS |CL, |ML, SC,||A Tl AT || O| | (l) |1|OO | 100 |70-100|35-80 |20-40 NP-15|

M

AED: | | [ I N e

Arents, Earthen| —— | ——— | - | = ||| ||| | -—

N N A B T |

Armo——————————— 0-15 |Loam |CL |A-4,A-6 | 0 | 0 |95-100|90-100]90-100|70-95 |25-40 7-18
15-30 |Clay loam  |CL |A-4, A-6, A-7| O | 0 |95-100|90-100|90-100]|70-90 |25-45 7-22
30-60 |Gravelly clay |CL, GC, SC |A-4, A- | 0| O |60-85|50-85 |50-60 |40-55 |25-35 8-18

P T LY SN B LA L L L |

Armo——————————— 0-15 |Loam |CL |A-4,A-6 | 0 | 0 |95-100|90-100]90-100|70-95 |25-40 7-18
15-30 |Clay loam |CL |A-4, A-6, A-7|] 0 | 0 |95-100|90-100|90-100|70-90 |25-45 7-22
30-60 |Gravelly clay |CL, GC, SC |A 4, A- | 0| O |60-85|50-85 |50-60 |40-55 |25-35 8-18

co A R S SR B |

Cass—————————— | 0-13 |Fine sandy loam|SC-SM, SM  |A-2,A-4 | 0 | 0 | 100 |95-100|85-95 |20 -40 [15-20 NP-5
13-45 |Fine sandy loam|SC-SM, SM  |A-2, A-4 0| 0 |100 |95-100|85-95 |20-50 |15-20 NP-5

g AIIS—G? Loamy fine sand|SM, SP—SM| A|—2, ?_SI I0 IO 95-100]95-100|50-75 | 5-30 | ——— NP |

Cd:

Crete—————————— | 0-7 |[Siltloam |CL,ML  |A-4,A-6 | O | 0 |100 |100 | 100 [90- 100|3O 40 5-15
7-14 |Silty clay loam|CL |[A-6,A-7 | 0| O |100 |100 |100 [90-100|35-5 15-30
14-34 |Silty clay |CH |A-7 0| 0 |100 | 100 |100 |90-100|50-65 25-40

g :l’,4—6|0 Silty cla Ioam|C|H, CL |A- 6,A| 7 | | (l) | 0 |100 100 | 100 |95-100|30-55 10—|35

Ed:

Edalgo————————— | 0-8 [Loam ICL |A-6 | 0 \ 0 |95-100|85-100|75-95 |50-75 |30 45 10-20
8-34 |Clay I[CH, CL, MH |A-7 | 0| 0 |95-100]85-100]75-100]|70-90 |45-7 20-45
>34 |Weathered | | [ === === === == == ||~ - |

| bedrock | | [ |

KS-FOTG NOTICE: 275 KS-NRCS January 2002

Section Il : Engineering Interpretations



PAGE 3 of 4

ENGINEERING INDEX PROPERTIES--Continued
Ellsworth County, Kansas

(Absence of an entry indicates that the data were not estimated.)

|~ Classification | Fragments [ Percentage passing |
Maps mbol Depth | USDA texture | | |  sieve number—— |Liqui | Plas—|
and soi name | [>10 [3-10] Jlimit |ticity|
| | Urlu ied | AASHTO| |inches|inches||4 [ 10 T 40 |2|00 | | | | | | index | |
||n| [ [ [Pct [Pct] T T T T[Pct T

Eh: | |I | || I|I|I|I|I|I I|

Edalgo ————————— | 0-8 ’Loam ICL |A—6 \ 0 |95-100|85-100|75-95 |50-75 |30-45 10-20
8-34 |Clay |CH, CL, MH |A-7 | 0 | 0 195- 100|85 100|75-100|70-90 |45-70 20-45
>34 |Weathered | I [ === === === == [ === | === | — |

) | bedrock | | AT |

Hedville————-—-| | 0-16 |Loam |ICL, ML, SC, |A-1-b, A-2, | -—— |15-25 |60-90 |50-85 |30-80 |15-60 |15-35 NP-13 |

SM, CL-ML | A-4, A-6
>16 |Unweathered | | |— |- ||| || -— |

Ev: |Ill)edrock | II |||IIIII

Edalgo—— ——————— | 0-8 |Loam |CL |A-6 | 0| 0 |95-100|85-100|75-95 |50-75 |30-45 10-20
8-34 |Clay |CH, CL |A-7 | 0] 0O ]95-100|85-100|75-100|70-90 [45-70 20-45
>34 |Weathered | | |— |- ||| || -— |

. | bedrock | | I I U H | |

Hedville——————-| | 0-16 |Loam |ICL, ML, SC, |A-1-b, A-2, | -——— |15-25 |60—90 |50-85 |30-80 |15-60 |15-35 NP-13 |

SM | A-4, A-6
>16 |Unweathered | | |-— |- ||| | | — -—
Gb: Iltl)‘adrOCk | || I|I|I|I|I|I|II
Géary —————————— 0-7 |Siltloam |CL,CL-ML |A-4,A-6 | O | O |100 |100 |95- 100|80 100|25-40 4-15 |
| 7-32 |Silty clay loam|CL |[A-6,A-7 | 0| 0 |100 |100 |96-100|85-100|35- 15-25

G :I%Z—Gcl) |Silty cla Ioamlcll_ ||A—6,| A—7| || 0 || 0 ] 100 | 100 |96-100|85-100|30~ 45 11-22

[

Geary———————-—- | 0-13|Siltloam |CL,CL-ML_|A-4,A-6 | O | 0 |100 | 100 |95- 100|8O 100|25-40 4-15 |
13-48 |Silty clay loam|CL |A-6,A-7 | O | 0 |100 |100 |96-100|85-100|35-5 15-25

b 4|18 —60 [Clay Ioam |CL |/-|\—6, A—7 || ol o JlOO | 100 [96-100|85-100|30— 45 11—|22

Hb:

Harney-——-—-——- | 0- 12 |Siltloam  |CL, CL-| ML |A-4, A—6 | 0 | 0 |1OO | 100 |95-100|85-100|25-40 5-20 |
12-36 |Silty clay IoamlCH CL, MH |A 7— | 0] O |100 | 100 |95-100|85-100]|40-60 15-35
:|56 60 |Silt loam |A 6,A-7-6 | 0| O |100 |100 |95-100|85-100|30-45 10-20

He:

Harney——-—-———— | 0-6 Sllty clay loam|CL |A-6,A-7-6 | O | O |100 | 100 |95-100|85-100|30-45 15-22

| 6-36 |Silty clay loam|CH, CL, MH |A-7-6 | 0| O ]100 |100 |95-100|85-100|40-60 15-35
36-60 |Siltloam |CL |A-6,A-7-6 | O | O |100 | 100 |95-100|85-100|30-45 10-20

Wakeen————-————— | 0-9 |Siltloam |CL |A-4,A-6 | 0| 0 |100 | 100 [90-100|70-90 |30-35 10-15

9-30 |Siltloam ~ |CL |A—Tl, ATG, Al— | IO | | 0 |i95—1|00|85—100|75—100|60— 5 |30-45 10—|20
7-6
>30 |Weathered | | | === === === === | === | |- —

H el

m:

Harney——-—---——— | 0-5 |Silty clay loam|CL |A 6, A- —6 ‘ 0| 0100 |100 |95-100|85-100|30-45 15-22
5-40 |Silty clay loam|CH, CL, MH |A-7-6 | ol 0 |1 0 | 100 |95-100|85-100]40-60 15-35
40-60 |Siltloam  |CL |A-6, A-7-6 | 0 | O |100 |100 |95-100|85-100|30-45 10-20

Wells————~————— | 0-11 Loam ICL -6 | | 01100 |100 [85-95 |60-75 [30-35 10-15
11-44 Sandycay loam|CL, SC |A-6, A-7 | 0 | 0 |'100 | 100 |85-100|40-80 |35-45 10-20
44~ 60 Sandy Ioam |C|L ML, SC, |A- 4,|A -6 | | 0 || 100 | 100 |70-100|35-80 [20-40 NP-15|

Ho: | I I | [ - (| ’ |

Hord-—————-———— 0-13|Siltloam  |CL, CL-ML, ML|A-4, A—6 0| 0 |100 | 100 |95- 100|85 100]20-35 3-18

||13 6|0 |S|It Ioarln |CL| |A|—4, ?—GI | I0 ||0 ||100I | 100 |98-100|85-100|25-4 8—2|3

Hr:

Hord-—————————- | 0-18|Siltloam  |CL, CL-ML, ML|A-4, A—6 0 | 0 |100 | 100 |95-100|85-100|20-35 3-18
18-43 |Silt loam, |CL |A-4,A-6 | O | 0 |100 ,100 |98-100|85-100|25-40 8-23

silty clay | | [ I R I
loam, loam | | | | (|J
43-60 |Silt loam, very|CL, CL-ML |A-4,A-6 | 0 | O | 100 | 100 | 100 |85-100|25-40 6-21|
fine sandy | [ T N N N
loam, silty |

» clayloamll | |||||||||||||

Jansen-————-———- | 0-13 |Sandy loam |ICL, ML, CL-ML|A-4,A-6 | 0 | 0 |100 |100 |90-100|50-95 |25-40 3-15|
13-28 |Sandy clay loam|CL |A-6, A-7 | 0| 0 |95-100]90-100|80-100|50-80 |30-45 10-25|
28— |33 Loamy c?arse |ISM, SP-SM  |A-1, A-2, A-4] 0 | 0 |95-100|90-100|45-85 |10-45 | ——— NFI |
33-60 |Grave||y coarse|SP SP-SM, |A-1,A-2,A-3| 0 | 0 |85-100|45-100|35-65 | 3-10 | ——— NP |

h | |ISan IISW | [ | | | | b

Lh:

Lancaster———-—- 0-16 |Loam |ISC-SM, SM" |A-2, A-4 = | ——— | 0-5 |95-100|90-100|60-85 |30-50 |15-25 NP=7 |
16-32 [Sandy clay Ioam7|CIé, SC | |A|—4, |A—6|, A—|| O|| 0I | 100 |95-100|80-95 [40-65 |25-45 8—2|5|
>32 |Weathered | | |— ||| || | -— |

| bedrock | | [ |

Hedville————-—-| | 0-16 |Loam |ICL, ML, SC, |A-1-b, A-2, | -—— |15-25 |60-90 |50-85 |30-80 |15-60 |15-35 NP-13 |

| LSM | A-4, A-6 |
>16 |Unweathered | | |— || |- || | -—
| bedrock | | [ N |
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ENGINEERING INDEX PROPERTIES--Continued
Ellsworth County, Kansas

(Absence of an entry indicates that the data were not estimated.)

|~ Classification | Fragments [ Percentage passing |
Mdap S) mbol I Depth | USDA texture | | |  sieve number—— |Liqui | Plas—|
and soi name

| [>10 [3-10] Jlimit |ticity|
| Urlu ied | AASHTO| |inches|inches||4 [ 10 T 40 |2|00 | | | | | | |

I | |
||n| | [ [Pct [Pct] T T T T[Pct

LHH: |II II || I|I|I|I|I|I|I

Lancaster—————— | 0-9 |Loam |CL, CL-ML |A-4,A-6 | O |0-5 |95-100]|90-100|85-100|60-90 |20-35 5-15
9-24 |CIay loam |CL, SC ||A—4|, A—(li, A—|| (l) | IO |}OO |95-100|80-95 |40-65 |25-45 8—2|5

7-6
24-30 |Sandy csl’ay IoaméCL CL-ML, |A—i1, AI6 || O| |0|—10 ||95—100|90—100|80—100|36—80 |20-35 5—1|5|
>30 |Weathered | I [ === === === == === | | -— |
) | bedrock | I [ |
Hedville————~ l——| 0-8 L§|3|m |ICL, ML, SC, |A-4, A-6 | -—— | 0-15 |80-100|75-100|65-95 |45-75 |15-35 NP-13 |
8-17 |Gravelly loam |CL, ML, SC, |A-1-b, A-2, | -—= | 0-15 |60-90 |50-85 |30-80 |15-60 |15-35 NP-13 |
KSM | A-4, A-6 |
>17 |Unweathered | |-—— |- ||| || -— |
| bedrock J f | ] ] f f f |

M-W: [ [T

Miscellaneous | ~——-| -— | -— | -— |-—|-—|—|—|—|—|— —-— |

M\/l\)/_ate ___““I_l | | | | | | [ R I | | | [

MCCook————————- | 0-12 |Loam |ICL, CL-ML, ML|A 4 0 | 0 [100 |100 |95-100/60-100|20-35 2-10|

|:%2 6(|) |Silt Ioan; |CL, |CL ML, ML|A 4 | O | |0 :%OO | 100 |95-100|80-100|15-20 NP-10 |

Mc:

Mccook————————- | 0-12 |Siltloam  |CL, CL-ML, ML|A -4 | 0| O ]100 |100 |95-100|60-100]20-35 2-10|

" ||12 6|0 |Silt Ioarr |CL|CL MLlML||A 4| | | ? | |0 ||100 | 100 |95-100|80-100|15-20 NP-10 |

Mf:

Mccook———=—=——- | 0-15 |Silty clay loam|CL |A-4, A-6, A- | | lI)lOO | 100 (1)95 100|80 100|30 50 8-25 |
15-29 |Silt loam CH,CL, MH |A-7-6 | 0 | 0 |10 |95-100]|90-100|45 20-40 |
29— 6(? Silt loam CL, CLEML, ML|A-4 | o] 0 | | | 0 |95-100|80-100|65- 95|15 30 NP-10|

n:

Meadin—————-———- | 0-14 |Sagdy Igam| |CL-ML, ML ‘A 2|,A Tl 0|| 0 |85-100|75-95 [45-80 |25-55 |15-20 NP-5 |
14-60 |Very gravelly |GP, GP GM, |A- 1 | 0] O |40-80|30-70|15-50|1-10|--- NP |
| prees fsr.s AT TN I

Nw:

Nibson-—-=-———— | 0-8 |Siltloam  |CL |A-4, A-6 | 0 | 0-20 |85-100|75-95 |65-95 |50-85 |25-35 7-15 |
8-19 |Siltloam  |CL A-4, A- 6,A 7 0 |0 20 |185- 95 75-95 |70 95 |50 90 |30-45 10-20|
>19 |Weathered | | = |—]- -—= |- -

| bedrock | | [ |1 |

Wakeen-----————| 0-9 [Siltloam  |CL |A-4, A 6 | 0] O |100 |100 |90-100]70-90 |30-35 10-15
9-30 |Silt loam |CI_| 126 |A—Tl, AIG AI | 0 | 0 |95-100|85-100|75-100|60-95 |30-45 10-20
>30 |Weathered | | -— ||| ||| -— |

Rb: Iltl)’edrOCKI| II I|I|I|IIIII|I

Roxbur ry———————-| | 0-20]Silt Ioam |CL |A-4, A—G | 0] O ]100 |100 [90-100|70-90 [30-35 10-15

|20 60 |S|It Ioa}m |CI|_ ML |?—4,|A—6|, A—|| | 0 |1|00 | 100 |85-100|65-95 |30-45 10-20
: | | [ R I I |

Roxbury——-————- | 0-20 |Siltloam  |CL ’A—G \ 0 | 100 | 100 |90-100|70-90 |30-35 10-15

T ||20—6|0 |Silt Ioan|1 |CL| | Lo 0] 0 |100 100 |185-100]65-95 |30-45 10-20

0:

Tobin——-—==——— | 0-20|Siltloam |CL |A-6 0] 0100 |100 |90-100]|70-90 |30-35 10-15
20-32 |Silt loam CL A—6, A-7 0| 0 ]100 |100 |95-100|90-100|30-45 10-20
1|%2—6|O Silt Ioan|1 CL| A-6, A|—7 | |0 |0 |100| 100 |85-100|70-95 |30-45 10-20

W:

Water——-—---——| - Loy i e e e e -

Wells—————————— | 0-11 |Loam |CL |A-4,A-6 | 0| O |100 |100 |85-95 [60-75 |30-35 10-15
11-44 ISandycay loam|CL, SC |A-4, A6, A-7| 0| O |100 | 100 |85-100|40-80 [35-45 10-20
44~ 60 Sandy clay loam|CL, ML, SC, |A-4,A-6 | 0 | 0 [100 |100 |70-100|35-80 |20-40 NP-15|

we | ] I

Wells—————————| | 0-10 [Loam |CL |A-6 | 0] 0100 |100 |85-95 |60-75 |30-35 10-15
10-16 |Clay loam CL, SC |A—6, A-7 | 0 | |10 100 |85-100|40-80 |35-45 10-20
16-40 [Clay loam CL, SC A-6, A-7 0 100 | 100 [85-100[40-80 [35-45 10-20
40-60 |Clay loam CLl, ML, SCl, | |4, ?—6| | |0 | | ||100 | 100 |70-100|35-80 |20-40 NP—|15|

| | | | | | _ |
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PHYSICAL PROPERTIES OF THE SOILS
Ellsworth County, Kansas

Ph%/sic_al Properties table shows estimates of some physical characteristics and features that affect soil
behavior. These estimates are given for the layers of each soil in the survey area. The estimates are based on
field observations and on test data for these and similar soils.

Depth to the upper and lower boundaries of each layer is indicated.

Particle size is the effective diameter of a soil particle as measured by sedimentation, sieving, or
micrometric methods. Particle sizes are expressed as classes with specific effective diameter class limits.
The broad classes are sand, silt, and clay, ranging from the larger to the smaller.

Sand as a soil separate consists of mineral soil particles that are 0.05 millimeter to 2 millimeters in diameter.
In this table, the estimated sand content of each soil layer is given as a percentage, by weight, of the soil mater
that is less than 2 millimeters in diameter.

Silt as a soil separate consists of mineral soil particles that are 0.002 to 0.05 millimeter in diameter.
In this table, the estimated silt content of each soil layer is given as a percentage, by weight, of the soil mater
that is less than 2 millimeters in diameter.

Clay as a soil separate consists of mineral soil particles that are less than 0.002 millimeter in diameter.
In this table, the estimated clay content of each soil layer is given as a percentage, by weight, of the soil
soil material that is less than 2 millimeters in diameter.

The content of sand, silt, and clay affects the physical behavior of a soil. Particle size is important for
engineering and agronomic interpretations, for determination of soil hydrologic qualities, and for soil classificat

The amount and kind of clay affect the fertility and physical condition of the soil and the ability of the soil to
adsorb cations and to retain moisture. They influence shrink—-swell potential, permeability, plasticity, the ease o
soil dispersion, and other soil properties. The amount and kind of clay in a soil also affect tillage and earth
moving operations.

Moist bulk density is the weight of soil (ovendry) per unit volume. Volume is measured when the soil is
at field moisture capacity, that is, the moisture content at 1/3- or 1/10-bar (33kPa or 10kPa) moisture
tension. Weight is determined after the soil is dried at 105 degrees C. In the table,the estimated
moist bulk density of each soil horizon is expressed in grams per cubic centimeter of soil material that
is less than 2 millimeters in diameter. Bulk density data are used to compute shrink—swell potential,
available water capacity, total pore space, and other soil properties. The moist bulk density of

a soil indicates the pore space available for water and roots. Depending on soil texture,

a bulk density of more than 1.4 can restrict water storage and root penetration. Moist bulk

density is influenced by texture, kind of clay, content of organic matter, and soil structure.

Permeability (K<—>sat ) refers to the ability of a soil to transmit water or air. The term "permeability,”
as used in soll surveys, indicates saturated hydraulic conductivity (K<->sat ). The estimates

in the table indicate the rate of water movement, in inches per hour, when the soil is saturated.

They are based on soil characteristics observed in the field, particularly structure, porosity, and texture.
Permeability is considered in the design of soil drainage systems and septic tank absorption fields.

Available water capacity refers to the quantity of water that the soil is capable of storing for use by plants.

The capacity for water Storage is given in inches of water per inch of soil for each soil layer.

The capacity varies, depending on soil properties that affect retention of water. The most important properties
are the content of organic matter, soil texture, bulk density, and soil structure. Available water capacity

is an important factor in the choice of plants or crops to be grown and in the design and management of irrigation
Available water capacity is not an estimate of the quantity of water actually available to plants at any given time

Linear extensibility refers to the change in length of an unconfined clod as moisture content is decreased from

a moist to a dry state. Itis an expression of the volume change between the water content of the

clod at 1/3- or 1/10-bar tension (33kPa or 10kPa tension) and oven dryness. The volume change is

reported in the table as percent change for the whole soil. Volume change is influenced by the amount and type
of clay minerals in the soil.

Linear extensibility is used to determine the shrink—swell potential of soils. The shrink—swell potential is
low if the soil has a linear extensibility of less than 3 percent; moderate if 3 to 6 percent;

high if 6 to 9 percent; and very high if more than 9 percent. If the linear extensibility

is more than 3, shrinking and swelling can cause damage to buildings, roads, and other structures

and to plant roots. Special design commonly is needed.

Organic matter is the plant and animal residue in the soil at various stages of decomposition. In Physical
Properties table, the estimated content of organic matter is expressed as a percentage, by weight, of the soil
material that is less than 2 millimeters in diameter. The content of organic matter in a soil can be maintained
by returning crop residue to the soil. Orgi]anic matter has a positive effect on available water capacity, water
infiltration, soil organism activity, and tilth. It is a source of nitrogen and other nutrients for crops

and soil organisms.

Erosion factors are shown in the Physical Properties table as the K factor (Kw and Kf) and the T factor.
Erosion factor K indicates the susceptibility of a soil to sheet and rill erosion by water.

Factor K is one of six factors used in the Universal Soil Loss Equation (USLE) and the Revised Universal

Soil Loss Equation (RUSLE) to predict the average annual rate of soil loss by sheet and rill erosion

in tons per acre per year. The estimates are based primarily on percentage of silt, sand, and organic

matter and on soil structure and permeability. Values of K range from 0.02 to 0.69. Other factors being equal,
the higher the value, the more susceptible the soil is to sheet and rill erosion by water.

fEro's.ion factor Kw indicates the erodibility of the whole soil. The estimates are modified by the presence of rock
ragments.

Erosion factor Kf indicates the erodibility of the fine—earth fraction, or the material less than 2 millimeters in

Erosion factor T is an estimate of the maximum average annual rate of soil erosion by wind or water that can occur
without affecting crop productivity over a sustained period. The rate is in tons per acre per year.

Wind erodibility groups are made up of soils that have similar properties affecting their susceptibility to
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wind erosion in cultivated areas. The soils assigned to group 1 are the most susceptible to wind erosion,
and those assigned to group 8 are the least susceptible. The groups are as follows:

1. Coarse sands, sands, fine sands, and very fine sands.

2. Loamy coarse sands, loamy sands, loamy fine sands, loamy very fine sands, ash material, and sapric soil material
3. Coarse sandy loams, sandy loams, fine sandy loams, and very fine sandy loams.

4L. Calcareous loams, silt loams, clay loams, and silty clay loams.

4. Clays, silty clays, noncalcareous clay loams, and silty clay loams that are more than 35 percent clay.

5. Noncalcareous loams and silt loams that are less than 20 percent clay and sandy clay loams,
sandy clays, and hemic soil material.

6. Noncalcareous loams and silt loams that are more than 20 percent clay and noncalcareous
clay loams that are less than 35 percent clay.

7. Silts, noncalcareous silty clay loams that are less than 35 percent clay, and fibric soil material.
8. Soils that are not subject to wind erosion because of coarse fragments on the surface or because of surface wetn

Wind erodibility index is a numerical value indicating the susceptibility of soil to wind erosion,

or the tons per acre per year that can be expected to be lost to wind

erosion. There is a close correlation between wind erosion and the texture of the

surface layer, the size and durability of surface clods, rock fragments, organic matter, and a calcareous reaction.
Soil moisture and forzen soil layers also influence wind erosion.

Explanation of Wind Erodibility Groups

Soil erodibility by wind is directly related to the percentage of dry non—erodible surface soil

aggregates larger than 0.84 mm in diameter. From this percentage, the wind erodibility index (I-factor)

is determined. The I-factor is an expression of the stability of these soil

aggregates against breakdown by tillage and abrasion from wind erosion. Soils are placed in Wind Erodibility

Groups (WEG) having similar percentages of dry soil aggregates larger than 0.84 mm as shown in the following table.

Wind
Dry Soil Erodibilty
Aggregates  Index
>0.84mm T/Ac/Yr

WEG  Properties of Soil Surface Layer Percent 0}
1 Very fine sand, fine sand, sand, or coarse sand 1 310 1/
2 250
3 220
5 180
7 160
2 Loamy very fine sand, loamy fine sand, loamy sand, loamy coarse
sand, organic soil materials. 10 134
3 Very fine sandy loam, fine sandy loam, sandy loam, or coarse
sandy loam. 25 86
4 Clay, silty clay, non—calcareous clay loam, or silty clay loam
with >35 percent clay content. 25 86
4L Calcareous 2/ loam, silt loam, clay loam, or silty clay loam. 25 86

5 Non-calcareous loam and silt loam with <20 percent clay content, or
sandy clay loam, sandy clay, and hemic 3/ organic soil materials. 40 56

6 Non-calcareous loam and silt loam with >20 percent clay content, or
non-calcareous clay loam with <35 percent clay content. 45 48

7 Silt, non-calcareous silty clay loam with >35 percent clay
content and fibric 3/ organic soil material. 50 38

8 Soils not suitable for cultivation due to coarse fragments or
wetness; wind erosion is not a problem. - 0

1/ The "I" values for WEG 1 vary from 160 for coarse sands to 310 for very fine sands. Use an "I" of 220 as an
avera%e figure. For coarser sand that has gravel, use a lower figure. For a soil that has no gravel and very fine
use a higher figure. (Modification for coarse fragments is preparation.)

2/ Calcareous is a strongly or violently effervescent reaction to cold dilute (1N) HCL.

3/ See Soil Taxonomy for definition.
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percentage are calculated using an algonthm Entries
les under "Wind erodibility group” and "Wind

KS-FOTG NOTICE: 275
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J ] | [Erosion factors|Wind
ps?/ mbol IDepth Sand | SltLCIayl Moist | Permea—- |Available| Llnear |Organic| lerod
and soi name ulk | bility | water |extensi- |matter | | |bili
| | densny|| (Ksat)| capacity | b|I|ty | K | Kf |T |grou |
In |Pct [Pct TPct | |g/cc |||n/hr [ Tn/in ] cht | Pct| [ | |
113LH: [ N A | | | | f f | ]
Lancaster-———| 0-10| 43 | 38 | 12— 26|135 1.45| 0.60-2.00 [0.17-0.22| 0.0-2.9 |1.0-4.0| . 28,.28|3| 6
103232|| 35 | 38 |18 35|135 1.50] 0.60- 20?|015 019|30 59| -——1.28].32]
S [ p— S i A P
Hedvillel—————|| 0- TS| |44 | 4}1 | 8 2|2|135 150|060| 2.00]0.18-0.20| 0.0- 29||1 |—40| 321.32|2] 5
>15 - — | = ||
113WB: (A | |||If
Wells———————— | 0-11] 40 | 38 | 18-27]1.35-1.50| 0.60-2.00 |0.20— 022|OO 29|10 40| .28].28|5| 6
11-15] 35 | 34 | 27-35|1.35-1.60| 0.60-2.00 |0.15-0.19| 3.0-5.9
15-49 | 35 | 34 | 27-35|1.35-1.50| 0.60-2.00 |0.15-0.19| 3.0-5.9 | ——— .32 .32
150CS 49|—60 |38 42I llo 30[1.35— 1?0 06|0 20(|) O.1|2—0.18 0.|0—29 -— [.32].32
Crete———————- | 0-11] 24 | 52 | 20-27|1.20-1.40| 0.60-2.0i ‘0.22 -0.24| 3.0-! 59|20 40| .371.37|5| 6
11-15] 20 | 49 | 27— 35|1 20-1.40| 0.20-0.60 [0.21-0.23| 6.0-8.9 | -—— | .3
15-45| 7 | 48 | 35-55|1.10-1.30| 0.00-0.60 |0.12-0.20| 6.0-8.9 | ——— | 37| 37| |
150CT 45I—60 |20 | 4£|i |2|5 40|T .20— 14|10|020 20? |O.1|8—Ci.22 6i0—8.9| - 1.371.37] |
Crete———————- | 20 | 49 | 27-35|1.20-1.40| 0.20-0.60 [0.21-0.23| 6.0 89|20 40| 37.37|5] 7
6-40 | 7 | 48 | 35-55|1.10-1.30| 0.00-0.60 |0.12—0.20| 6.0-8.9 | ——— |.37|.37 |
40| 60 20|| 4£|3 |2|5—40||1.20—1.|40| 0.2|0—2 O|0 |0. 1|8 CI).22|| 6|.O—8.9| -—|.371.37] |
159LA:
Lancaster-——-| 0-12| 43 | 38 | 12-26|1.35-1.45| 0.60-2.00 |0.17-0.22| 0.0-2.9 |1.0— 40| 28, 28|3| 6
|36 36| 56 | 1|8 |18|35|1 .35— 150|0(T‘0 2.00 15 O.ll |3.0—5.9||——— | .28 |
159LC: . I | |
Lancaster————l 0-6 | 43 | 38 | 12-26|1.35-1.45| 0.60-2.00 |0.17-0.22| 0.0-2.9 [1.0-4.0| .28 ] .28 |3 | 6
|| 42| | ?i7 |12 30|14O 155|0|60 200|015 019|00I 29| -——1.28].32]
> 30 -— | = |-
159sMm: | | ;_L, | | | 3 L | %
Smolan—-—-—-- | 0-8 | 5-15| 50-75| 18-35|1.30-1.40| 0.20-0.60 [0.21-0.23| 3.0-5.9 |20 4.0].37|.37|5| 7
8-15| 5-15| 50-75| 18-35|1.30-1.40] 0.20-0.60 |0.21-0.23| 3.0-5.9 [1.0-3.0| .37 | .37 | |
15-40| 5-15| 40-65| 35-50|1.30-1.45| 0.06-0.20 |O.12—0.18| 6.0-8.9 |0.5—2.0| .37 .37 |
167HC 40|—60 5-15| 50-60| 27-35|1 30—|1 .40 |020 0.60 I0 18- 0|20| 3.0-5.910.1-1.0] .37 [ .37
Hamey ——————— | 0-7 | 20 | 48 | 28-35|1.30-1. 40|0é0 2.00 ’0.21—0.23| 3.0-5.9 |2.0-4. | 321.3215| 7
-31| 7 | 54 |35—42|1.35—15 |02 -0.60|0.12-0.19]| 3.0-5.9 | —— | .43|.43] |
31—|60| 20 50| | 24-35|1.20-1.3 | 5| 0. (l) 200| |O.1i|3—0.|22||0.(|)—2.9| -——1.43|.43] |
167WC:
Wakeen——————— ’ -9 | 10 | 68 | 18-27]1.30-1.45| 0.60-2.00 |0.22-0.24| 0.0-2.9 |1.0-3.0| 32| 323 4L
9-3 || 7 || GF |18|35|1 35I 1.50| 0 ? -2.00 ’0.18—0.22| 3.0|—5.9 (|).5—1.|0||43|.49|
>31 - -— —-— -— | —— ||
169CX: | ] | | | | | [ | |
Crete———————- | 0-10| 24 | 52 | 20-27]1.20- 140|O60—200 0.22— 024|30 59|20 40| .371.37|5| 6
10-16| 20 | 49 | 27-35|1.20-1.40| 0.20-0.60 |0.21-0.23| 6.0-8.9 | ——— | .3
16-44| 7 | 48 | 35-55|1.10-1.30| 0.00-0.60 |0.12-0.20| 6.0-8.¢ | = | | |
44-60| 18 | 50 | 25-40]1.20-1.40] 0.20-2.00|0.18-0.22| 6.0-8.9 | ——— |.
Wells———————— | 0-13] 40 | 38 | 18-27|1.35-1.50| 0.60-2.00 |0.20— 022|00 29|10 40| .28|.28|5| 6
13-38 35 | 34 | 27-35|1.35-1.50| 0.60-2.00 |0.15-0.19| 3.0-5.9 | ———
38-60 | 42 | 38 |10-30(1.35-1.60| 0.60-2.00 |0.12-0.18| 0.0-2.9 | ——— 32 32
AED: | [ R | [ | |
Arents, — | | === | = | == | == |- =
AEanhenDaml |I|I| \ |I \ \ |I||| |
Armo-——-——--—- | 0-15] 40 é 38 | 18-27|1.25-1.40| 0 60—2.00%0.21—0.24| 0.0-2.91.0-3.0.28 | .28 |5]| 4L
| 15— 30| 38 |36 |1 35|1.30—1 40| 0.60-2.00 |O.18—O. 2| 0.0—29| -—-1.28].32
:|’>O 6? | I52 18- 3? 1.30—|l 50 (?.60—2[00 (|J.15|—O.21|0.0—29 -——1.28[.43
Au:
Armo——————-—— | 0-15] 40 | 38 | 18-27]1.25-1.40| 0.60-2.00 ‘0.21—0.24|00 2.9 |1O 30| .281.28]5] 4L
15-30| 35 | 38 | 18-35|1.30-1.40| 0.60-2.00 |0.18-0.22| 0.0-2.9 | ———
b ?O 6(|) 3|6 |40 |18 3(|)130 |150 0|.60—2i00 Ci.15|—0.2|1|0.0—2.9 - .28 .43
Ch:
Cass————————— | 0-13| 68 | 20 | 7-17|1.40-1.60| 2.00-6.00 [0.16-0.18| OO 29 |10 20| .201.2014] 3
13-45| 64 | 26 | 5-15|1.40-1.60] 2.00-6.00 |0.15-0.17| 0.0-2.9
45—6(|) 8|7 |7 ||2—10~1.50—1 70| 5.|95—19i98 Oi08—|0.1|0 I0.0—2.9 2
Crete———————— | 0-7 | 24 | 52 | 20-27|1.20-1.40| 0.60-2.00 |0.22-0.24| 3.0-5.9 |2.0-4.0| .37 | .37 | 5| 6
7-14 | 20 | 49 | 27-35|1.20-1.40| 0.60-2.00 |0.21—0.23 3.0—59| .0- 40| 371.37] |
14-34 48 | 35-55|1.10-1.30| 0.00-0.60 |0.12-0.20| 6.0-8.9 |.371.37] |
q f|34 6(|) 20 | 48 \25 4(|)|1 .20—- Il4()| (?.20—2[00 |(?.18|—0.T2||6.0—8.9| -—=1.371.37] |
Ed:
Edalgo——————- | 0-8 | 38 | 36 | 18-35|1.30-1.40| 0.60-2.00 |0.18-0.22| 0.0-2.9 |2.0-4.0| .32 | .32|3| 6
|| 22| | 2|8 |35I 6514(|) 160| O|00—0.06|| .10~ 0|18| .0-8.9 ||1.0—2|.0||.37|.37|
>34 — -—- —— —-— — |-
| | | [ | |
38 | 36 | 18-35|1.30-1.40| 0.60— 200|01 -0.22] 0.0-2.9 |2.0-4.0| . 32| 32|3] 6
8334|| 22| | 28 |35I 6514(|) 160|0|00 006||010 0|18|60| 89||10 2.0].37].37|
> 2 —=Z - -z g et Sy TP I
Hedvillel———l——l| 0- Tel |44 | 11 | 8 2|2|1 .35- 1|50|060| 200 |0|09 0.14] 0.0- 29‘1? 4.01.32].43|1]| 8
> . A Vi T T vy
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(Slngle entries under "Sand and Silt" are a representative percentage are calculated using an algonthm Entries
under "Erosion factors——T" apply to the entire profile. Entries under "Wind erodibility group” and "Wind
erodibility index" apply only to the surface layer)

[Erosion factors|Wind

| [
ps?/ mbol IDepth | Sand | SIJI LCIayl Moist | Permea- |Available| Linear |Organic| lerod
and soi name ulk " | bility | water |extensi-|matter| | | [bili
| | densny|| (Ksat)| capatl:lty | bility | | K | Kf |'II'|grou | |
| In ||Pct |P|ct ||Pct [ |g/cc |||n/hr || In/||n ] cht || I|3(:t| 17 711
Ev: [ | | | | [ |
Edalgo——————- | 0-8 I 38 | 36 | 18-35|1.30-1.40| 0.60-2.00 |0 18-0.22| 0.0-2.9 |2 0-4.0].32|.32|3| 6
8524“ 22| | 2|8 |35I 6514(|) 160|0|00 006||010 018|60 8.911.0-2.0] .37 | .37 |
> Sy T, 2 _=z i s S U I
Hedville————- || 0—}6| |44 | z}l | 8 2|2|1 .35- 150|060 -2.00 |0|09 01|4|00I 29||1.| 4.0 .32].43|1]| 8
6 _ —_— | ———= | ——= | ===
Gb: L | | | | ( [ R |
Geary———————— | 0-7 | 11 | 68 |15-27]1.30-1.40] 0.60-2.00 |0.22—0.24| OO 29|10 40| 32]1.3215] 6
7-32|'7 | 62 | 27-35|1.35-1.50| 0.60-2.00 |0.17-0.20] 3.0-5.9 | ——— | .43 | .43
?2—6C|H 7| | (|37 ||20—32||1.3O—1| 40| O.IGO—Z.IOO |0i15—|0.1|9||30 59| ———1.43].43] |
Gc:
Geary———————- | 0-13] 11 | 68 | 15-27|1.30-1.40] 0.60-2.00 |0.22-0.24| 0.0-2.9 |:L 0—4 0| .321.32|5| 6
13-48| 7 | 62 | 27-35|1.35-1.50| 0.60-2.00 |0.17-0.20] 3.0-5.9 | ———
b A|18—6(|) 7| (|57 |20—32| 1.30—1|.40 0.I60—2.|00 Oi15—|0.1|9 |3.0—59 - .43 43
Hb:
Harney——--——— 0-12| 24 | 51 | 22-27|1.30-1.40| 0.60-2.00 |0.22-0.24| 0.0-2 9|20 40| 371.37|5] 6
|12—36 7 | 54 | 35-42|1.35-1.50| 0.20-0.60 |0.12-0.19| 3.0-5.9 | -—— | .43 | .4
" :Iw’6—6C|) 2|0 | 50 || 24—3|5|1.20—|1.35| 0|.60—2i00 |(i.18|—0.2|2||0.0—2.9| ——=1.43] .43| |
e:
Harney——————— | 0-6 ‘ 20 | 48 | 28-35|1.30-1.40| 0.60-2.00 |0.21-0.23| 3.0-5.9 |2.0-4.0| .32 | .32|5| 7
-36| 7 | 54 | 35-42]1.35-1.50| 0.20-0.60 |0.12-0.19]| 3.0-5.9 | —— | .43 | .43 |
36-60| 20 | 50 |24-35|1.20-1.35| 0.60-2.00 |0.18-0.22| 0.0-2.9 | ——— | .43|.43| |
Wakeen——————— | 0-9 | 10 | 68 | 18-27|1.30-1.45| 0.60-2.00 |0.22-0.24| 0.0-2.9 |[1.0-3 0| 32].32|3] 4L
| 9-30] 9 | 64 |18 35/1.35-1.50| 0.60-2.00 ’0.18—0.22| 3.0-5.90.5-1.0] .43 | .4 |
e 170 e e e T T
Hafney ——————— | 0-5 20 48 |28 35‘130 -1.40| 0.60-2.00 |0.21- 023|30 59|20 4.01.321.32|5| 7
0|7 | 54 |35 42]1.35-1.50| 0.20-0.60 |0.12-0.19] 3.0-5.9 | —— | 43| 43|
0 60| 20 | 50 | 4 35|120 1.35| 0.60— 200&018 022|00—29| -—— .43 .43 |
Wells————-——— | 0-11] 40 18-27|1.35-1.50| 0.60-2.00 [0.20-0.22| O 029|1O 40| .28|.28|5| 6
11-44 55 14 27 35135 1.50| 0.60-2.00 [0.15-0.19] 3.0-5.9
4|14 6(|) | 10 30135 160060 2000|12|01|8|00 -2.9| — 32 32
Ho:
Hord-———-————- | O- 3 16 67 | 17— 27|130 140f 60— 200&020 0.24| 0.0— 29|20 40| 32| 32|5] 6
|13—6|O| ElJ IG |2 35|135 |145|O|60 ZI 0|17|0 2||00—29 -— |.3
Hr:
Hord-———————- | 0-18] 11 | 67 | 17-27|1.30-1.40| 0.60-2.00 fo 20-0.24| 0.0— 29|20 40| .321.32|5| 6
18-43| 9 | 64 | 20-35|1.35-1.45| 0.60-2.00 |0.17-0.22| 0.0-2.9 [1.0-3.0| .
I43—6|0 £|9 |67 |18 30[1.30-1.50| 0.60-2.00 O|17|—O.2|2|0 0-2.9 [0.5-2.0 43 43
Jc:
Jansen———-——-— | 0-13| 64 | 19 | 12-22|1.20-1.30] 2.00-6.00 |0.20-0.24| 0.0— 29|10 30| .201.20]141 3
13-28| 57 | 18 |18 32[1.10-1.25| 0.60-2.00 |0.15-0.19| 3.0-5.9 | ——— | .3! 2] |
28-33| 79 | 17 7 11.45-1.65| 5.95-19.98|0.06-0.11| 0.0-2.9 | ——— .10 .15
h ?3—6|0 ?2 7 | 0-3]1.50-1.70|19. |98 19| 980|02|—0 0|4 |0 .0-29| -—— [.10] .15
Léncaster————l 0-16| 43 | 38 | 12-26|1.40-1.50| 0.60-2.00 |0.13-0.18| 0.0 29|10 40| .28].28|3]| 6
2| 56 | 18 | 18-35|1.35-1.50| 0.60-2.00 |0.15-0.19| 3.0-5.9 | ——— |.28].32|

>3 |
Hedville-——-—- | 0- 16| 44 | 11 | 8- 22|135 1.50] 0.60- 200|009 0.14] 0.0- 29|l(|) 4.0/.32].43|1] 5
>1

LHH: | [ | | | [ 1
Lancaster—-——| 0-9 | 43 | 38 | 12-26|1.35-1.45| 0.60-2.00 [0.17— 022|oo—2.9|1.0—4.0| 28‘43|3|6
9-24 35 | 38 | 18-35]1.35-1.50] 0.60-2.00 [0.15-0.19] 3.0-5.9 | ——— | .28 .32 |
24-301 61 | 18 | 12-30]1.40-1.55| 0.60-2.00[0.15-0.19| 0.0-2.9 2832 |

> | - —_— —-— | -— _— || —

Hedville————— |08|44|41|822|l35 150|060 200|018 020| ||43|1|5

>17 [ N B M — - ( - -—-I- -
M-W: [ A | | | | | I 1
Miscellaneous| ——— | | | —| -— | -—- -— | === | ||| —
MVk\)/_at -—-—-—-ll |I |I |I I| || II I| I| |I||I |1
McCcook——————— | 0-12] 41 | 42 | 15-20]1.20-1.40| 0.60-2.00 |0.20-0.24] 0.0-2.9 |2.0-4.0| .32 | .32 | 5] 4L
|:%2—6(|)| 14 | I72 ||10—1E|3|1 30—|l.45| 0| 0-2.00 |O|. 7|—0.2|0||0.0—2.9| —-——|.43].43] |
Mccook——————— -12| 14 | 69 | 15-20|1 20—1.40’ 0.60-2.00 |0.20-0.24] 0.0-2.9 |2.0-4.0| .32 | .32 | 5| 4L
" | %2—60| 14 ||72 ’10—1|8|1 30—|l.45| (l) 0—2| 00 |(|).17|—O.20| 0.0-2.9| -—— |.43|.43] |
Mf:
Mccook—————-— -15| 19 | 48 | 27-40|1.40-1.50| 0.60-2.00 ‘0.18—0.20|30 5 [1.0-3.0] .32].32|5]| 4L
15-29| 3 | 47 | 40-60]1.30-1.45] 0.06-0.20 |0.09-0.13| 6.0-8.9 | ——— |.32] .32
29—6(|) 3|0 | |54 ||12—2(|)|1.30—:I..50| 0|.60—2.|00 |OI.18|—O.2|4|IO.0—2.9| -—=1.321.32] |
Mn:
Meadin-—————-— | 0- | 68 | 24 | 5-12|1.50-1.60] 0.60-2.00 |0.13-0.18] 0.0— 29|10 20| .201.2413] 3
|1|4 60| 9? | 6 | |I -5 |1.50—1.70|19.&?8—19.|98|0.|02—|0.0|5| (l).0—2.9| -——1.101.28] |
w:
Nibson——————— | 0-8 | 26 | 53 | 15— 27|12 -1.35| 0.60-2.00 |0.20-0. 24|00—2.9 |1.0-3 0| 32 4312 4L
8—19|| 24| | 5|O | 18- 3513(|) 1.40| 0.60- 200||0 18- 0|22| 3OI 5.9 |IO 5—1|.O| 43|
>19 — — - — — | —— |-
Wakeen——-———— | 0-9 | 1 ' 68 | 18-27|1.30-1.45| 0.60-2.00 |0.22-0.24| 0.0- 29‘]10 .O| .32|.32|3| 4L
9—30|| 9 | 6|4 |18|35|135 1.50| 0.60- 200 0.18-0.22| 3.0-5.9 (|)5 10||43| 49 |
>30 — — — | —— || -
Rb: [ I I I | | | [ T
Roxbury—————— O 20] 10 | 6 |1 2 |1 30-1.45| 0.60-2.00 [0.22-0.24| 0.0-2.9 |2.0-4.0| .32 | .32 | 5| 4L
|20-60| 9 | 64 |18-35|1.35-1.50| 0.60-2.00 |0.17-0.22| 3.0-5.9 |0.5-0.5| .43 | .43 | |
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PHYSICAL PROPERTIES OF THE SOILS--Continued
Ellsworth County, Kansas: Published

(Slngle entries under "Sand and Silt" are a representative percentage are calculated using an algonthm Entries
under "Erosion factors——T" apply to the entire profile. Entries under "Wind erodibility group” and "Wind
erodibility index" apply only to the surface layer)

J [ | [Erosion factors|Wind
ps?/ mbol IDepth Sand | SltLCIayl Moist | Permea—- |Available| Llnear |Organic| lerod
and soi name ulk | bility | water |extensi- |matter | | |bili
| | densny|| (Ksat)| capatlzlty | b|I|ty | K | Kf |T |grou | |
| In |Pct [Pct [Pct [ g/lcc [ in/fhr T Infin T Pct | Pct [ ] | |
- |I I| I| I| |I |I |I | |I || I|II
Roxbury———--- | 0-20] 10 | 68 |18-27|1.30-1 45‘ 0.60-2.00 [0.22-0.24| 0.0-2.9 |2.0—4 0| 32| .32|5]| 4L
- | |0—6|O 91 | |64 ||18—35||1.35—1|.50| Ol. 0—2.|00 |0|.17—O.22||3.0—5.9 10.5-0.5] .43 | .43 |
0:
Tobin———=—-—- 0-20] 10 | 68 | 18-27|1.30-1.40| 0.60-2 (£0| .20-0.24/ 0.0-2.9 [1.0-4.0| .32| .32 |5]| 6
20-32| 9 | 64 |18-35|1.35-1.50| 0.60-2.00 |0.17-0.20| 3.0-5.9 |1.0-4.0| .32 | .32
?2—60 9| (|54 I18—35I 1.35—1|.45 0i60—2.|00 O|.18—|0.2|2 |3.0 -5.910.5-0.5| .43 | .43
W:
ater=——=——c| <= ‘ et I L L L
Wells———————— | 0-11 | 38 ] 18-27|1.35-1.50] 0.60-2.00 |0.20-0.22| 0.0 29|10 40| .28]|.28|5]| 6
11-44 35 34 27-35|1.35-1.50| 0.60-2.00 |0.15-0.19| 3.0-5.9 | ———
W 4|4—6C1 10 30[1.35-1.60 0|60 2|00 Ol.lZTO.1|8 0.0-2.9| —— 32 32
s:
Wells————-——— | 0= 10| 40 | 38 |18-27|1.35— 150|O60—2.00|02(L -0.22| 0.0-2.9 |1.0— 40| .28|.28|5| 6
10-16| 35 | 34 | 27-35|1.35-1.60| 0.60-2.00 |0.15-0.19| 3.0-5.9 |1.0-3.0| .28
16-40| 35 34 27-35[1.35-1.50| 0.60-2.00 |0.15-0.19| 3.0-5.9 |0.5-2.0| .32 .32
40-60 |38 I 10- 3(?1 .35 1|60 06(? 2.00 0.12|—0.18 0.0- 29I 0.5-1.0[ .32 | .32
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CHEMICAL PROPERTIES OF THE SOILS
Ellsworth County, Kansas

The Chemical Properties table shows estimates of some characteristics and features that affect
soil behavior. These estimates are given for the major layers of each soil in the survey area.
The estimates are based on field observations and on test data for these and similar soils.
Depth to the upper and lower boundaries of each layer is indicated.

Cation—-exchange capacity is the total amount of extractable bases that can be held by the soil,
expressed in terms of milliequivalents per 100 grams of soil at neutrality (pH 7.0) or at some
other stated pH value. Soils having a low cation—exchan%e capacity hold fewer cations and may
require more frequent applications of fertilizer than soils having a high cation-exchange
capacity. Soils having a high cation-exchange capacity can retain cations. The ability to retain
cations helps to prevent the pollution of ground water.

Soil reaction is a measure of acidity or alkalinity and is expressed as a range in pH values.

The range in pH of each major horizon is based on many field tests. For many soils, values have
been verified by laboratory analyses. Soil reaction is important in selecting crops and other
plants, in evaluating soil amendments for fertility and stabilization, and in determining the

risk of corrosion.

Calcium carbonate equivalent is the percent of carbonates, by weight, in the fraction of the
soil less than 2 millimeters in size. The availability of plant nutrients is influenced by the
amount of carbonates in the soil. Incorporating nitrogen fertilizer into calcareous soils helps
to prevent nitrite accumulation and ammonium-N volatilization.

Gyr)sum is expressed as a percent, by weight, of hydrated calcium sulfates in the fraction of the
soil less than 20 millimeters in size. Gypsum is partially soluble in water and can be dissolved
and removed by water. Soils that have a high content of gypsum may collapse if the gypsum is
removed by percolating water.

Salinity is a measure of soluble salts in the soil at saturation. It is expressed as the

electrical conductivi&( of the saturation extract, in millimhos per centimeter at 25 degrees C.
Estimates are based on field and laboratory measurements at representative sites of nonirrigated
soils. The salinity of irrigated soils is affected by the quality of the irrigation water and b

the frequency of water application. Hence, the salinity of soils in individual fields can differ
greatly from the value given in the table. Salinity affects the suitability of a soil for crop
production, the stability of soil if used as construction material, and the potential of the

soil to corrode metal and concrete.

Sodium adsorption ratio (SAR) is a measure of the amount of sodium (Na) relative to calcium (Ca)
and magnesium (Mg) in the water extract from saturated soil paste. It is the ratio of the Na
concentration divided by the square root of one-half of the Ca + Mg concentration. Soils that

have SAR values of 13 or more mag.be characterized by an increased dispersion of organic matter
i

and clay particles, reduced permeability and aeration, and a general degradation of soil structure.
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PAGE 2of 4
CHEMICAL PROPERTIES OF THE SOILS--Continued
Ellsworth County, Kansas

[ [ | I [ [
Map symbol Depth |Cation- | Soil |Calcium | Gypsum | Salinity | Sodium |
and soil name |lexchange |reaction |carbonate| | |adsorption |

| |capacity | | | | | ratio |

| |
[meg/100g|] pH [ Pct | Pct mmhi)s/cm | |
113LH: [ | | L | |

Lancaster———-—-— | 0-10]5.0-18 |56-65] 0 [0 | 0 | 0 |
103—232||7.O—21 |5.6-7.3] 0 |0 | 0 | 0 | |
> - - | —— - S
Hedville-————-— 5“| 0-15]3.0-16 |5.6-7.3|] 0 |0 | IO | |O |
S i - N T P J—
113WB: | | | | |
Wells——————————- | 0-11|7.0-19 |56-65| —— | — | -— | -—-
11-15| 10-21 |5.6-7.3| ——— | —— - -
15-49 | 10-21 |5.6-7.3| —— | ——— - -
49-60|4.0-18 |6.1-78| -— [0 | 0 | 0 |
159Cs: [ | | [ | |
Crete—————————— | 0-1118.0-19 |56-6.0] 0 |0 | | 0 |
11-15| 10-21 |5.6-6.0| O 0 0 0
15-45| 14-33 |6.1-7.3| O 0 0 0
45-60| 10-24 |7.4-84| 0-5 | 0 | 0 | 0 |
159CT | | | | | | |
Crete——————————— | 0-6 | 11-24 |5.6-6.0] 0 |0 | 0 | 0 |
6-40| 14-33 |6.1-7.3| 0 | 0 | | 0 |
40—60‘ 10-24 |7.4—8.4| 0-5 |0 | 0 | 0 |
159LA: | | I | | |
Lancaster——————— | 0-12|5 8 156-65] 0 |0 | 0 | 0 |
2367021|5673|O|0| 0 | 0 |
36-43| == | ~—= | === |- | - | — |
159LC: [ | | | I | |
Lancaster———-——-| | 0-6 |5 018|5 65| 0 |0 | 0 | 0 |
630|4018|6173 0|0| 0 | 0 |
>30 | — | = - |
159SM: |
Smolan—————————- | 0-8 | 11-24
8-15]| 11-24 |5.6-7.3 |
15-40| 14-30 |5.6-7.8
40-60| 10-21 |6.6-7.8 -5
167HC | | | |
Harney—————————— | 0=7 | 12-24
7-31| 14-25 [6.1-8.4 |
31-60]9.0-21 | 7.4-8.4 |
167WC: | | | |
Wakeen——-——-—-—— | 0-9 | 0—18
9-3117.0-22 | 7.4-9.0|
> == | — | -
169CX: | | |
Crete—————————— | 0-10|8.0-19
10-16| 10-21 |5.6-6.0
16-44 | 14-33 |6.1-7.3
44-60| 10-24 | 7.4-8.4
Wells——————————- | 7.0-19
13 38 10 21 |5.6-7.3
6.1-7.8

Ar: [ | | |
Armo———————————— | 0-15]7.0-18
15-30|7.0-21 | 7.4-8.4
30-60| 7.0-18 | 7.9-8.4
Au: [ | f [
Armo—-—————————- | 0-15]7.0-18
| 15-30 | 7.0-21 | 7.4-8.4
30-60|7.0-18 | 7.9-8.4
Chb: I | | |
Cass———————————— | 0-13]3.0-11
13-45]2.0-9.0|6.1-8.4
45-60|0.0-6.0| 6.1-8.4
Cd: [ | | I
Crete———————-———- | 0-7 |8.0-19
7-14| 11-24 | 5.6-6.0
14-34| 14-33 |6.1-7.3
34-60| 10-24 | 7.4-8.4
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PAGE 3of 4
CHEMICAL PROPERTIES OF THE SOILS--Continued
Ellsworth County, Kansas

I [ J [ [
Map symbol Depth |Cat|on— SO|I |Calcium | Gypsum | Salinity | Sodium |
and soil name |lexchange |reaction |carbonate| | |adsorption |

| |capacity | | | | | | ratio | | |

| In [meg/100g| pH [ Pct | Pct ‘ mmhos/cm | |

Ed: [ | | (I [ |

Edalgo———————-—- | 0-8 |8.0-24 ’56 60| —_— | — ] - ‘ -

8-34| 14-40 |5.6-8.4 —= -— | -

Eh: ey || b

Edalgo---------- | 0-8 18.0-24 156-6.0] ——= | - | - —

8-34| 14-40 56—8|4 | ———I | ———l
>34 | -— —-— — | — — —

Hedville-——-———- |016|30 16|56 73] 0 |0 | 0 | 0 |

ee 7T S

Edalgo —————————— | 0-8 AO 24’56 60| -_— | -] - ‘ -

8524| 14-40 [5.6-8.4 —= ———I | ———l
> - -z LS R J— N

Hedville————-——— | 0-16]3.0-16 |56-73] 0 |0 | 0 | 0 |

b o Bl B e P Bl

Géary ——————————— 0-7 |6.0-19 |5.6-65| 0 |0 | 0 | 0 |
|732|1021|5678| 0o |0 | 0 | 0 |

G 3|2 6(|)|8.0—19 |?.1 84| 0 |0 || 0 | | 0 |

Cl

Geary——————————— | (11—13 | 6.0—1&) |5.é—6.5| 0 |0 | 0 | 0 |
13-48| 10-21 |5.6-7.8| O 0 0 0

b A|,8—6(|) 8.0-19 (|5.1—8.|4 O| 0 | 0 | 0

Hb:

Harney——-——-—-—— | 0-12]19.0-19 |56-78] 0 |0 | 0 | 0 |
|12—36| 14-25 |6 1—8.4| 0 | 0 | 0 | 0 |
3|6—6(|) 90T21 |7.4—8.il O| 0 | 0 | 0

He:

Harney———-—-———- | 0-6 | 12-24 |56-7.8] 0 |0 | 0 | 0 |
| 6-36| 14-25 [6.1-84| 0 | 0 | 0 | 0 |
36-60]9.0-21 |7.4-84] 0 |0 | 0 | 0 |

Wakeen———————-—— | 0-9|7.0-18 |7.4-84| 10-20 | —— | -— | -—
| 9-30|7.0-22 | 7.4-9.0| 25-40 | =— | -— | -— |

Hm: [ I R T .

Ha'mey —————————— | 0-5 | 12-24 |56-7.8] 0 |0 | 0 | 0 |
5-40| 14-25 [6.1-84| 0 |0 | 0 | 0 |
40-60]9.0-21 |7.4-84] 0 |0 | 0 | 0 |

Wells——————————- | 0-11[7.0-19 |56-65| — | — | — | — |
11-44| 10-21 |56-73| —— | — | — | —-— |
z|14—6(|) 40T18 (|3.1—7.f|3 O| | 0 || 0 | | 0 |

Ho:

Hord——-—-—=-——— 0-13]7.0-19 |5.6-73] 0 |0 | 0 | 0 |

" | 13-60 | 8.0-21 ||6.1—7.|8| Cl) |0 | 0 | | 0 |

r

Hord———————=———— | 0-18|7.0-19 |5.6-7.3 | (I) | 0 | 0 | 0 |
18-43|8.0-21 |6.1-7.8] 0 |0 | 0 | 0 |
|43—6|0 7.0|—18 |7.4—8.|4 0|—5 |0 || 0| | 0 |

Jc:

Jansen—————————- | 0-13]5.0-15 |5.1-7.3] 0 |0 | 0 | 0 |
13-28|7.0-19 |5.1-7.3| O 0 0 0
28-3310.0-4.0|5.1-7.3| 0 0 0 0

b ?3—6|0 0.0|—2.0 I5.1—7.|3 (l) 0 | 0 | 0

Lh:

Lancaster———-——-| | 0-16]5.0-18 |5.6-6.5| 0 | 0 | 0 | 0 |
1632||7021|5673| 0|0 I| 0 |I 0 ||
S _ . __ —

Hedville-——-———- |016|30 16 |5.6-7.3] 0 |0 | 0 | 0 |

w0 T A P

Lancaster——————- | 0-9 |5.0-18 |5.6-6.5| O ‘O | 0 | 0 |
9-24|7.0-21 |56-73] 0 | O 0 | 0 |
243(i|40 18 16.1-7.3] 0 | O I| 0 |I 0 ||
>30 | ——— —-— — | — - —

Hedville—————-—- | 0-8 | 3.0-16 £5.6—7.3| 0o |0 | 0 | 0 |
8-17|3.0-13 |5.6-7.3] 0 | O | 0 | 0 |

ww P LT T

Miscellaneous | ~—— | -— | — | — | — | — | — |

aer—-——---=-- I I
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Section Il : Engineering Interpretations



PAGE 4of 4
CHEMICAL PROPERTIES OF THE SOILS--Continued
Ellsworth County, Kansas

[
Map symbol De|
and soil name

[ J [ [
pth |Cat|on— Son |Calcium | Gypsum | Salinity | Sodium |

| |capacity | | | | ratio

|lexchange |reaction |carbonate| | |adsorption |
| |

| |
|In [meg/100g|] pH [ Pct |Pct mmhi)s/cm |

Mb: | | | |

Mccook-————————— | 216.0-15 |7.4-84| — |0 | 0 | 0 |

" |l|26(|)|40|11|{48|| I_ | 0 | 0| | o |

C.

Mccook—————————— | 0-12]6.0-15 |7.4-84] ——— |0 | O | 0 |
| 12- 60|40|11|748|4| —l— | 0 | o| |

MCCOOK—————————— | 0-15[ 11-26 |7.4-84| ——— | -— | - | —— |
15-29| 16-36 | 7.4-8.4 - - -

29 60 |4.0-12 | 7.4-84| —— - - -

Mn: | [ | |

Meadin——--———-—- | 0-14]|2.0-80|51-73] 0 |0 | O | O |

N |1460|0030|6|173|| oI | 0 |I 0 || 0 |

W:

Nibson---——————- | 0-8 |6.0-18 |7.4-9.0/10-20 [0 | 0 | O |
|8—39|70 22 | 7.9~ 9|0 25—|40 0I | 0 I| ||
>1 — | | | — - -

Wakeen——-—--———— -18 [7.4-84| 10-20 | —— | -— | -—— |
9-307.0- 22|7490|25 40| — | -— | -—— |
>30 | el I I

Rb: | | |

Roxbury————————- | ’80 19’74 8.4 | 15 |l -— 1 -— | -— |

¢ | 20— 6|0|7O| 21 |74 8.|4 5-10 | - | | l——— | —

Rf:

Roxbury————————- | 8.0-19 | 6.6-8.4| l 5 | — 1 -— | — |
| 20- 6?|70 21 |74 8.|4 5-10 | —— | -—— | -— |

To:

Tobin-———--——=—— -20]7.0-19 |56-7.8] ——— | ——— | -—— -—
20-32|7.0-24 |7.4-84 | —— | — - -
32-60|7.0-21 [7.4-8.4| ——— - - -

W: | | | [ | |

Water——-—--——-—-| ——— [ === === — || -

Wr: I | | | | |

Wells——————————- | 0-11|7.0-19 |56-65| —— | —— | -—— |
11-44] 10-21 |5.6-7.3| ——— | —— -— -—

44-60 | 4.0-18 fi.l—nlz T T -—
e — | 0-10|7.0-19 |5.6-65] —— | —— | -— | -——
10-16| 10-15 |5.6-7.3| -—— | —— — —

16-40 | 10-15 |5.6-7.3| —— | —— -— -—

40-60 | 4.0-18 |6.1-7.8| -—- | ——- -— -—

KS-FOTG NOTICE: 275 KS-NRCS Jan

Section Il : Engineering Interpretations

uary 2002



PAGE 1OF

WATER FEATURES
Ellsworth County, Kansas

The Water Features table gives estimates of various water features. The estimates are used in land
use pIanmnig that involves engineering considerations. Hydrologic soil groups are based on
estimates of runoff potential. Soils are assigned to one of four groups according to the rate of

water infiltration when the soils are not protected by vegetation, are thoroughly wet, and receive
precipitation from long—duration storms.

The four hydrologic soil groups are:

Group A. Soils having a hi?h infiltration rate (low runoff potential) when thoroughg/ wet. These
consist mainly of deep, well drained to excessively drained sands or gravelly sands. These soils
have a high rate of water transmission.

Group B. Soils having a moderate infiltration rate when thoroughly wet. These consist chiefly of
moderately deep or deep, moderately well drained or well drained soils that have moderately fine
texture to moderately coarse texture. These soils have a moderate rate of water transmission.

Group C. Soils having a slow infiltration rate when thoroughly wet. These consist chiefly of soils
having a layer that impedes the downward movement of water or soils of moderately fine texture
or fine texture. These soils have a slow rate of water transmission.

Group D. Soils having a very slow infiltration rate (high runoff potential) when thoroughly wet.
These consist chiefly of clays that have a high shrink—swell potential, soils that have a high water
table, soils that have a cla?/pan or clay layer at or near the surface, and soils that are shallow over
nearly impervious material. These soils have a very slow rate of water transmission.

The months in the table indicate the portion of the year in which the feature is most likely to be a
concern.

Water table refers to a saturated zone in the soil. The Water Features table indicates,

by month, depth to the top (upper limit) and base (lower limit) of the saturated zone in most years.
Estimates of the upper and lower limits are based mainly on observations of the water table at
selected sites and on evidence of a saturated zone, namely grayish colors or mottles (redoximorphic
features) in the soil. A saturated zone that lasts for less than a month is not considered a water table.
Ponding is standing water in a closed depression. Unless a drainage system is installed, the water is
removed only by percolation, transpiration, or evaporation. The Water Features table indicates
surface water depth and the duration and frequency of ponding. Duration is expressed as

very brief if less than 2 days, brief if 2 to 7 days, long if 7 to 30 days, and very long if more than

30 days. Frequency is expressed as none, rare, occasional, and frequent. None means that ponding
is not probable; rare that it is unlikely but possible under unusual weather conditions (the chance of
ponding is nearly 0 percent to 5 percent in any year); occasional that it occurs, on the average, once
or less in 2 years (the chance of ponding is 5 to 50 percent in any year); and frequent that it occurs,

on the average, more than once In 2 years (the chance of ponding is more than 50 percent in any year).

Flooding, the temporary inundation of an area, is caused by overflowin? streams, by runoff from
adjacent slopes, or by tides. Water standing for short periods after rainfall or snowmelt is not

considered flooding, and water standing in swamps and marshes is considered ponding rather than flooding.

Duration and frequency are estimated. Duration is expressed as extremely brief if 0.1 hour to 4

hours, very brief If 4 hours to 2 days, brief if 2 to 7 days, long if 7 to 30 days, and very long if more
than 30 days. Frequency is expressed as none, very rare, rare, occasional, frequent, and very
frequent. None means that flooding is not probable; very rare that it is very unlikely but possible under
extremely unusual weather conditions (the chance of flooding is less than 1 percent in any year);

rare that it is unlikely but possible under unusual weather conditions (the chance of flooding is 1 to

5 percent in any year); occasional that it occurs infrequently under normal weather conditions (the
chance of flooding is 5 to 50 percent in any year); frequent that it is likely to occur often under

normal weather conditions (the chance of flooding is more than 50 percent in any year but is less than
50 percent in all months in any year); and very frequent that it is likely to occur very often under
normal weather conditions (the chance of flooding Is more than 50 percent in all months of any year).

The information is based on evidence in the soil profile, namely thin strata of gravel, sand, silt, or
clay deposited by floodwater; irregular decrease in organic matter content with increasing depth;
and little or no horizon development.

Also considered are local information about the extent and levels of flooding and the relation of
each soil on the landscape to historic floods. Information on the extent of flooding based on soil
data is less specific than that provided by detailed engineering surveys that delineate flood—prone
areas at specific flood frequency levels.
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WATER FEATURES--Continued
Ellsworth County, Kansas
(Depths of layers are in feet. See text for definitions of terms used in this table. Estimates of the frequency of
ponding and flooding apply to the whole year rather than to individual months. Absence of an entry indicates
that the feature is not a concern or that data were not estimated.)
Soil Saturation| I Ponding [ Flooding I T |
Map symbol Hydro—[ Month [ Upper [ Lower [Surface[ Duration [Frequency [ Duration | Frequenc y I
and soil name logic | | limit | limit | Water | |
loroup | frepth | | | | | |
[ [FOTFCT R [ I T
113LH: | | | | |
Lancaster————————l——————l———| I|3 | | | I| | | || | |
Hedville I I [ ET | | II I | I| I |
113WB: | | | \ | |
\Weall |
o IR
159CS: [t S R
crete IRl e R B
159CT: O O N R
e I A R L R
159LA: I [ R |
Lancaster————————l——————l———l II% | | | || | | || | |
159LC: Il [ R B [
Lancaster————————l——————l———| I|3 | | I| | | || | |
159SM: [ [ ‘ | |
Smolan [ | IIC I | ! | ! |I l | I
167HC: Il [ I I
ey | L Ly L
167WC: | | | | ‘ | |
e T Ry L |
169CX R Pt N B
Crete T | ||C | | | |I | | | | | |
el PR I R L R
Ar: [ [ A | | |
hrme T T RSy |
Au: I [ A A | | |
hme R R e R A
ch: L | |
Cass : | [ - _I |
April | — | — | — | ——= -—= Brief | Occasion al
ay - - - - - Brief | Occasion al
June -— | — | — - - Brief | Occasion al
Juy | — | — | — | -— —_—= Brief | Occasion al
August | — | — | — | — | —- Brief | Occasion al
September | — | — | — | — | = | E | Occasion al
cd | OlctoberI | —l—— ||—— || - || —l— | --— | Brief |Occasion al
Crete T | I|C | | [ | | |
Ed: ([ [ | | | |
Edalgo ) | I|C | I | [ | |
Eh: [ P R I I |
e It T L S
Hedville T | | D| | | | I| | || | |
EEv&algc - - C ‘ | , | ’ | : |
|
. [ et Bl Bl el e Rl B
Hedville T | | D| | | | I| | | || | |
Gb: T T A B |
oo TR e B B L
Ge: | I I I |
Geary | B | [ |
I R e el e e R B
Hb: I | | [ |
J e B I e R R
He: | | | I |
Harney [ B | [ N | |
I Bt Bl Bl A B B B
Wakeen — : B | | | | | || | |
Hm: L I R
Harney T | ||B | | | | | II | | |
Wells: | B | | | | | |
I R e R e e B
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WATER FEATURES--Continued
Ellsworth County, Kansas

(Depths of layers are in feet. See text for definitions of terms used in this table. Estimates of the frequency of
ponding and flooding apply to the whole year rather than to individual months. Absence of an entry indicates
that the feature is not a concern or that data were not estimated.)

Soil Saturation] I Ponding [ Flooding I
Map symbol Hydro—[ Month [ Upper [ Lower [Surface[ Duration [Frequency [ Duration | Frequenc
and soil name logic | | limit | limit | Water | | |
lgroup | depth | | | | | | | |
[ [ Ft IFt FtT [ [ I
Ho: | I | | |
rore R || =
Hr: ] I A | | I
Hord | B | | | | f
March | — | — | — | — |Ver¥) br|ef| Rare
April | — | —— | — | — | |Very r|ef Rare
May -— | ] — - -—— | Very brle Rare
June -— | — | — - ——— | Very brief| Rare
Juy | -— | — | — | -— | -—-— |Verybrief| Rare
August | — | — | —— | ——— | —-—— |Very brief| Rare
September | ——= | === | =—— | -— | -— |Verg brief| Rare
5 | (I)ctobelr | —- || ———l | ———l | ——l— | —I—— | Very brief | ~ Rare
c:
Jansen T l'IB | | [ | |I | | |
Lh: Il . I I I
LanCaster-——-————l———-——l-——I l|3 | | | II | | | I| | | |
Hedville T | | DI | | | II | II I| | | |
LHH: I [ R I I | I
Lancaster———-- I———l———-——l-——l l|3 | | | |I | | | I| | | |
Hedville T | | DI | | | II | II I| | | |
Mb: |l I I | I
Mccook | B | | | |
April | — | — | — | ——= | Very brief! Occasion
May - | -—= | - | | |Very brief | Occasion
June -— | | — Very brief | Occasion
July | — | — | — | - |Very brief | Occasion
August | — | — | — | —- | |Very bneflOccasmn
September | ——= | ——= | —— | -— | |Ver¥; nef(gOccasion
| Olctober | — -] — | -— |Very rief | Occasion
Mc:
Mccook:
-— Rare
-—— | Rare
March | —— | —-—= | - | | —— | -— | Rare
April | === | === | = | I -— |, -— | Rare
May Rare
June Rare
July Rare
August | Rare
September | — | — | —— | | Rare
October | —— | —— Rare
November Rare
Decen|1ber Rare
MF: |
Mccook: | C | | | | |
April  |0.5-3.0]>6.0 | ——— | |Very bnef! Frequen
May 0.5-3.0| >6.0 | —— Very brief | Frequen
June 0.5-3.0[>6.0 | —— Very brief | Frequen
July  ]0.5-3.0 |Very brief | Frequen
August  |0.5-3. ——— | Very brief | Frequen
September |0.5-3. ——— | Very brief | Frequen
| OctoberI | —- | Very brief | Frequen
Mn:
Meadin | A | | |
N =
Nw: [ |
Nibson ) | | D | | | | | |
Wakeen [ | } 2 | | | | |I I
Rb: | [ I | \ |
Roxbury | | | | |
-— | -— | -—— | Rare
-— | -—— | —-— | Rare
March " | — | —— | —— | -— | -—— | -—— | Rare
April | — | — | —] -— | -—— | -— | Rare
M - ] - - Rare
| - Rare
Rare
| Rare
| Rare
| Rare
| Rare
Rare
Rf: |
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WATER FEATURES--Continued
Ellsworth County, Kansas

(Depths of layers are in feet. See text for definitions of terms used in this table. Estimates of the frequency of
ponding and flooding apply to the whole year rather than to individual months. Absence of an entry indicates
that the feature is not a concern or that data were not estimated.)

Soil Saturation] I Ponding [ Flooding I
Map symbol Hydro—[ Month [ Upper [ Lower [Surface[ Duration [Frequency [ Duration | Frequenc
and soil name logic | | limit | limit | Water | | |
|group | depth |
[ [ Ft {Ft IFIt [ [ [ ! I | | | |
Roxbury - | B | Ll I L
April | — | =— | —— | -= |Very r|efJ OccaS|on
May -— | - -— Very brief | Occasion
June -— | — | — - Very brief | Occasion
July | — | — | — | - | - |Very brief | Occasion
August | — | — | — | — | | Very brief | Occasion
September | ——= | === | —— | -— | - |Verg brief | Occasion
- | (?ctober | —l—— ||———I| ———I | ——l— | ——— | Very brief | Occasion
0:
Tobin B | I
April | — | —— | —— | = |Very bnef! Occasion
May -— | - | —-—= | - | |Very brief | Occasion
June -— | — | — - Very brief | Occasion
July | —— | — | —— | - |Very brief | Occasion
August | — | — | — | —- | | Very brief | Occasion
September | —— | ——— -] -— | ———_| Very brief | Occasion
| October| | —l—— ||———|| - | | ——l— | —l—— | Very brief | Occasion
W:
e Co ey L
wr. L A PR A R |
o D T L JL Sy e
ws: [ S P e e |
o I e e JL Sy R
| I | | | |
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SOIL FEATURES
Ellsworth County, Kansas

The following table gives estimates of various soil features. The estimates are used in land use planning th
engineering considerations.

A restrictive layer is a nearly continuous layer that has one or more physical, chemical, or thermal properti
significantly impede the movement of water and air through the soil or that restrict roots or otherwise provi
unfavorable root environment. Examples are bedrock, cemented Ia%/ers, dense layers, and frozen layers. The tab
indicates the hardness and thickness of the restrictive layer, both of which significantly affect the ease of
excavation. Depth to top is the vertical distance from the soil surface to the upper boundary of the restrict

Potential for frost action is the likelihood of upward or lateral expansion of the soil caused by the formati
segregated ice lenses (frost heave) and the subsequent collapse of the soil and loss of strength on thawing.
action occurs when moisture moves into the freezing zone of the soil. Temperature, texture, density, permeabi
content of organic matter, and depth to the water table are the most important factors considered in evaluati
potential for frost action. It is assumed that the soil is not insulated by vegetation or snow and is not art
drained. Silty and highly structured, clayey soils that have a high water table in winter are the most suscep
frost action. Well drained, very gravelly, or very sandy soils are the least susceptible. Frost heave and low
strength during thawing cause damage to pavements and other rigid structures.

Risk of corrosion pertains to potential soil-induced electrochemical or chemical action that corrodes or weak
uncoated steel or concrete. The rate of corrosion of uncoated steel is related to such factors as soil moistu
particle-size distribution, acidity, and electrical conductivity of the soil. The rate of corrosion of concre

mainly on the sulfate and sodium content, texture, moisture content, and acidity of the soil. Special site ex
and design may be needed if the combination of factors results in a severe hazard of corrosion. The steel or
installations that intersect soil boundaries or soil layers is more susceptible to corrosion than the steel o

in installations that are entirely within one kind of soil or within one soll layer.

For uncoated steel, the risk of corrosion, expressed as low, moderate, or high, is based on soil drainage cla
acidity, electrical resistivity near field capacity, and electrical conductivity of the saturation extract.

For concrete, the risk of corrosion also is expressed as low, moderate, or high. It is based on soil texture,
and amount of sulfates in the saturation extract.

KS-FOTG NOTICE: 275 KS-NR
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PAGE - 20OF 3
SOIL FEATURES--Continued
Ellsworth County, Kansas

| Restrictive Tayer | | Risk of corrosion ]
Map symbol | Potential |
and soil name | [ Depth L [ [ for T Uncoated |
| Kind | Ito top ’Th|c ness| Hardnesls |Frost alct|on| Steel | Concirete I
[T W T In [ [ [
113LH: | | | | | J |
Lancaster——————-— | 20-40 |Bedrock | ——— |Moderately |Low |Low |Moderate
| | (paralithic) | | cemented
Hedville——-————- | 4-20 |Bed|rock (lithic) | ———l |Strongly cemented|Low |Low |Moderate
113WB:
Wells——————————- | —1 - | =——— | --=  |Moderate |Low |Moderate
159Cs: [ | I | | |
Crete——————————— |=—1 -— | — 1 -— |Low |Moderate  |Low
159CT: | | | | | |
Crete——————————— |-—1 -— | — 1 -— |Low |Moderate  |Low
159LA: | | | | | J
Lancaster——————-— | 20-40 |Bedrock | —-— |Moderately |Moderate  |Low |Moderate
| | (paralithic) | | cemented | | |
159LC: | | | | | |
Lancaster——————-— | 20-40 |Bedrock | ——— |Moderately |Low |Low |Moderate
| | (paralithic) | | cemented | |
159SM: | | | | |
Smolan----——--—- |-—1 -— | — 1 -— |Low [Moderate  |Low
167HC: [ | | | | )
Harney—————————— | — - | = - |Low |High |Low
167WC: | | | | |
Wakeen—————————-— | 20-40 |Bedr0ck | —— |Weakly cemented |Low |Moderate  |Low
(. (pellra ithic) | | | | | | |
—_—= Moderate |Moderate |Low
—= ll\/Ioderate Low |Moderate
el B B
| | | | |
| - |Low |Low |Low
| - |Low |Low |Low
l——— |Moderate |[Moderate |Low
& | ——= |Moderate |Moderate |Low
Edalgo —————————— | 20-40 |Bedrock | — | - |Low |Moderate  |Low
h | | (paralithic) | | | | | | | |
Eh:
Edalgo—————————- | 20-40 |Bedrock | — | - |Moderate |Moderate |Low
I (parahthIC) [ | | | |
——| 4-20 |Bedrock (lithic) | ——- |St|rongly cemented|Moderate |Low |Moderate
Ve
Edalgo————-———-- | 20— 40 |Bedrock | — | - |Moderate |Moderate |Low
] | | (parahthn | | | |
gt«)adwlle———————|—| -20 |Bedrock (lithic) | - | |Strongly cemented|Moderate |Low |Moderate
Géary ——————————— | —— | -—= | — - |Low |Low |Low
Ge: | | | | I i
'_%eary————l————l———l - || —l—— | ——I— | l——— [High |Low |Low
Harney--—--—---—-| | — - | - - |Low |High |Low
He: [ | ! | | )
Harney-———-—-———-| ——— | | - - |Low High Low
Wakeen—————————— | 20-40 |Bedrock | —— |Weakly cemented |Low Moderate |Low
| | I(para IthIC) || || || |
- | - | - Low |High |Low
——l— | ——l— | l——— |Moderate  |Low |Moderate
—l—— | —l—— | l——— |Moderate  |High |Low
—l—— | —l—— | I——— |Moderate  |High |Low
| —I—— | —T— | I——— |Moderate |Moderate |Low
Lancaster———-——-— 20-40 |Bedrock ——— |Moderately |Low |Low |Moderate
| | (paralithic) | | cemented
HEdVi”e_“_l_“Tl 4-20 |Be|drock (lithic) | ——— [Strongly cemented|Low |Low |Moderate
LHH:
Lancaster————-—-— | 20-40 |Bedroc | —— |Moderately |Low |Low |Moderate
| | (paralithic) | | ce ted
HedvnIIe ———————— 4-20 |Bedrock ﬁ|lthIC)| ——l— |Stro|ngly cenr|1ented|Low |Low |Moderate
M-W:
Miscellaneous | ——— | - | - -— | -— | -— | -—
Water——-——------ Lol I L
Mb: [ | | I
Mccook—————————- | — - | — 1 - |Low |Low |Low
Mc: | | | |
l\'/\II}CCOOk“““T__l - | —l—— | —l—— | | —-—= |Low |Low |Low
McCOok——————~-—~ | —= —l—— | ——I— | l——— |Low |High |Low
Mn:
Meadin———-----—- | = - | —= - |Low |Low |Moderate
KS-FOTG NOTICE: 275 KS-NR
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SOIL FEATURES--Continued

Ellsworth County, Kansas

| Restrictive layer [ [

Risk of corrosion

Map symbol | Potential |
and soil name | [ Depth L [ [ for T Uncoated |
| Kind | Ito top ’Th|c ness| Hardnesls |Frost alct|on| Steel | Concirete
Nw: [ | [ | T n I| || I| ||
Nibson—-———-———- | 10720\Bedrock | ——— |Weakly cemented |Low |Low |Low
| | (paralithic) | | |
Wakeen————-————- 20-40 [Bedrock | —-—— |Weakly cemented |Low |Moderate |Low
Rb: | | (paralithic) | | | | | | | | |
Roxbury———----—- | — —l—— | —T— | -—  |Moderate |Low |Low
Roxbury———-—-——- | —= | —l—— | ——I— | - |Moderate  |Low |Low
o:
Tobin————————r—| -— | ——I— | ——l— | I——— |Low |Low |Low
W:
Water————————l———| ———JI —l—— | ——l— | l——— |Low e
r:
V\\//Vells ————————— | ——| —— || ——l— | ——l— [ — Moderate |Low |Moderate
s:
Wells——————————- |I——— | | -— | — | l——— N:oderate |Low |II\/Ioderate
KS-FOTG NOTICE: 275 KS-NR
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WATER MANAGEMENT
Ellsworth County, Kansas

The soils of the survey area are rated in the Water Management table according to limitations that affect their
suitability for water management. Soils are rated for pond reservoir areas, drainage, irrigation, terraces and
diversions, and grassed waterways. Restrictive features that affect each soil for the specified use is also
provided in the table.

The ratings in the table are both verbal and numerical. Rating class terms indicate the extent to which the soils

are limited by all of the soil features that affect the specified use. Not limited indicates that the soil has

features that are very favorable for the specified use. Good performance and very low maintenance can be expected.
Slightly limited indicates that the soil has features that are favorable for the specified use. The limitations

are minor and can be easily overcome. Good performance and low maintenance can be expected. Moderately limited
indicates that the soil has features that are moderately favorable for the specified use. The limitations can be
overcome or minimized by special planning, design, or installation. Fair performance and moderate maintenance can
be expected. Limited indicates that the soil has one or more features that are significant limitations for the

specified use. The limitations can be overcome, but generally require special design, soil reclamation, or

installation procedures that may result in additional expense. Fair performance and moderate to high maintenance
can be expected. Very limited indicates that the soil has one or more features that are unfavorable for the

specified use. The limitations generally cannot be overcome without major soil reclamation, special design, or
expensive installation procedures. Poor performance and high maintenance can be expected.

Limitation class terms, such as very limited or limited, etc., limitation ratings, and numerical ratings are shown
for each soil feature listed. As many as three soil features may be listed for each soil component if applicable.
The overall limitation rating for the soil component is based on the most severe limitation.

Pond reservoir areas hold water behind a dam or embankment. Soils best suited to this use have low seepage
potential in the upper 60 inches. The seepage potential is determined by the permeability of the soil and the
depth to fractured bedrock or other permeable material. Excessive slope can affect the storage capacity of the
reservoir area.

Embankments, dikes, and levees are raised structures of soil material, generally less than 20 feet high,
constructed to impound water or to protect land against overflow. In this table, the soils are rated as a source
of material for embankment fill. The ratings af) ly to the soil material below the surface layer to a depth of
about 5 feet. It is assumed that soil layers wil Ee uniformly mixed and compacted during construction.

The ratings do not indicate the ability of the natural soil to support an embankment. Soil properties to a depth
even greater than the height of the embankment can affect performance and safety of the embankment. Generally,
deeper onsite investigation is needed to determine these properties.

Soil material in embankments must be resistant to seepage, piping, and erosion and have favorablecompaction
characteristics. Unfavorable features include less than 5 feet of suitable material and a high content of stones
or boulders, organic matter, or salts or sodium. A high water table affects theamount of usable material. It also
affects traffic ability.

Aquifer-fed excavated ponds are pits or dugouts that extend to a ground-water aquifer or to a depth below a
permanent water table. Excluded are ponds that are fed only by surface runoff and embankment ponds that impound
water 3 feet or more above the original surface. Excavated ponds are affected by depth to a permanent water table,
permeability of the aquifer, and quality of the water as inferred from the salinity of the soil. Depth to bedrock

and the content of large stones affect the ease of excavation.

Drainage is the removal of excess surface and subsurface water from the soil. How easily and effectively the soil
is drained depends on the depth to bedrock, to a cemented pan, or to other layers that affect the rate of water
movement; permeabilit%/; depth to a high water table or depth of standing water if the soil is subject to ponding;
slope; susceptibility to flooding; subsidence of or%anic Iagers; and the potential for frost action. Excavating

and grading and the stability of ditch banks are affected by depth to bedrock or to a cemented pan, large stones,
slope, and the hazard of cutbanks caving. The productivity of the soil after drainage is adversely affected by
extreme acidity or by toxic substances in the root zone, such as salts, sodium, and sulfur. Availability of
drainage outlets is not considered in the ratings.

Irrigation is the controlled application of water to supplement rainfall and support plant growth, The design and
management of an irrigation system are affected by depth to the water table, the need for drainage, flooding,
available water capacity, intake rate, permeability, erosion hazard, and slope. The construction of a system is
affected by large stones and depth to bedrock or to a cemented pan. The performance of a system is affected by the
depth of the root zone, the amount of salts or sodium, and soil reaction.

Terraces and diversions are embankments or a combination of channels and ridges constructed across a slope to
control erosion and conserve moisture by intercepting runoff. Slope, wetness, large stones, and depth to bedrock
or to a cemented pan affect the construction of terraces and diversions. A restricted rooting depth, a very

limited hazard of wind erosion or water erosion, an excessively coarse texture, and restricted permeability
adversely affect maintenance.

Grassed waterways are natural or constructed channels, generally broad and shallow, which conduct surface water to
outlets at a non—erosive velocity. Large stones, wetness, slope, and depth to bedrock or to a cemented pan affect
the construction of grassed waterways. A hazard of wind erosion, low available water capacity, restricted rooting
depth, toxic substances such as salts and sodium, and restricted permeability adversely affect the growth and
maintenance of the grass after construction.

KS-FOTG NOTICE: 275 KS-NRCS January 2002
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WATER MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this report indicates the dominant soil condition but does not eliminate the need for onsite
investigation)

Features affecting—— ]

Map symbol and | [ [Terraces and | Grassed |
soil name | Drailnage | Irrigation || diversions | walterways | |
I I | | |
113LH: | | | | |
Lancaster———-——-| |Limitation: |Limitation: |Limitation: |Limitation: |
deep to water| slope slope slope
| depth to rock| depth to rock| depth to rock|
Hedville-——-—-—- |Limitation: |L|m|tat|on |L|m|tat|on |L|m|tat|0n |
deep to WaterLsIope | slope slope
| dept to rock| depth to rockl depth to rockl
113WB: | |
Wells————————— |L|m|tat|on |Favorable |Favorable |Favorable |
| deep to water| | |
159Cs: | | | | |
Crete——————————- |Limitation: |Limitation: |Limitation: |Limitation: |
deep to water| erodes easily| erodes easily| erodes easily|
| percs slowly | percs slowly | percs slowly |
159CT: | | |
Crete——————————- |Limitation: |Limitation: |Limitation: |[Limitation: |
deep to water| erodes easily| erodes easily| erodes easily|
| percs slowly | percs slowly | percs slowly |
159LA: | | |
Lancaster———-—--| |Limitation: |Limitation: |Limitation: |Limitation: |
150LC | delep to Watisrl depth Ito rock| dispt to ro|ck| depth to rock|
Lancaster——————- |Limitation: |Limitation: |Limitation: |[Limitation: |
deep to WaterLsIope | depth to rock| depth to rock|
ept to rock| | |
159SM: | | | |
Smolan-—-——-———- |L|m|tat|0n |Limitation: |Limitation: |Limitation: |
deep to water| erodes easily| erodes easily| erodes easily|
| percs slowly | percs slowly | percs slowly |
167HC: | | |
Harney—————————— |Limitation: |Limitation: |Limitation: [Limitation: |
| deep to water| slope | erodes easily| erodes easily|
167WC:
Wakeen—————————— |Limitation:  |Limitation: |L|m|tat|on |Limitation: |
deep to WaterLsIope | erodes easily| erodes easily|
| depth to rock| depth to rock| epth to rock|
169CX |
Crete——————————- |Limitation: |Limitation: |L|m|tat|on: |Limitation: |
deep to water| erodes easily| erodes easily| erodes easily|
| percs slowly | percs slowly | percs slowly |
slope | |
Wells—————=————- |Limitation: |Limitation: | --—-— | -— |

| deep to water| slope | | |

Arehts, Earthen| -——- [ |- [ |

Dam-—-= =] / / / |
Armo———————————— |Limitation: |Limitation: |Favorable |Favorable |
| tljeep to wlaterl slopie | | | | |
Au:
Armo———————————— |Limitation: |Limitation: |Limitation: [Limitation: |
b | deep to water| slope | slope | slope
Cass———————————— Limitation: |Limitation: |Limitation: |Favorable |
deep to water| floodin | soil blowing | |
| soil blowing
Cd: | |
Crete——————————- |Limitation: |Limitation: |Limitation: |[Limitation: |
deep to water| erodes easily| erodes easily| erodes easily|
d | | [l)ercs slovlvly | | | percs slowly |
Ed:
Edalgo—————————- |Limitation: |Limitation: |Limitation: [Limitation: |
deep to water| percs slowly | area reclaim | area reclaim |
slope | erodes easily| erodes easily|
thin layer | |
Eh: | T R F P
Edalgo——-——————- |Limitation: |Limitation: |Limitation: [Limitation: |
deep to water| percs slowly | area reclaim | area reclaim |
slope | erodes easily| erodes easily|
thin layer | slope | slope |
Hedville———————- |Limitation: |Limitation: |Limitation: [Limitation: |
deep to water| slope | large stones | large stones |
| thin layer | slope | slope Qf
| | | depth to rock| depth to rock|
Ev:
Edalgo—————————- |Limitation: |Limitation: |Limitation: [Limitation: |
deep to water| percs slowly | area reclaim | area reclaim |
slope | erodes easﬂyl erodes eaS|Iy|
thin layer | slope
Hedville=——————-| |Limitation: |Limitation: |L|m|tat|on |Limitation: |
deep to water| slope | large stones | large stones |
thin layer | slope | slope Qf
| depth to rock| depth to rock|
KS-FOTG NOTICE: 275 KS-NRCS January

Section Il : Engineering Interpretations

20F 6

2002



PAGE 3 OF 6

WATER MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this report indicates the dominant soil condition but does not eliminate the need for onsite
investigation)

Features affecting—— [

Map symboland | [ Terracesand [ Grassed |
soilname | Drainage | Irrigation | diversions | waterways |
| | |

[ [ [ [ [
Gb: | |

| | |
Geary——————-————- |Limitation: |Favorable |Limitation: |Limitation: |
G | (ljeep to wlater| | erodes easily| erodes easily|
c:
Geary——————————— |Limitation: |Limitation: |Limitation: |[Limitation: |
b | clieep to w«lslter| slope | erodes easily| erodes easily|
Hb:
Harney——-——————- |Limitation: |Favorable |Limitation: |Limitation: |
| (?eep to Wlater| | | erodes easily| erodes easily|
He:
Harney——-——-—-—— |Limitation: |Limitation: |Limitation: |Limitation: |
| deep to water| slope | erodes easily| erodes easily|
Wakeen——-——————— |Limitation: |Limitation: |Limitation: |Limitation: |
deep to water| slope | area reclaim | area reclaim |
" | thin layer | erodes easily| erodes easily|
m:
Harney—————————- |Limitation: |Limitation: |Limitation: [Limitation: |
| deep to water| slope | erodes easily| erodes easily|
Wells—————————— Limitation: |Limitation: |Favorable |Favorable |
| tlieep to Wiaterl slope
Ho:
Hord——————————— |Limitation: |Favorable |Favorable |Favorable |
| I(;Ieep to water| |
Hr:
Hord———————————— Limitation: |Favorable |Favorable |Favorable |
| deep to water|
Jansen-——————-—— Limitation: |Favorable |Limitation: |Favorable |
h | deep to water| | too sandy |
Lh:
Lancaster———-—--| |Limitation: |Limitation: |Limitation: |Limitation: |
deep to water| slope | area reclaim | area reclaim |
| thin layer
Hedville———————-| |Limitation: |Limitation: |Limitation: [Limitation: |
deep to water| slope | large stones | large stones |
thin layer | slope | slope
| depth to rock| depth to rock|
LHH:
Lancaster——————- |Limitation: |Limitation: |Limitation: |[Limitation: |
deep to water| slope | depth to rock| depth to rock|
| depth to rock| |
Hedville———————- |Limitation: |L|m|tat|on: |Limitation: |Limitation: |
deep to WaterLsIope | slope slope
depth to rockl depth to rock| depth to rock|
M-W: |p | [
Miscellaneous | --—— | — | —
Water—————-—-—- | I | | I
Mb: P T R PR
Mccook—————————- Limitation: |Limitation: |Limitation: |Limitation: |
| t?eep to water| floodling | erlodes easily| erodes easily|
Mc:
Mccook—————————— Limitation: |Favorable |Limitation: [Limitation: |
" | deep to water| | erodes easily| erodes easily|
Mf:
Mccook—————————— |Limitation: |Limitation: |Limitation: [Limitation: |
| dleep to W?ter| flooding | erodes easily| erodes easily|
Mn:
Meadin—--—-—--——- |Limitation: |Limitation: |Limitation: |Limitation: |
deep to water| slope | slope slope
droughty | too sandy |droughty |
| soil blowing
Nw: | Lo
Nibson——=—=-—-——- |Limitation: |Limitation: |Limitation: [Limitation: |
deep to water| slope | area reclaim | area reclaim |
| thin layer | slope | slope |
Wakeen—————-———-- |Limitation: [Limitation: [Limitation: |Limitation: |
deep to water| slope | area reclaim | area reclaim |
thin layer | erodes easily| erodes easily|
| slope | slope
Rb: | |
Roxbury————————- |Limitation: |Favorable |Limitation: |Limitation: |
Rf | deep to water| | erodes easily| erodes easily|
bebury ————————— Limitation: |Limitation: |Limitation: |Limitation: |
| tljeep to wlaterl flooding | erodes easily| erodes easily|
To:
Tobin—————————— |Limitation:  |Limitation: |Favorable |Favorable |
| deep to wlater| flooclilng | |
W:
Water——————————-| |l - -— | -— | —
wr: | . | |
Wells—————————- |Limitation: |Favorable |Favorable |Favorable |
| deep to water| | |
WSs: |
Wells—————————— |Limitation: |Limitation: |Favorable |Favorable |
| deep to water| slope | | |
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WATER MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table.)

[T [ |
Map symbol Pct| Pond Reservoir Area |Embankments, lees and |Excavated Ponds (Aquifer—|
and soil name | of | | Levees ed)
map | | |
unit| | | | | |
Rating class and [Value] Rating class and [Value[ Rating class and [Value]
limiting features | | limiting features | | I|m||t|ng features | | |
[ | [ f ]
113LH: I - | [ -
Lancaster-——-—-——-—- | 60 |[Somewhat limited | |Somewhat limited | [Very limited |
Seepage |0.70 | Thin layer 10.81 | Deep to water |1.00 |
Depth to bedrock |0.08 | Pipin 10.24 | | |
Hedville———————————— | 40 |Very limited | [Very limite | [Very limited |1
Seepage |2.00 | Thin layer |l.00$ Deep to water |1.00 |
Depth to b(lsdrock |11.00 | Pilpin? 1.00 | | |
113WB: | | |
Wells |100 |[Somewhat limited |  |Somewhat limited | [Very limited |
Seepage | [0.70 | PipiTg 10.78 | Deep to water |1.00 |
159CS: | ] . .
Crete——————————————— |100 |Somewhat limited | |Somewhat limited | |Very limited |
Seepage | [0.57 | Harcli to pack |0.34|| Deep to water |1.00 |
159CT | | I | |
Crete——————————————~ |100 [Somewhat limited | |Somewhat limited | |Very limited |
Seepage L |0.57 | Hard to f)ack 10.37 | Dleep to water |1.00 |
159LA: | [ [ [ 1 .
Lancaster——————--———-— |100 |Somewhat limited | |Somewhat limited | [Very limited |
Seepage [0.70 | Thin layer 10.66 | Deep to water ]1.00 |
Depth to bedrock |0 03| Piping 10.32 ] |
Seepage | 10.03 | | | [
159LC: | |
Lancaster——————-————— |100 |Somewhat I|m|ted Very I|m|ted | |Very limited ||
Seepage [0.70 | Piping 1.00 | Deep to water |1.00 |
Depth to bedrock |0.11 | Thm layer 10.86 | | [
159SM: | | J |
Smolan————————————— | 90 |Somewhat limited | |Somewhat limited | |Very limited [
Seepage | 10.05 | Harc|1 to pack |O.42|| Deep to water  |1.00 |
167HC: | | | | |
Harney———--————————- 1100 |Somewhat limited | |Somewhat limited | |Very limited |
| Seepage | 10.70 | PipiTg 10.01 | Deelp to water |1.00
167WC: I L1 ] |l -
Wakeen——————————————| |100 |Somewhat limited | |Somewhat limited | |Very limited |
Seepage |0.70 | Thin layer 10.83 | Deep to water |1.00 |
Depth to szdrock 10.09 | Pilpin |0.50|| [
169CX: | o | ! -
Crete——————————————— | 60 |[Somewhat limited | = |Somewhat limited | [Very limited |
| | Seepage |0.57 | Hard to pack |0.33| I:l)eep to water [1.00 |
Wells | 40 [Somewhat limited |  |Somewhat limited JVery limited |
I Seepage 10.70 | Piping 0.95| Deep to water 1.00 |
ED: [ | | |
Arehts, Earthen Dam—|100 |Not rated | \Not rated |‘ iNot rated ||
Ar: I | o | -
Armo———————————————— 1100 |Somewhat limited | |Somewhat limited | |Very limited |
| | Seepage 10.70 | Piping 10.77 | Deep to water |1.00 |
Au: [ | | | | [ ! | ! | | |
AMMO———————m e 1100 |Somewhat limited | |Somewhat limited | |Very limited |
Seepage 10.70 | Piping |10.77 | Deep to water ]1.00 |
Slope 0.00 | II | | || |
Cb: I IO P || o
Cass 1100 |Very limited | |Somewhat limited | |Very limited |
| Seepage | ||1.OO| Seepage |0.70|| Dleep to water [1.00 |
Cd: I | | S .
Crete——————————————— |200 |Somewhat limited |  |Not limited | |Very limited |
| | Seepage | ||0.5 | L [ Deel) tolwater |1.00 |
Ed: | | 1 o ] -
Edalgo———————————— |100 |[Somewhat limited | |Somewnhat limited | [Very limited |
Depth to bedrock |0.05 | Thin layer |10.74 | Deep to water |1.00 |
| Hard to palck I|O.72 | [
KS-FOTG NOTICE: 275 KS-NRCS January

Section Il : Engineering Interpretations

2002



PAGE 50F 6

WATER MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table.)

[T | |
Map symbol Pct| Pond Reservoir Area |Embankments, lees and |Excavated Ponds (Aquifer—|
and soil name | of | | Levees ed)
map | | [
unit| | | | | |
Rating class and [Value] Rating class and [Value[ Rating class and [Value]
limiting felaturels | | limiting features | | I|m||t|ng features | | |
Eh I | | | [T | [ | I | [
Edalgo———— —————————— | SSJSomewhat limited | |Somewl1at ,imited | |Very limited |
Depth to bedrock |0.04 | Thin layer 10.73 | Deep to water |1.00 |
Slope |0.00 | Hard to pack |0.72] | |
Hedville———————————— | 45 |Very limited | [Very limite | [Very limited |1
Seepage |1.00 | Thln layer |11.00 | Deep to water |1.00 |
Depth to bedrock |1 | |
Slope | 0.00 | II | | |I |
Ev: | | 1 N Lol -
Edalgo—————-—-—————- | 60 |[Somewhat limited | |Somewhat limited | [Very limited |
Slope 10.40 | Thin layer |10.74 | Deep to water ||1.00 |
Depth to bedrock |0.05 | Hard to pack [0.72 |
Hedville———————————— | 40 |Very limited | [Very limite | [Very limited |1
Seepage |1.00 | Thln layer |11.00 | Deep to water |1.00 |
Depth to bedrock |1 | |
Slope | [0.21 | II | | |I |
Gb: I |1 ] . -
Geary——————————————-| |100 |Somewhat limited | |Somewhat limited | |Very limited |
| | Seepage 10.70 | Piping |10.08 | Deep to water |1 Orf/
Gc: || | | | ! | | |
Géary ——————————————— 1100 |[Somewhat limited | [Somewhat limited |  [Very limited |
| | Seepage |0.70 | Piping 10.04 | Deep to water OIY
Hb: [ | | : | | |
Hairney —————————————— |100 |[Somewhat limited | |Somewnhat limited |  |Very limited |
I | Seepage 10.70 | Piping |10.00 | Deep to water ]1.00 |
He: [ | | | | : | | |
Hairney —————————————— | 65 |Somewhat limited |  |Not limited |V ry limited |
| Seepage 10.70 | | | Dee tolwater |1.00|
Wakeen——————————————| | 35 |[Somewhat limited | |[Somewhat limited | [Very limited |
Seepage |0.70 | Thin layer 10.86 | Deep to water ]1.00 |
Depth to szdrock 10.11 | Pipin? 10.50 | | [
Hm: I I -
Harney——-—--—-—————- | 70 |Somewhat Ilmlted |Not limited | |Very limited |
| | Seepage 10.70 | | | Dee tolwater |1.00|
Wells | 30 [Somewhat limited |  |Somewhat limited JVery limited |
Seepage 10.70 | Piping 0.87 | Deep to water 1.00 |
Seepage 10.08 | |
Ho: |
Hord—————-————=————- |1100 |[Somewhat limited | |Somewhat limited | [Very limited ||
I | Seepage 10.70 | Piping 10.46 | Deelp to water |1.00
Hr: |l | o | .
Hord———————————————~ 1100 |[Somewhat limited | |Somewhat limited | |Very limited ||
| | Seepage 10.70 | Piping 10.68 | IDee]p to water 1.00f/
Jc: Il Lok | . -
Jansen—————————————— 1100 |Very limited | |Somewhat limited | |Very limited |
| | Seepage | ||1.OO| Seepagle |O.97|| Dleep to water ]1.00 |
Lh: I L1 — Lol -
Lancaster-——-—-——-—- | 60 |[Somewhat limited | |Somewhat limited | [Very limited |
Seepage |0.70 | Thin layer 10.81 | Deep to water |1.00 |
Depth to bedrolck 10.08 | L | | |
Hedville———————————- | 40 |Very limited | |Very IimiteJ | |Very limited |
Seepage |2.00 | Thln layer |11.00 | Deep to water |1.00 |
Depth to bedrock |1 | |
Slope | 0.00 | | II | | |I |
LHH: I || ol Il -
Lancaster-——-—-——-—— | 60 |Somewhatl|m|ted |~ |Somewhat limited | |Very limited |
Seepage [0.70 | Thin layer 10.86 | Deep to water |1.00 |
Depth to bedrolck 10.11 | Pipin 10.58 | | |
Hedville———————————- | 40 |Very limited | |Very IimiteJ | |Very limited |
Seepage |2.00 | Thln layer |11.00 | Deep to water |1.00 |
Depth to bedrock |1 | |
Slope 0.00 | (. |1
[ [ |1
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WATER MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table.)

[T [ |
Map symbol Pct| Pond Reservoir Area |Embankments, lees and |Excavated Ponds (Aquifer—|
and soil name | Levees ed)
map | | [
unlt| | | | | |
Ratmg class and [Value[ Rating class and [Value[ Rating class and [Value]
limiting featurels | | limiting features | | I|m||t|ng features | | |
I [T
M-W: I | [ ] [ [
Miscellaneous Water—|100|Not rated | |Not rated |‘ |Not rated |
Mb: | - 1 -
Mccook—————————————- 1100 |Somewhat limited |  |Very limited | |Very limited |
| | Seepage 10.70 | Piping |11.00 | Deelp to water |1.00 |
Mc: I | | ] 1 .
Mccook—————————————— 1100 |[Somewhat limited | [Very limited | [Very limited |
| | Seepage |0.70 | Piping |11.00 [ Deep to water  |1.00 |
Mf: | |I |I | II II |I
MCCOOK—=———————————— 1100 |[Somewhat limited | [Verylimited | |Somewhat limited | |
Seepage |0.70 | Depth to 1.00| Slow refill 10.30 |
saturated zone | |
Piping |10.79 | Cutbanks cave ]0.10 |
o | [ (.
Meadin-——-—————-———— |200 |Very limited | |Somewhat limited | |Very limited |
Seepage | |1.00 | Seefage |0.91| Dleep to water 1.00 |
Nw: I |1 .
Nibson——-—==—-—————- | 55 |Very limited Ver I|m|ted |Very limited |
Seepage |2.00 | Thin Iayer {l 00 | Deep to water [1.00 |
Depth to bedrock |0 50| Piping |
Siope i |1 | 1
Wakeen———————=——————| | 45 |[Somewhat limited | |[Somewhat limited | |Very limited |
Seepage [0.70 | Thin layer 10.86 | Deep to water |1.00 |
Depth to bedrock |0 11| Piping 10.50 | |
Slope 0. [ | |I |
Rb: I I 1 ] | o
Roxbury————————————- |100 [Somewhat limited | |Somewhat limited |  [Very limited |
| | Seepage |0.70 | Piping 10.60 | IDeeip towater |[1.00]
Rf: I | ] . o
Roxbury————————————- |100 |[Somewhat limited | |Somewhat limited |  |Very limited |
I Seepage 10.70 | Piping 10.60 | Deep to water |1.00 |
o nr || | | ||
Tobin-——————————— 1100 |[Somewhat limited | |Somewhat limited | |Very limited ||
| | Seepage | ||O.7O| Piping | 10.60 | IDee]p to water |1.00|
W: [ [, (I [
Water—————|—W ——————— |l(‘)0 |Tot rated I || |Not rated| ‘ | |Not rated |
Wr: |1 | | L l _ -
Wells |100 |[Somewhat limited | |Somewhat limited | |Very limited |
I | Seepage |0.70 | Piping 10.87 | Deep to water ]1.00|
s: |1 l
Wells |100 \Somewhat I|m|ted L[)Somewhat Illmned | |Very limited |
| | Seepage | ||0 70| P|p|ng 92 | Deep to water [1.00 |
| | I | |
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SANITARY FACILITIES
Ellsworth County, Kansas

Sanitary Facilities

The following tables show the degree and kind of soil limitations that affect segtic tank absorption fields, sewage
lagoons, sanitary landfills, and daily cover for landfill. The ratings are both verbal and numerical. Rating class
terms indicate the extent to which the soils are limited by all of the soil features that affect these uses. Not
limited indicates that the soil has features that are very favorable for the specified use. Good performance and
very low maintenance can be expected. Slightly limited indicates that the soil has features that are favorable for

the specified use. The limitations are minor and can be easily overcome. GoodJaerformance and low maintenance can

be expected. Somewhat limited indicates that the soil has features that are moderately favorable for the specified
use. The limitations can be overcome or minimized by special planning, design, or installation. Fair performance
and moderate maintenance can be expected. Very limited indicates that the soil has one or more features that are
unfavorable for the specified use. The limitations generally cannot be overcome without major soil reclamation,
special design, or expensive installation procedures. Poor performance and high maintenance can be expected.

Numerical ratings in the tables indicate the severity of individual limitations. The ratings are shown as decimal
fractions ranging from 0.00 to 1.00. They indicate gradations between the point at which a soil feature has the
greatest negative impact on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

Septic tank absorption fields are areas in which effluent from a septic tank is distributed into the soil through
subsurface tiles or perforated pipe. Only that part of the soil between depths of 24 and 60 inches is evaluated.
The ratings are based on the soil properties that affect absorption of the effluent, construction and maintenance
of the system, and public health. Permeability, depth to a water table, ponding, depth to bedrock or a cemented
pan, and flooding affect absorption of the effluent. Stones and boulders, ice, and bedrock or a cemented pan
interfere with installation. Subsidence interferes with installation and maintenance. Excessive slope may cause
lateral seepage and surfacing of the effluent in downslope areas.

Some soils are underlain by loose sand and gravel or fractured bedrock at a depth of less than 4 feet below the
distribution lines. In these soils the absorption field may not adequately filter the effluent, particularly when
the system is new. As a result, the ground water may become contaminated.

Sewage lagoons are shallow ponds constructed to hold sewa%e while aerobic bacteria decompose the solid and liquid
\ . ) L surro by cut slopes or embankments of compacted soil. Nearly
impervious soil material for the lagoon floor and sides is required to minimize seepage and contamination of ground

wastes. Lagoons should have a nearly level floor surrounded

water. Considered in the ratings are slope, permeability, depth to a water table, ponding, depth to bedrock or a
cemented pan, flooding, large stones, and content of organic matter.

Soil permeability is a critical property affectin? the suitability for sewage lagoons. Most porous soils eventually
become sealed when they are used as sites for sewage lagoons. Until sealing occurs, however, the hazard of
pollution is severe. Soils that have a permeability rate of more than 2 inches per hour are too porous for the
proper functioning of sewage lagoons. In these soils, seepage of the effluent can result in contamination of the
round water. Ground-water contamination is also a hazard if fractured bedrock is within a depth of 40 inches, if
the water table is high enough to raise the level of sewage in the lagoon, or if floodwater overtops the lagoon.

A high content of organic matter is detrimental to proper functioning of the lagoon because it inhibits aerobic

activity. Slope, bedrock, and cemented pans can cause construction problems, and large stones can hinder compaction

of the lagoon floor. If the lagoon is to be uniformly deep throughout, the slope must be gentle enough and the soil
material must be thick enough over bedrock or a cemented pan to make land smoothing practical.

A trench sanitary landfill is an area where solid waste is placed in successive layers in an excavated trench. The
waste is spread, compacted, and covered daily with a thin layer of soil excavated at the site. When the trench is
full, a final cover of soil material at least 2 feet thick is placed over the landfill. The ratings in the table

are based on the soil properties that affect the risk of pollution, the ease of excavation, trafficability, and
revegetation. These properties include permeability, depth to bedrock or a cemented pan, depth to a water table,
ponding, slope, flooding, texture, stones and boulders, highly organic layers, soil reaction, and content of salts
and sodium. Unless otherwise stated, the ratings apply only to that part of the soil within a depth of about 6

feet. For deeper trenches, onsite investigation may be needed.

Hard, nonrippable bedrock, creviced bedrock, or highly permeable strata in or directly below the proposed trench
bottom can affect the ease of excavation and the hazard of ground-water pollution. Slope affects construction of
the trenches and the movement of surface water around the landfill. It also affects the construction and
performance of roads in areas of the landfill.

Soil texture and consistence affect the ease with which the trench is dug and the ease with which the soil can be
used as daily or final cover. They determine the workability of the soil when dry and when wet. Soils that are
plastic and sticky when wet are difficult to excavate, grade, or compact and are difficult to place as a uniformly
thick cover over a layer of refuse.

The soil material used as the final cover for a trench landfill should be suitable for plants. It should not have

excess sodium or salts and should not be too acid. The surface layer generally has the best workability, the

highest content of organic matter, and the best potential for plants. Material from the surface layer should be
stockpiled for use as the final cover.
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SANITARY FACILITIES
Ellsworth County, Kansas

In an area sanitary landfill, solid waste is placed in successive layers on the surface of the soil. The waste is
spread, compacted, and covered daily with a thin layer of soil from a source away from the site. A final cover of
soil material at least 2 feet thick is placed over the completed landfill. The ratings in the table are based on

the soil properties that affect trafficability and the risk OJ)oIIution. These Eroperties include flooding,
permeability, depth to a water table, ponding, slope, and depth to bedrock or a cemented pan.

Flooding is a serious problem because it can result in pollution in areas downstream from the landfill. If
permeability is too rapid or if fractured bedrock, a fractured cemented pan, or the water table is close to the
surface, the leachate can contaminate the water supply. Slor)e is a consideration because of the extra grading
rec*uired to maintain roads in the steeper areas of the landfill. Also, leachate may flow along the surface of the
soils in the steeper areas and cause difficult seepage problems.

Dai[ljy cover for landfill is the soil material that is used to cover compacted solid waste in an area sanitary
landfill. The soil material is obtained offsite, transported to the landfill, and spread over the waste. The

ratings in the table also apply to the final cover for a landfill. They are based on the soil properties that

affect workability, the ease of digging, and the ease of moving and spreading the material over the refuse daily
during wet and dry periods. These properties include soil texture, depth to a water table, ponding, rock fragments,
slope, depth to bedrock or a cemented pan, reaction, and content of salts, sodium, or lime.

Loamy or silty soils that are free of large stones and excess %ravel are the best cover for a landfill. Clayey
soils may be sticky and difficult to spread; sandy soils are subject to wind erosion.

Slope affects the ease of excavation and of moving the cover material. Also, it can influence runoff, erosion, and
reclamation of the borrow area.

After soil material has been removed, the soil material remaining in the borrow area must be thick enough over
bedrock, a cemented pan, or the water table to permit revegetation. The soil material used as the final cover for a
Iangfill should be suitable for plants. It should not have excess sodium, salts, or lime and should not be too

acid.
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SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The numbers in the
value columns range from 0.01 to 1.00. The larger the value, the greater
the potential limitation. See text for further explanation of ratmgs in

this table.)
[T [ |
Map symbol Pct | Septic tank | Sewage lagoons |
and soil name | of | absorption fields | |
map | | [
unit| | | |
Rating class and [Value] Rating class and [Value]
limiting features | | limiting features | |
[ | [
113LH: (| | |
Lancaster———-——-——-—— | 60 |Very limited | [Very limited |
Depth to bedrock |1 00| Depth to soft |1.00 |
bedrock |
Restricted 0.50 | Slope 1.00 |
permeability |
Slope |O 04 | Seepage 10.50 |
Hedville-——————————- Very limited Very limited |
Depth to bedrock |1.00 | Depthto hard |1.00 |
| bedrock |
Slope |0.04 | Slope 11.00 |
113WB: | | |
Wells |100 [Somewhat limited | ~ |Somewhat limited | |
Restrlcted 10.50 | Seepage 10.50 |
permeability | |
| Slope |O 00
159Cs: | é
Crete——————————————— |200 |Very limited | |Somewhat limited | |
Restricted |11.00 | Seepage 10.32]
permeability | |
| Slope |O 00
159CT: | ] é
Crete——————————————- |200 |Very limited | |Somewhat limited | |
Restricted |11.00 | Seepage 10.32]
permeability | |
|~ | Slope 10.00
159LA: |
Lancaster——————--————-— 1100 | Ver{ imited |Very limited |
Depth to bedroc |1 00| Depth to soft [1.00 |
bedrock
Restricted 0.50 | Seepage 10.50 |
permeability | |
| Slope 10.00
159LC: [ | |
Lancaster——————--———-— |1100 |Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to soft |1.00 |
bedrock
Restricted 0.50 | Slope 0.67 |
permeability | |
| | Seepage 0.50 |
159SM: | ] | |
Smolan-—-————-—————- | 90 |Very limited | |Somewhat limited | |
| Restricted |11.00 | Slope ’0.00 |
permeability | | |
167HC: I . (! -
Harney——-——————————— 1200 |Very limited | |Somewnhat limited | |
Restricted |11.00 | Slope 0.67 |
permeability | |
|” | Seepage 0.50 |
167WC: I ] o
Wakeen——————————————| L 00 |Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to soft = |1.00 |
\ bedrock
Restricted 0.50 | Slope 0.67 |
permeability | |
Seepage 0.50 |
169CX: | |
Crete——————————————- | 60 |Very limited | |Somewhat limited | |
Restricted |11.00 | Slope 0.67 |
permeability | |
| Seepage 0.32]
Wells | 40 |Somewhat limited | (gSomewhat limited | |
Restricted |10.50 | Slope 67 |
permeability | |
| Seepage 0.50 |
AED: |
Arents, EarthlenlDam—|100 |Not rated | |Not rated |
Ar: I | ] o -
Armo————————————————| 1100 |Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Slope 0.67 |
permeability | |
| | Seepage 0.50 |
Au: [ [ ] -
Armo————————————————| 1100 |[Somewhat limited | |Very limited |
Restricted 10.50 | Slope 1.00 |
permeability |
b | Slope 10.37 | Seepage 10.50 |
Ch:
Cass 1100 |Very limited | |Very limited |
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SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The numbers in the
value columns range from 0.01 to 1.00. The larger the value, the greater
the potential limitation. See text for further explanation of ratmgs in

this table.)
[T [ |
Map symbol Pct | Septic tank | Sewage lagoons |
and soil name | of | absorption fields | |
map | | [
unit| | | |
Rating class and [Value] Rating class and [Value]
limiting felatures | | limiting features | |
) ’ J I
Flooding 1.00 | Flooding 11.00 |
Filtering |1.00 | Seepage |2.00 |
capacity | | [
Cd: |
Crete——————————=————— |200 |Very limited | |Somewhat limited | |
Restricted |11.00 | Seepage 10.50 |
q | |permeabilit}i || | | || |
Ed:
Edalgo———————————— 1100 |Very limited | [Very limited |
Restricted |11.00 | Depth to soft [1.00 |
permeability | | bedrock |
h | |Depth to bedroclk |1.00 | Slope | 10.67 |
Eh:
Edalgo———————————— | 55 |Very limited | |Very limited |
Restricted |11.00 | De th to soft |1.00 |
permeability | | bedr |
Depth to bedrock |1 00 | Slope 12.00 |
Slope 0.3
Hedville———————————- | 45 |Very Ilmned | |Very limited |
Depth to bedrock |1.00 | Depthto hard |1.00 |
bedrock
Slope |0.63 | Slope 1.00
Content of large |0.00 |
stones |
Ev: | ]
Edalgo———————-———-— | 60 |Very limited | |Very limited (.|
Restricted 11.00 | D%Fth to soft |1.00 |
permeability | |
Depth to bedrock |1 00| Slope 11.00 |
Slope
Hedville———————————- | 40 |Very Ilmlted | |Very limited |
Depth to bedrock |1.00 | Depthto hard |1.00 |
bedrock
Slope |1.00 | Slope 1.00 |
Content of large |0.00 |
stones |
Gb: I | | - .
Geary————-— —————————= 100 |[Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Seepage 0.50
permeability | | |
| Slope 10.00
Gc: | ]
Geary————-— —————————= 100 |Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Slope .67 |
permeability | |
Hb O | | Seepage 0.50 |
Harney————-————————- 1100 |Very limited | |Somewhat limited | |
Restricted |11.00 | Seepage 10.50 |
permeability | | |
| | Slope 10.00
He: |1
Harney—————————————- 65 |Very limited |Somewhat limited | |
Restricted |11. 00| Seepage 10.50 |
permeability | |
Slolf) 10.33
Wakeen———————=——————| 35 |Very limited | |Very limited | ]
Depth to edrock |1 00| Depth to soft |1.00 |
| | bedrock
Restricted 10.50 | Seepage 10.50 |
permeability | |
|~ | Slope 10.33
Hm: I LT .
Harney————————————— | 70 |Very limited Somewhat limited | |
Restricted |11.00 | Seepage 10.50 |
permeability | |
| Slope 10.33
Wells | 30 |Somewhat limited | |Somewhat limited | |
Restrlcted 10.50 | Seepage 10.50 |
permeability | | |
| Slope 10.33
Ho: |
Hord——————-————————- 100 |Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Seepage 0.50
permeabilit | |
Hr:
Hord——-—-——-———————- 1100 |Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Seepage
permeability | | |
Flooding 10.40 | Flooding 10.40 |
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SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The numbers in the
value columns range from 0.01 to 1.00. The larger the value, the greater
the potential limitation. See text for further explanation of ratmgs in

this table.)
[T [ |
Map symbol Pct | Septic tank | Sewage lagoons |
and soil name | of | absorption fields | |
map | | [
unit| | | |
Rating class and [Value] Rating class and [Value]
limiting felaturels | | limiting features | |
e || |I | | || I|
Jansen————————————— lOO Very limited | |Very limited |
Filtering 1 00| Seepage |11.00 |
capacity | |
Restricted |O.50 | Slope ’0.09 |
Lh | Ipermeabilit)ll || |
Lancaster——————--————- | 60 |Very limited Very limited |
Depth to bedrock |1.00 | Depth to soft |1.00 |
bedrock
Restricted 0.50 | Slope 1.00 |
permeability |
Slope |0.00 | Seepage 10.50 |
Hedville———————————- | 40 |Very limited ? |Very limited |
Depth to bedrock |1.00 | Depth to hard 12.00 |
bedrock
Slope |0.63 | Slope 1.00
Content of large |0.00 |
stones |
LHH: |
Lancaster——————-————— | 60 |Very limited | [Very limited |
Depth to bedrock |1 00 | Depth to soft ]1.00 |
\ bedrock |
Restricted 0.50 | Slope 1.00 |
permeability
Slope |0.00 | Seepage 10.50 |
Hedville———————————- | 40 |Very limited |Very limited |
Depth to bedrock |1.00 | Depthto hard [1.00 |
| bedrock
Slope |0.63 | Slope 1.00 |
| Seepage 10.50 |
M-W: || | ] | ]
M|scel|aneotisvl\/ater—|100|l|\lot|rated |I |l|\|otrated ||
Mob: I [l ] -
Mccook—————————————- 1100 |Very limited | |Very limited (.|
Flooding 11.00 | Flooding |11.00
Restricted 10.50 | Seepage 10.50 |
permeability | | |
Mc: I | ] -
Mccook—————————————- |100 |Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Seepage 10.50
permeability | | |
‘ | |Flooding | |0|.40| FIoodiTg | 10.40 |
Mf:
Mccook—————————————— 1100 |Very limited | |Very Ilmlted |
Flooding 11.00 | Flooding 1.0
Restricted |11.00 | Depth to 1. OO
permeability | | saturated zone | |
Depth to |1.00| Seepage ’0.50 |
saturated zone | |
Mn: |
Meadin—————--——————- |100 |Very limited | |Very limited |
Filtering |11.00 | Seepage 11.00 |
capacity | |
Slope |0 04| Slope 1.00 |
Nw: |
Nibson———-————=———— Very limited | |Very limited |
Depth to be rock|1 00| Depth to soft |1.00 |
bedrock |
Slope |l 00| Slope 11.00 |
| Seepage 0.50
Wakeen—————————————- 45 |Very limited Very limited |
Depth to bedrock |1.00 | Depth to soft” |1.00 |
| bedrock |
Slope 10.84 | Slope 11.00 |
Restricted 10.50 | Seepage 10.50 |
permeability | | |
Rb: |
Roxbury———————=————- |100 |[Somewhat limited | |Somewhat limited | |
Restricted 10.50 | Seepage 0.50 |
permeability $ | |
; | IFlooding | ||.40| Floodilng | 10.40 |
Rf:
Roxbury———————=————- |1100 |Very limited | |Very limited |
Flooding 11.00 | Flooding 12.00 |
Restricted 10.50 | Seepage 10.50 |
permeability | | |
To: I | ] .
Tobin—————==———————- 1100 |Very limited | |Very limited |
KS-FOTG NOTICE: 275 KS-NRCS Jan uary 2002

Section Il : Non—Agricultural Interpretations



PAGE 6of 9

SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does
not eliminate the need for onsite investigation. The numbers in the
value columns range from 0.01 to 1.00. The larger the value, the greater
the potential limitation. See text for further explanation of ratings in

this table.)
[T [ |
Map symbol Pct | Septic tank | Sewage lagoons |
and soil name | of | absorption fields | |
map | |
unit| | | |
Rating class and [Value] Rating class and [Value]
limiting features | | limiting features | |
T ’ J I
Flooding 1.00 | Flooding 12.00 |
Restricted 10.50 | Seepage 10.50 |
| Ipermeability || | | || |
W:
Water—-—-- I__T ——————— |1(|)O|Notrated | |I |Not rated |
wr: | ] ] -
Wells |100 [Somewhat limited | |Somewhat limited | |
Restricted ~ [0.50 | Seepage 10.50 |
permeability | |
| | Slope 10.00
Ws: I | - .
Wells |100 |[Somewhat limited | |Somewhat limited | |
Restricted  [0.50 | Slope 0.67 |
permeability | |
| || Seepage 0.50 ||

KS-FOTG NOTICE: 275 KS-NRCS Jan uary 2002
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SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need

for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T | I |
Map symbol Pct| Trench sanitary Area sanitary cl Daily cover for |
and soil name | of | landfill | andfill | landfill |
map | | |
unit| | | | | |
Rating class and [Value| Rating class and [Value[ Rating class and [Value]
limiting f(Taturels | | limiting features | I | I|m||t|ng features | | I
[T ] [ f []
113LH: I | [
Lancaster——————————— | 60 |Very limited | [Very limited |Very limited |
Depth to bedrock |1. OOé Depth to bedrock [1.00 | Depth to bedrock 11. 00 |
Seepage I lope 10. 04 | Too clayey 0.50
Too clayey 0.50 | | Slope 10.
Slope 10.04 |
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited
Depth to bedrock |1. OOé Depth to bedrock |1.00 | Depth to bedrock 1. 00 |
Seepage |1 00| Slope 10.04 | Slope 10.04 |
Slope [0.04 | |
113WB: I e I T I .
Wells |200 |Not limited | INot limited | INot limited |
159Cs: | | |
Crete——————————————- |200 |Very I|m|ted | |Not limited | |Very limited ||
Too clayey |11.00 | | Too clayey 11.00 |
| | Hard to compact [1.00 |
159CT: I | | I -
Crete—————————=————— |200 |Very I|m|ted | |Not limited | |Very limited |
Too clayey |11.00 | | Too clayey 11.00 |
| | Hardto compact |1.00 |
159LA: | ,
Lancaster——————-————— |100 |Ver imited | |Very limited | [Very limited
Depth to bedrocl |1 00 | Depth to bedrock |1.00 | Depth to bedrock |1 00 |
Seepage .00 | | F
159LC: | | |
Lancaster-——-—-——-—- |100 |VerK imited |Very limited | |Very limited |
Depth to bedroc |l 00 | Depth to bedrock |1.00 | De th to bedrock [1.00 |
Seepage | F
159SM: | | | |
Smolan————————————— | 90 |Very I|m|ted | |Not limited | |Very limited |
| Too clayey |11.00 | | Too clayey 12.00 |
| | Hard to compact |1.00 |
167HC | | | I
Harney————-————-————- 1100 |Not limited | |Not limited | |Not limited ||
167WC: Il |1 [
Wakeen—————————————— 100 [Very limited | |Very limited L ery limited |
Depth to edrock |l 00| Depth to bedrock |1.00 | Dept to bedrock |11.00 |
Seepage Too clayey
Too clayey 0.50 |
169CX: | | |
Crete——————————————— | 60 |Very limited |~ |Not limited | |Very limited |
Too clayey 11.00 | | | Too clayey 11.00 |
Hard to compact |1.00 |
Wells | 40 |[Somewhat limited |  |Not limited | |Somewhat limited | |
| || TIOO clayey | |0i50 | | Too clayey 10.50 |
AED:
Arents, Earthen Dam-|100 |Not rated | \Not rated | Not rated ||
Ar: | | | | | | | |
Armo———————————————— 1100 |Somewhat limited | |Not limited |Somewhat limited
| | | |Too clayey | |? 50| | | | Too clayey 0.50
Au:
Armo————————————————| 1100 |Somewhat limited | |Somewhat limited | |Somewhat limited |
| Too clayey 10.50 | Slope |O 37| Too clayey 10.50
b Slope 10.37 | | || | Slope 10.37|
Cass 1100 |Very limited | |Very limited | |Somewhat limited | |
Flooding |11.00 | Flooding |11.00 | Seepage 10.50 |
g Seepage |1.00 | Seepage 11.00 | [
Cd:
Crete——————————————- |100 |Somewhat limited |  |Not limited | |Very limited |
Too clayey 10.50 | | Hard to compact 1.00 |
q ¥ | | | | | | |Too clayey 10.50 |
Ed:
Edalgo———————————— 1100 |Very limited | |Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock [1.00 |
Too clayey 1.00 Too clayey 11.00 |
h |Seepage |1.00 Hard to compact |1.00 |
Eh:
Edalgo———————————— | 55 |Very limited | |Very limite | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock |1.00
Too clayey 1.00 | Slope 10.37 | Too clayey 11.00 |
Seepage .00 | | Hard to com@act 12.00 |
Slope 10.37 | | Slope
Hedville———————————- | 45 |Very limited | |Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock [1.00 |
Seepage |1.00 | Slope 10.63 | Slope 10.63
Slope | 10.63 | | | Gravel content ]0.00 |
Ev:
Edalgo—————————————- | 60 |Very limited | |Very limite | |Very limited |
| | Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock |1.00
Too clayey |11.00 | Slope |11.00 | Too clayey 11.00 |
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SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need

for onsite investigation. The numbers in the value columns range

9

from 0.01 to 1.00. The

larger the value, the greater the potential limitation. See text for further explanation of

ratings in this table. )

KS-FOTG NOTICE: 275
Section Il : Non—Agricultural Interpretations

KS-NRCS Jan

[T | I |
Map symbol Pct| Trench sanitary Area sanitary cl Daily cover for |
and soil name | of | landfill | andfill | landfill |
map | | |
unit| | | | | |
Rating class and [Value| Rating class and [Value[ Rating class and [Value]
limiting feiaturels| | limiting features | |I|m||t|ng features | |
] [T [
Slope |1.00 | | | Slope 11.00 |
. Seepage |2.00 | ’ Hard to compact |1.00 |
Hedville———————————- | 40 |Very limited | |Very limited |Very limited |
Depth to bedrock |1.00 | Depth to bedrock )1 .00 | Depth to bedrock [1.00 |
Slope |1.00 | Slope 11. 1.00 |
b | |Seepage | ||1.00| | | Gravel content 10.00 |
Gb:
Geary———————————————| 1100 |Somewhat limited |  |Not limited | |Somewhat limited | |
| | Too clayey |(I) 50| U | | Too claye 10.50 |
Gc:
Geary——————————————-| 1100 |Somewhat limited |  |Not limited | |Somewnhat limited | |
Hb | | Too clayey 10.50 | | | Too claye 10.50 |
Hairney —————————————— 1100 |[Somewhat limited , Not limited | |Very limited ||
Too clayey 10.50 | Hard to compact 11.00 |
O | | | Too clayey 50 |
He:
Harney——-—--—-—————- | 65 |Somewhat limited |  |Not limited | [Very limited |
| Too clayey 10.50 | | Hard to compact |1.00 |
| | Tooclayey ]0.50] o
Wakeen———————=—————-| 35 |Very limited | |Very limited |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock [1.00 |
| |Seepage | :I].OO| F
Hm:
Harney—————————————- | 7 |Somewhat Irmned ‘ |Not limited | |Very limited |
| | Too clayey 10.50 | | Hard to compact [1.00 |
L (| Too clayey 050
Wells o | 30 Not|I|m|ted Not limited |N0t||m|ted |
Ho:
Hord———————l——l— —————— |10(|) |Not limited | |Not limited | |Not limited |
Hr:
Hord—————————————- ——[100 [Somewhat limited | |Somewhat limited |Not limited [
|| ||Floodlng | |(?.40| Flood|rg | 10.40 | - |
Jc:
Jansen—————————————— 1100 |Very limited | |Very limited | |Very I|m|ted [
| | Seepage |1.00 | Seepage |11.00 | Too Sandy 11.00 |
L | |Too Sandy | ||1.00| | | Seepage |1.00
Lancaster——————--————-— | 60 |Very limited Very limited |Very limited | ]
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock |1.00 |
Seepage |1.00 | Slope 10.00 | Slope 10.00 |
, Slope 10.00 | - -
Hedville———-———————- | 40 |Very limited | [Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |11.00 | Depth to bedrock [1.00 |
Seepage |1.00 | Slope 10.63 | Slope 10.63 |
Slope 0.63 | | | Gravel content |0.00 |
LHH: (| ’
Lancaster-——-—-——-—— | 60 |Very limited | [Very limited |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock [1.00 |
Seepage 1.00 | Slope 10.00 | Too clayey 0.50 |
Too clayey 0.50 | | Slope 10.00
. Slope 10.00 |
Hedville———————————- | 40 |Very limited | [Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock [1.00 |
Seepage |1 00| Slope 10.63| Slope 10.63 |
] Slope 10.63 | [ |
M-W: | | . [ ] [
Miscellaneous Water—|100 |Not rated |I |l|\lot rated | || |Not rated |
Mb: N o -
Mccook——-——————-————|100 |Very limited |  [Very limited | |Not limited |
M | || |Floodmg | lli00| Flooding | 12.00 | |
c:
Mccook—————————————- 100 |Somewhat limited | |Somewhat limited |Not limited |
" || ||Flooding | |0|.40| Floodirllg | 10.40 | |
MF:
Mccook———————-——-———|100 |Very limited ~ | [Very limited | |Somewnhat limited | |
Flooding 1.00 | Flooding |11.00 | Depth to 10.96 |
| | saturated zone | |
Depth to 1.00 | Depth to 11.00 | (.
| saturated zone | | saturated zone | | |
Mn:
Meadin—-——-—==——=———— |200 |Very limited | |Very limited |Very limited |
Seepage |1.00 | Seepage |1.00 | Too Sandy 11.00 |
Too Sandy |1.00| Slope |0.04 | Seepage 11.00 |
Slope 10.04 | | Gravel content [0.77 |
N ! | | | | | Slope 10.04 |
w:
Nibson———-—————————— | 55 |Very limited | |Very limited | |Very limited |
Depth to bedrock |1.00 | Depth to bedrock |l 00 | Depth to bedrock |11.00
Seepage |1 00| Slope |11.00 | Slope |11.00 |
Slope [1.00 | [ |
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SANITARY FACILITIES--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.01 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

I I
Map symbol Pct | Trench sanitary Area sanitary cl _ Daily cover for |
and soil name | of | landfill | andfill | landfill |
map | | |
un|t| | I | |
Ratmg class and [Value] Rating class and [Value] Rating class and [Value]
limiting features| | limiting features | | limiting features |
1 l ] | | | [ | :
Wakeen———————=——————| 45 |Ver limited | |Very limited | |Very limited | ]
Depth to bedrock |1.00 | Depth to bedrock |1 00| Depth to bedrock |11.00 |
Seepage |1 00| Slope 10.84 | Slope 10.84 |
o | Slope ™ 084] n N
Rdxbury———————————_——|100 |Somewhat limited | |Somewhat limited | [Not limited |
Rt || |IFIood|ng |(|).40| Flood||ng | 10.40 | - | ]
bebury ————————————— |1200 |Very limited | |Very limited | |Not limited |
T | | | |Floodlng | |11.00 | Flooding |12.00 | |
0:
Tobin————————=—————- 1100 |Very limited | |Very limited | INot limited |
| | | IFlooding | |l|.00| FIoodiTg | 12.00 | | | ]
W:
Water————- I__T ——————— |1(|)O “T‘Ot rated | | | |Not rated| | | |Not rated |
I [ | |1 [
Wells ) |1200 No?limited ’ lNot limited |Not limited |
s:
Wells |100 |[Somewhat limited |  |Not limited | |Somewhat limited | |
| | Too clayley | 10.50 | [ |Too cl.l':lyey 10.50 | | |
KS-FOTG NOTICE: 275 KS-NRCS Jan
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AGRICULTURAL WASTE MANAGEMENT
Ellsworth County, Kansas

The nature of the soil is also important in the application of organic wastes and wastewater to land as fertilizers
and irrigation,; it is also important when the soil is used as a medium for treatment and disposal of these wastes.
Favorable soil properties are required to prevent environmental damage.

The use of organic wastes and wastewater as production resources will result in energy conservation, prevent the
waste of these important resources, and prevent problems associated with their disposal. Where disposal is the

goal, and a maximum amount is disposed in a minimum area to hold costs to a minimum, risk of environmental damage
is the principal constraint. Where the reuse goal is pursued, and a minimum amount is applied to a maximum area to
obtain the greatest benefit, environmental damage is unlikely.

Interpretations developed for waste management may include ratings for (1) manure and food processing wastes; (2)
municipal sewage sludge; (3) irrigation use of wastewater; or (4) treatment of wastewater by the slow rate process,
overland flow process, or rapid infiltration process. If available, these should be located in this subsection.

Soil properties are important considerations in areas where soils are used as sites for the treatment and disposal
of organic waste and wastewater. Selection of soils with properties that favor waste management can help to prevent
environmental damage.

The Ag-Waste tables show the degree and kind of soil limitations affecting the treatment of agricultural waste,
including municipal and food—-processing wastewater and effluent from lagoons or storage ponds. Municipal wastewater
is the waste stream from a municipality. It contains domestic waste and may contain industrial waste. It may have
received primary or secondary treatment. It is rarely untreated sewage. Food—processing wastewater results from the
preparation of fruits, vegetables, milk, cheese, and meats for public consumption. In places it is high in content

of sodium and chloride. In the context of these tables, the effluent in lagoons and storage ponds is from

facilities used to treat or store food—processing wastewater or domestic or animal waste. Domestic and food—
Processmg wastewater is very dilute, and the effluent from the facilities that treat or store it commonly is very

ow in content of carbonaceous and nitrogenous material; the content of nitrogen commonly ranges from 10 to 30
milligrams per liter. The wastewater from animal waste treatment lagoons or storage ponds, however, has much higher
concentrations of these materials, mainly because the manure has not been diluted as much as the domestic waste.
The content of nitroEen in this wastewater generally ranges from 50 to 2,000 milligrams per liter. When wastewater

is applied, checks should be made to ensure that nitrogen, phosphorus, heavy metals, and salts are not added in
excessive amounts.

The ratings in the tables are for waste management systems that not only dispose of and treat organic waste or
wastewater but also are beneficial to crops (application of manure and food—processing waste, application of sewage
sludge, and disposal of wastewater by irrigation)and for waste management systems that are designed only for the
purpose of wastewater disposal and treatment (overland flow of wastewater, rapid infiltration of wastewater, and
slow rate treatment of wastewater).

The ratings are both verbal and numerical. Rating class terms indicate the extent to which the soils are limited by
all of the soil features that affect agricultural waste management. Not limited indicates that the soil has

features that are very favorable for the specified use. Good performance and very low maintenance can be expected.
Slightly limited indicates that the soil has features that are generally favorable for the specified use. The

limitations are minor and can be easily overcome. Good performance and low maintenance can be expected. Somewhat
limited indicates that the soil has features that are moderately favorable for the specified use. The limitations

can be overcome or minimized by special planning, design, or installation. Fair performance and moderate

maintenance can be expected. Very limited indicates that the soil has one or more features that are unfavorable for

the specified use. The limitations generally cannot be overcome without major soil reclamation, special design, or
expensive installation procedures. Poor performance and high maintenance can be expected.

Numerical ratings in the tables indicate the severity of individual limitations. The ratings are shown as decimal
fractions ranging from 0.00 to 1.00. They indicate gradations between theg)omt at which a soil feature has the
greatest negative impact on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

Application of manure and food—processing waste not only disposes of waste material but also can improve crop
production b%/ increasing the supply of nutrients in the soils where the material is a;y)lied. Manure is the
excrement of livestock and poultry, and food—processing waste is damaged fruit and vegetables and the peelings,
stems, leaves, pits, and soil particles removed in food preparation. The manure and food-processing waste are
either solid, slurry, or liquid. Their nitrogen content varies. A high content of nitrogen limits the application

rate. Toxic or otherwise dangerous wastes, such as those mixed with the lye used in food processing, are not
considered in the ratings.

The ratings are based on the soil properties that affect absorption, plant growth, microbial activity, erodibilit%/,
the rate at which the waste is applied, and the method by which the waste is applied. The properties that affect
absorption include permeability, depth to a water table, ponding, the sodium adsorption ratio, depth to bedrock or
a cemented pan, and available water capacity. The properties that affect plant growth and microbial activity
include reaction, the sodium adsorption ratio, salinity, and bulk density.The wind erodibility group, the soil
erodibility factor K, and slope are consideredin estimating the likelihood that wind erosion or water erosion will
transport the waste material from the application site. Stones, cobbles, a water table, ponding, and flooding can
hinder the application of waste. Permanently frozen soils are unsuitable for waste treatment.

Application of sewage sludge not only diSﬂoses of waste material but also can improve crop production by increasing
the supply of nutrients in the soils where the material is applied. In the context of this table, sewage sludge is

the residual product of the treatment of municipal sewage. The solid component consists mainly of cell mass,
primarily bacteria cells that developed during secondary treatment and have incorporated soluble organics into

their own bodies. The sludge has small amounts of sand, silt, and other solid debris. The content of nitrogen

varies. Some sludge has constituents that are toxic to plants or hazardous to the food chain, such as heavy metals
and exotic organic compounds, and should be analyzed chemically prior to use.
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The content of water in the sludge ranges from about 98 percent to less than 40 percent. The sludge is considered
liquid if it is more than about 90 percent water, slurry if it is about 50 to 90 percent water, and solid if it is
less than about 50 percent water.

The ratings in the table are based on the soil properties that affect absorption, plant growth, microbial activity,
erodibility, the rate at which the sludge is applied, and the method by which the sludge is applied. The properties
that affect absorption, plant growth, and microbial activity include permeability, depth to a water table, ponding,
the sodium adsorption ratio, depth to bedrock or a cemented pan, available water capacity, reaction, salinity, and
bulk density. The wind erodibility group, the soil erodibility factor K, and slope are considered in estimating the
likelihood that wind erosion or water erosion will transport the waste material from the application site. Stones,
cobbles, a water table, ponding, and flooding can hinder the application of sludge. Permanently frozen soils are
unsuitable for waste treatment.

Disposal of wastewater by irrigation not only disposes of municipal wastewater and wastewater from food—processing
plants, lagoons, and storage ponds but also can improve crop production by increasing the amount of water available
to crops. The ratings in the table are based on the soil properties that affect the design, construction,

management, and performance of the irrigation system. The properties that affect design and management include the
sodium adsorption ratio, depth to a water table, ponding, available water capacity, permeability, slope, and

flooding. The properties that affect construction include stones, cobbles, depth to bedrock or a cemented pan,

depth to a water table, and ponding.

The properties that affect performance include depth to bedrock or a cemented pan, bulk density, the sodium
adsorption ratio, salinity, reaction, and the cation—exchange capacity, which is used to estimate the capacity of a
soil to adsorb heavy metals. Permanently frozen soils are not suitable for disposal of wastewater by irrigation.

See the National Soil Handbook, September 1992, Part 620, for criteria used in rating soils for sanitary facilities
and waste management.
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AGRICULTURAL WASTE MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T | I
Map symbol Pct| Application of | Application Disposal of |
and soil name | of | manure and food- | of sewage sludge | wastewater |
map| processing waste | by irrigation |
unit| | I | |
Rating class and [Value| Rating class and [Value[ Rating class and [Value]
limiting f(Taturels | | limiting features | I | I|m||t|ng features | | I
[T ] [ f []
113LH: I A | [ -
Lancaster——————————— | 60 [Somewhat limited | |Somewhat limited | [Very limited |
Depth to bedrock |0.29 | Depth to bedrock |0.29 | Too steep for |1.00 |
surface |
application |
Slope |0.04 | Too acid 0.14 Depth to bedrock |0.29 |
Too acid 0.03 | Slope 0.04 | Too steep for ]0.22 |
sprinkler |
application | |
Droughty 10.01 | Droughty 10.01| Too amd 10.14 |
|" ] Droughty 0.0
Hedville———————————- | 40 |Very limited | |Very limited | |Very limited
Depth to bedrock |1.00 | Depth to bedrock |1.00 | Depth to bedrock 1. 00 |
Droughty |11.00 | Droughty ’ 00‘ Droughty
Runoff limitation|0.40 | Slope 0.04| Too steepfor |l 00|
r surface |
application | |
Slope 10.04 | | | Too steepfor ]0.22 |
| | sprinkler |
application | |
113WB: | | |
Wells |100 [Somewhat limited | |Somewhat limited | |Somewhat limited | |
| | Too acid 0.03 | Too acid 10.14 | Too acid 14|
159Cs: |
Crete——————————————~ |100 |[Somewhat limited | |Somewhat limited | |Somewhat limited | |
Restricted 10.89 | Restricted |0. 78 | Restricted 0.78 |
permeability | | permeability permeability | |
oc | T(l)o acid O.lll | Too acid | 0.42 | Too| acild |0.42 |
159CT:
Crete——————————————~ |100 [Somewhat limited | |Somewhat limited | |Somewhat limited | |
Restricted 10.89 | Restricted |0. 78 | Restricted 0.78 |
permeability | | permeability permeability | |
0 | T(l)o acid ||O.1|1| Too acidI | 0.42| Totl) aclid |0.42 |
159LA:
Lancaster——————————— |100 |[Somewhat limited |Somewhat limited | |Somewhat limited | |
| Depth to bedrock |[0.06 | Too aC|d | Too acid 10.14 |
150LC Too acid 0. 0|3| Depth tolbedrock 0.06 Depth to bedrock |0.06 |
Lancaster——————--————-— |100 |[Somewhat limited | |Somewhat limited |Somewhat limited | |
Depth to bedrock |0.46 | Depth to bedrock |0.46 | Depth to bedrock |0.46 |
Droughty 10.09 | Too acid #0.14| Too steep for ]0.31
surface |
application | |
Too acid 0.03 | Droughty 10.09 | Too acid 10.14 |
| ? Droughty 0.09|
159SM: | | |
Smolan————————————— | 90 |Very limited | |Very limited | [Very limited (.|
Restricted |11.00 | Restricted 11.00 | Restricted 12.00 |
permeability | | permeability | | permeabilty | |
167HC: I | | o |1 .
Harney—————————————- |1100 |[Somewhat limited | |Somewhat limited | |Somewhat limited | |
Restricted 10.30 | Restricted 10.22 | Too steep for 10.31 |
permeability | | permeability | | surface |
application | |
Restricted 0.22 |
permeability | |
167WC: I L1 ] [ ] -
Wakeen———————=——————| 100 |Somewhat limited L |Somewhat limited | |Somewhat limited | |
Depth to bedrock |0.35 | Depth to bedrock LO.SS | Depth to bedrock |0.35 |
Too steep for 10.31 |
surface |
application
169CX | |
Crete——————————————- | 60 |Somewhat limited | |Somewhat limited | |Somewhat limited | |
Restricted 10.89 | Restricted 10.78 | Restricted 10.78 |
permeability | | permeability ’ permeability | |
Too acid 0.11| Too acid 0.42| Too acid 10.42 |
Too steep for ]0.31 |
surface |
application | |
Wells | 40 |[Somewhat limited | ~ |Somewhat limited | |Somewhat limited | |
Too aC|d 0.03| Too acid 0.14 | Too steep for [0.31 |
surface |
application | |
Too acid 10.14 |
AED: I | || \ | | i
Arents, Eartf;enlDam—llOO |l|\|0t|rated || ll\lot rated D Not rated [
KS-FOTG NOTICE: 275 KS-NRCS January 2002
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AGRICULTURAL WASTE MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table. )

[T | I
Map symbol Pct| Application of | Application Disposal of |
and soil name | of | manure and food- | of sewage slu | wastewater |
map| processing waste | by irrigation |
unit| | I | |
Rating class and [Value| Rating class and [Value[ Rating class and [Value]
limiting f(Taturels | | limiting features | I | I|m||t|ng features | | I
Ar: I [ T B o
Armo———————————————— 1100 |Not limited | |Not limited ’Somewhatllmlted |
Too steep for 0. 3
surface |
application | |

Au: I | ] . .

Armo———————————————— 1100 |[Somewhat limited | |Somewhat limited | |Very limited |
Slope 10.37 | Slope 10.37 | Too steep for ]1.00 |

surface |
application | |
Too steep for  10.59 |
sprinkler |
application | |

Cb: | | | | - -

Cass 1100 |Very limited | |Very limited | |Very limited |
Filtering |11.00| Flooding |11.00 | Filtering |11.00 |
capacity | | capacitY [

Flooding 0.60 | Filtering |11.00 | F oodin? 10.60 |

. g | | capacity | | |

Crete——————————————— |200 |Somewhat limited | |SomewLat‘imited | |Somewhat limited | |
Restricted 10.89 | Restricted 10.78 | Restricted 10.78
permeability | | permeability permeability | |

q | |Too acid | |0|.1l| Too aclid | 0.42| Too acid |0.42 |

Ed:

Edalgo——-————-—————- 1200 |Very limited | |Very limited | |Very limited |
Restricted |11.00 | Restricted |11.00 | Restricted 11.00 |
permeability | | permeability | | permeability | |
Depth to bedrock |0.16 | Too acid 10.42 | Too acid 10.42 |
Droughty 10.11 | Depth to bedrock |0.16 | Too steep for |0.31 |

surface |
application |
Too acid 0.11 | Droughty 10.11 | Depth to bedrock |0.16 |

h ny ? | lDroughty [0.11]

Eh:

Edalgo——-————-—————- | 55 \Very limited | |Very limite | |Very limited |
Restricted |11.00 | Restricted |1.00 | Restricted 11.00 |
permeability permeability | | permeability | |
Slope 10.37 | Too acid 10.42'| Too steep for |1.00 |

surface |
application | |

Depth to bedrock |0.14 | Slope 10.37 | Too steep for ]0.59 |
sprinkler [
application | |
Droughg 10.11 | Depth to bedrock [0.14 | Too acid 0.42
Too aci 10.11 | Droughty 10.11 | Depth to bedrock |0.14
Hedville-——————————- | 45 |Very limited Very limited |Very limited |
Depth to bedrock |1.00 | Droug ty 1.00 Droughty 11.00 |
Droughty |11.00 | Depth to bedrock [1.00 | Depth to bedrock |1.00 |

Slope |0.63 | Slope 10.63 | Too steep for ]1.00 |
surface |
application | |
Runoff limitation|0.40 | Cobble content [0.12 | Too steep for ]0.77 |
sprinkler |
application | |
| Cobble contient 10.12 | | | Cobble content ]0.12 |

Ev:

Edalgo———————————— | 60 |Very limited | |Very limite | |Very limited |
Restricted |11.00 | Restricted |1.00 | Restricted 11.00 |
permeability permeability | | permeability | |
Slope |1.00 | Slope |11.00 | Too steep for ]1.00 |

surface |
application | |

Depth to bedrock |0.16 | Too acid 10.42 | Too steep for |1.00 |
sprinkler |
application | |
Droughgf |10.11 | Depth to bedrock [0.16 | Too acid 0.42
Too aci 10.11 | Droughty 10.11 | Depth to bedrock [0.16
Hedville-——————————- | 40 |Very limited | |Very Iim|ted | |Very limited |
Depth to bedrock |1.00 | Droughty 00 Droughty |11.00 |
Droughty 11. OO | Depth to bedrock |1.00 | Depth to bedrotl:k 11. OO |

Slope |1.00 | Slope 11.00 | Too steep for ]1.00
surface |
application | |
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AGRICULTURAL WASTE MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 1.00. The

larger the value, the greater the potential limitation. See text for further explanation of

ratings in this table. )

KS-FOTG NOTICE: 275
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[T | I
Map symbol Pct| Application of | Application Disposal of |
and soil name | of | manure and food- | of sewage sludge | wastewater |
map| processing waste | by irrigation |
unit| | I | |
Rating class and [Value| Rating class and [Value[ Rating class and [Value]
limiting f(Tature|s| | limiting features | |I|m||t|ng features | |
[ ] [T [
Runoff limitation|0.40 | Cobble content |0.12 | Too steep for |1.00 |
sprinkler |
application | |

b | |Cobble conttlant ||O.12| | | Cobble content ]0.12 |

Gh:

Geary——————————————-| |100 |Somewhat limited | |Somewhat limited |Somewhat limited | |

G | | Too acid 10.03 | Too acid 10.14 | Too acid 0.14 |

c:

Geary——————————————— 100 |[Somewhat limited | |Somewhat limited | |Somewhat limited | |
Too acid 0.03| Too acid |0.14 | Too steep for ]0.31 |

surface |
application | |
| Too acid |0|.l4 |

Harney—————————————— 1100 |Somewhat limited | |Somewhat limited | |Somewhat limited

| Restricted 10.30 | Restricted 10.22 | Restricted 10.22 |

H permeability | | permeability | | permeability | |

e:

Harney————-————————- | 65 |Somewhat limited | |Somewhat limited | |Somewhat limited |
Restricted 10.30 | Restricted 0.22 | Restricted 10.22 |
permeability | | permeability | | permeability | |

Too steep for 10.08 |
surface |
application | |

Wakeen—————————————— L3 |Somewhat limited | |Somewhat limited | |Somewhat limited | |
Depth to bedrock |0.46 | Depth to bedrock \{0 .46 | Depth to bedrock [0.46 |

Too steep for 10.08 |
surface |
application | |

Hm: I L - A .

Harney-——-—--—-—————- | 70 |[Somewhat limited Somewhat limited | |Somewhat limited | |
Restricted 10.30 | Restricted 0.22 | Restricted 10.22 |
permeability | | permeability | | permeability | |

Too steep for 10.08 |
surface |
application | |

Wells | 30 |[Somewhat limited |  |Somewhat limited | |Somewhat limited | |
Too aC|d 0.03| Too acid 0.14 | Too acid 10.14 |

Too steep for 10.08 |
surface |
application | |

Ho: | [ [ i, | .

Hord———————I ————————— |10(|)|Not limited | | | |Not limited | [Not limited | ]

Hr:

Hord———————————————~ 1200 |Not limited | |Somewhat limited | |Not limited |

e || II II ||Fl00dlng I(l) 0] || I

Jansen————-———————— 1100 Ve I|m|ted VEBI I|m|ted VeB/ limited |
Filtering Flltenng | F|Iter|ng .00 |
capacity capacity capacity
Too acid 0.02 | Too acid |O 07| Too acid 10.07 |

Too steep for ]0.00 |
surff;\ce_ || |
application

Lh: I L ] Iy -

Lancaster——————-————- | 60 |Somewhat limited | |Somewhat limited | |Very limited
Depth to bedrock |0.29 | Depth to bedrock |0.29 | Too steep for [1.00 |

surface |

appllcat|on | ]
Droughty 10.09 | Too aci 0.14 | Depth to bedrock |0 29|
Too acid 10.03 | Droughty 009 Too acid 10.14 |
Slope |0.00 | Slope 10.00 | Too steep for ]0.10 |

sprinkler |

application | |

Droughty 10.09 |

Hedville-——————————- | 40 |Very limited | Very I|m|ted | |Very limited |
Depth to bedrock |1.00 | Droug 00 Droughty |11.00 |
Droughty |11.00 | Depth to bedrock 1.00 | Depth to bedrock |1.00 |
Slope |0.63 | Slope 10.63 | Too steep for 00|

surface |
application |
Runoff limitation|0.40 | Cobble content [0.12 | Too steep for [0.77 |
sprinkler |
application | |
| Cobble content ]0.12 | Ll | | Cobble content ]0.12 |
LHH:
Lancaster——————————— | 60 |[Somewhat limited | |Somewhat limited | [Very limited



(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of

ratings in this
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AGRICULTURAL WASTE MANAGEMENT--Continued
Ellsworth County, Kansas

table.)

[T | I
Map symbol Pct| Application of | Application Disposal of |
and soil name | of | manure and food- | of sewage sludge | wastewater
map| processing waste | by irrigation |
unit| | I | |
Rating class and [Value| Rating class and [Value[ Rating class and [Value]
limiting features| | limiting features | |I|m||t|ng features |
[T [T [
Depth to bedrock |0.46 | Depth to bedrock [0.46 | Too steep for |1.00 |
surface |
application |
Droughgl 10.07 | Too acid 0.14 | Depth to bedrock |0 46 |
Too aci 10.03 | Droughty 0. 07 Too acid 10.14 |
Slope |0.00 | Slope 10.00 | Too steep for |0. 10 |
sprinkler |
application | |
Droughty 10.07 |
Hedville———————————- | 40 |Very limited |Very limited | |Very limited |
Depth to bedrock |1.00 | De% th to bedrock |1.00 | Depth to bedrock 1.00 |
Droughty |1 00 | Drought: |1.00 | Drought
Slope |0.63 | Slope 10.63| Too steep for |1. OO|
surface |
application | J
Runoff limitation|0.40 | L Too steep or [0.77 |
sprinkler |
| | alppllcanon | I|
Miscellaneous Water—|100 |Not rated | |Not rated | |Not rated |
Mb: |
Mccook—————————————- 1100 |[Somewhat limited | |Very limited | |Somewhat limited | |
| I| |Flooding |0i60| Flooding | |12.00 | Flooding 10.60 |
Mc:
Mccook———————=—————- 1100 |Not limited | |Somewhat limited | |Not limited |
; || |I |I ||Flooding | |O|.40| |
Mf:
Mccook—————————————- 1200 |Very limited | |Very limited | |Very limited |
Flooding 11.00 | Flooding |11.00 | Flooding 11.00 |
Restricted |11.00 | Restricted |11.00 | Restricted 12.00 |
permeability | | permeability | | permeabilty | |
Depth to |1.00| Depth to |11.00 | Depth to 11.00 |
| Isaturated zolne | | saturated zone | | saturated zone | |
Mn:
Meadin—-——-—=-——=——-— |200 |Very limited |Very limited | [Very limited |
Filtering |11.00 | Filtering 1.00 | Filtering 11.00 |
capacity | | capacity capacity |
Droughty 10.70 | Droughty 0.70 | Too steep for [1.00 |
surface |
application | |
Leaching 10.45| Too acid 10.07 | Droughty 10.70 |
limitation
Slope 0.04 | Slope 10.04 | Too steep for 10.22 |
sprinkler |
application | |
Too acid 0. 02 | | Too acid 10.07 |
Nw: (|
Nibson———-———==————— Very limited | |Very limited | |Very limited |
Depth to be rock |l 00| Depth to bedrock |1.00 | Depth to bedrock |11.00
Slope Slope |11.00 | Too steep for ]1.00 |
surface |
application | |
Droughty 10.78 | Droughty 10.78 | Too steep for |1.00 |
sprinkler |
application |
RunofflimitationlOAOL | Droughty |
Wakeen—————————————— | 45 |Somewhat limited |Somewhat limited | |Very limited |
Slope |0.84 | Slope 0.84 | Too steep for |[1.00 |
surface |
Bpllcanon |
Depth to bedrock |0.46 | Depth to bedrock |0.46 | Too steep for [0.89 |
sprinkler |
application | |
Rb | Depth to bedrock 0.46 |
Roxbury |100 |Not limited | |Somewhat limited | [Not limited
; |I ||Flooding |(|).40| | || |
Rf:
Roxbury |100 |[Somewhat Iim!ted | |Very limited | |Somewhat limited |
|| | Flooding | 10.60 | Flooding |11.007 Flooding 10.60 |
To:
Tobin——————————————~ 1100 |[Somewhat limited |  |Very limited | |Somewhat limited |
| | | Flooding |0|.60| Flooding | |11.00| Flooding 10.60 |
W:
Water———-————-—————— |1200 |Not rated | |Not rated | |Not rated
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AGRICULTURAL WASTE MANAGEMENT--Continued
Ellsworth County, Kansas

(The information in this table indicates the dominant soil condition but does not eliminate the need
for onsite investigation. The numbers in the value columns range from 0.00 to 1.00. The
larger the value, the greater the potential limitation. See text for further explanation of
ratings in this table.)

[T | I
Map symbol Pct| Application of | Application Disposal of |
and soil name | of | manure and food- | of sewage sludge | wastewater |
map| processing waste | by irrigation |
unit| | I | |
Rating class and [Value] Rating class and [Value[ Rating class and [Value]
limiting f(Taturels | | limiting features | I | I|m||t|ng features | | I
wr: | | o |oh -
Wells -|100 [Somewhat limited | |Somewhat limited | |Somewhat limited | |
| | | 'll'oo acid |0.|03 | Too acid 10.14 | Too acid 10.14 |
WSs:
Wells |100 |Somewhat limited | |Somewhat limited | |Somewhat limited | |
Too acid 0.03 | Too acid 10.14 | Too steep for ]0.31
surface |
application | |
| | Too a<|:|d | [0.14 |
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Section Il : Waste Disposal Interpretations



WIN-PST SPISP II
SOIL SENSITIVITY TO PESTICIDE LOSS RATING REPORT

Soils Data Table: SOIL KS Sort Order: MUSYM
Ellsworth County, Kansas: KS053
SPISP II Ratings

Solution Adsorbed

SURFACE Leaching Runoff Runoff

MUSYM/SEQ# COMPONENT/TEXTURE/MU% HYD KFACT DEPTH % OM (SLP) (SSRP) (SARP)
115Lh 1 LANCASTER L 60% =;= 0.28 10" 2.5% I I I
1151h 2 HEDVILLE L 40% b 0.32 15"  2.52v E E
15scs 1 cRETE STL 100% ¢ 0.37 11" 3021 i i
1sscT 1 CRETE SICL 1008 ¢ 0.37 e 3.0t1 E E
1591a 1 LANCASTER L 100% 5 0.28 12"  2.581 r o
159LC 1 LANCASTER L 100% B 0.28 6 2551 1 1
150sM 1 sworaw sicn e0% ¢ 0.37 & 3.051 5 i
1678C 1 HARNEY SICL 100% 5 0.2 7" s.0s1 1 1
167w 1 wakmEW SIL 1003 5 0.32 o 2.0%1 r o
l6scx 1 CRETE SIL 608 ¢ 0.37 1o 3061 E B
l6scx 2 weris T 405 5 0.28 13" 2.5 1 r o
AED 1 ARENTS, EARTHEN DAM 0.00 ov  o0.052 2 2

100%
ar 1 aRO T 1008 5 0.28 15" 2.081 r o
N RO L 1008 B 0.28 15" 2.081 1 1
o1 cass FsL 1005 5 0.20 13"  1.581 r o
ca1 CRETE SIL 1008 ¢ 0.37 7 3.0t1 E E
Bd1 EpALGO L 1005 ¢ 0.32 & 3.0:1 i i
En 1 EDALGO L 55¢ ¢ 0.32 & 3.0t1 E B
o2 HEDVILIE T 455 D 0.32 16"  2.55v 5 Ho(s)
Bv 1 EDALGO L 60¢ ¢ 0.32 & 3.0t1 E Ho(s)
w2 HEDVILIE T 405 D 0.32 16"  2.55v 5 Ho(s)
o1 GEARY SIL 1008 5 0.2 v 2.1 1 1
Ge1 GEARY STL 1005 5 0.32 13" 2.5 1 r o
W1 HARNEY SIL 1005 5 0.37 12" 3.0s1 1 1
He 1 HARNEY STCL 658 5 0.32 6" 3.0s1 r o
He 2 WAKEEN SIL 35¢ 5 0.32 o 2081 1 1
mo1 HARNEY STCL 708 5 0.32 s 3081 r o
USDA-NRCS Section Il — Soil and Site Information 1/02
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WIN-PST SPISP II
SOIL SENSITIVITY TO PESTICIDE LOSS RATING REPORT

Soils Data Table: SOIL KS Sort Order: MUSYM

Ellsworth County, Kansas: KS053

Hm 2 WELLS L 30% B 0.28 I 2.5% I I I

o1 RORD STL 1005 5 0.32 13" 3081 1 1
el HORD STL 1008 B 0.3 18" 3.081L o o
o1 oANSEN SL 1008 5 0.20 13" 2081 1 1
1 LANCASTER L 6085 B 0.28 16" 2.581 o o
2 WEDVILLE T 208 b 0.3z 16" 2.5 v W Ho(s)
LAH 1 LANCASTER I 603 B 0.28 o 2581 o o
LA 2 HEDVILIE L 40% b 0.32 e 2sev W Ws)
w1 uccook T 1008 8 0.32 120 3081 1 1
we1 MCCOOK SIL 1005 B 0.3 120 3081 T T
we 1 MCCOOK SICL 1005 c 0.3z 15" 2.0t H 0 A W
w1 MEADIN SL 1005 A 020 1am 1.8 L L
w1 NIBSON SIL 55% b 0.32 8" 2.05v R Bo(s)
w2 o WAKEEN SIL 45% B 0.32 on  2.081 T Ws)
b1 ROXBURY STL 1005 5 0.32 200 3081 1 1
RE1 ROXBURY SIL 1005 B 0.3z 200 3081 T T
o1 ToBIN STL 1008 B 0.32 200 281 1 1
w1 waTeR 1008 0.00 ov o0z 2 2
w1 WELLS L 1005 B 028 11" 2sv1 11
w1 WELLS L 1005 B 028  10m 2521 T T

(.\REPORTS\SOILS.TXT generated on 12/12/01 at 12:11:15)

-- High

-- Intermediate
-- Low

-- Very Low

< B Hm

Conditions that affect ratings:

m -- There are macropores in the surface horizon deeper than 24"
w -- The high water table comes within 24" of the surface during the growing season
s -- The field slope is greater than 15%

SPISP II S-Ratings:
SLP -- Soil Leaching Potential
SSRP -- Soil Solution Runoff Potential
SARP -- Soil Adsorbed Runoff Potential
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HYDRIC SOIL INTERPRETATIONS
HYDRIC SOILS LIST
Ellsworth County, Kansas

In this section, hydric soils are defined and described and the hydric soils in the survey area are listed.

The three essential characteristics of wetlands are hydrophytic vegetation, hydric soils, and wetland

hydrology (Cowardin and others, 1979; U.S. Army Corps of Engineers, 1987; National Research Council, 1995;
Tiner, 1985). Criteria for each of the characteristics must be met for areas to be identified as wetlands.
Undrained hydric soils that have natural vegetation should support a dominant pcgaulation of ecological

wetland plant species. Hydric soils that have been converted to other uses should be capable of being

restored to wetlands.

Hydric soils are defined by the National Technical Committee for Hydric Soils (NTCHS) as soils that formed
under conditions of saturation, flooding, or ponding long enough during the growin%season to develop
anaerobic conditions in the upper part (Federal Register, 1994). These soils are either saturated or inundated
long enough during the growing season to support the growth and reproduction of hydrophytic vegetation.

The NTCHS definition identifies ?eneral soil properties that are associated with wetness. In order to
determine whether a specific soil is a hydric soil or nonhydric soil, however, more specific information, such
as information about the depth and duration of the water table, is needed. Thus, criteria that identify those
estimated soil properties unique to hydric soils have been established (Federal Register, 1995). These criteria
are used to identify a phase of a soil series that normally is associated with wetlands. The criteria used are
selected estimated soll properties that are described in "Soil Taxonomy" SUSDA, 1999) and "Keys to Soil
Taxonomy"™ (USDA, 1998) and in the "Soil Survey Manual" (USDA, 1993).

If soils are wet enough for a long enough period to be considered hydric, they should exhibit certain
properties that can be easily observed in the field. These visible properties are indicators of hydric soils.
The indicators used to make onsite determinations of hydric soils in this survey area are specified in "Field
Indicators of Hydric Soils in the United States" (Hurt and others, 1996).

Hydric soils are identified by examining and describing the soil to a depth of about 20 inches. This depth may
be greater if determination of an appropriate indicator so requires. It is always recommended that soils be
excavated and described to the depth necessary for an understanding of the redoximorphic processes. Then,
using the completed soil descriptions, soil scientists can compare the soil features required by each indicator
and specify which indicators have been matched with the conditions observed in the soil. The soil can be
identified as a hydric soil if at least one of the approved indicators is present.

Map units in the Hydric Soil Interpretations table meet the definition of hydric soils and, in addition, have at
east one of the hydric soil indicators. This list can help in planning land uses; however, onsite investigation
is rgecommen)ded to determine the hydric soils on a specific site (National Research Council, 1995; Hurt and
others, 1996).

Map units that are made up of hydric soils may have small areas, or inclusions, of nonhydric soils in the
higher positions on the landform, and map units made up of nonhydric soils may have inclusions of hydric
solls in the lower positions on the landform.

These map units, in general, do not meet the definition of hydric soils because they do not have one
of the hydric soil indicators. A portion of these map units, however, may include hydric soils. Onsite
investigation is recommended to determine whether hydric soils occur and the location of the
included hydric soils.

KS-FOTG NOTICE: 275 KS-NRCS January 2002
Section Il : Hydric Soils Intrepretations



PAGE 2of 4
HYDRIC SOIL INTERPRETATIONS
HYDRIC SOILS LIST
Ellsworth County, Kansas

All mapunits are displayed regardless of hydric status and are listed in alpha—-numeric order by mapunit
symbol. The" Hydnc Soils Criteria” columns indicate the conditions that caused the mapunit component to be
classified as "Hydric" or "Non—Hydric". These criteria are defined in "Hydric Soils of the United States"

(USDA Miscellaneous Publication No. 1491, June, 1991). See the "Criteria for c}/dric Soils" endnote to
determine the meaning of these columns. Spot symbols are footnoted at the end of the table.

| | | Hydric soils criteriaI |
Map symbol and | |
map unitname | Component | Hydric |Local landform| Hydric | Meets [Meets [ Meets |
criteria |saturation|flooding|ponding |
code| | crlterla |criteria|criterial

[ [ | I [ [ I [ | : :
113LH: | | | | [ | |
LANCASTER-HEDVILLE |LANCASTER | No |hillslope | -— | -—— | ——
LOAMS, 6 TO 12 [ | | [

PERCENT SLOPES | | | | | | | |

[HEDVILLE | No |hillslope -— | — | | — ]
113WB: | | r’

WELLS LOAM, 1 TO3 |WELLS | ——= -— | —
PERCENT SLOPES | | \ | | |
159CS: | | | | | |

CRETE SILT LOAM, lTO |CRETE No | — | — | — | — | — |
2 PERCENT SLOPES |

159CT: | | | |

CRETE SOILS, 1 TO 3 |CRETE | No | -——- | — | === | ]
PERCENT SLOPES | | |

ERODED | 4

Unnamed wet | Yes |d|epreSS|c1n 21—\3 I|334|| YES | YES | YES |

SOIS

159LA: | | | | |

LANCASTER LOAM 1TO 3|LANCASTER | No |hillslope | -——— | ——— | -——— | — |
PERCENT SLOPES | |
159LC: [ | | | | |
LANCASTER LOAM, 3 TO 7|[LANCASTER | No |hillslope | -—— | ——— |
PERCENT SLOPES, | | | | |

ERODED | | | | |

159SM: [ | |

SMOLAN SILTY CLAY |SMOLAN | No |hillslope | ——— | —— | ——
LOAM, 1 TO 3 PERCENT | | | | | |
SLOPES | | [

LABETTE l:ullslope -— | = | | — ]
o7 NOIRGE | |hillslope — | — | — | — |
167
HARNEY SILTY CLAY |HARNEY | No |hillslope | -——— | ——— | ——-
LOAM, 3 TO 7 PERCENT | | | |
SLOPES | | | N | | |

UNNAMED | Yes |drainageway |2A | YES | NO | NO |

HYDRIC SOILS| | | | (R
167WC: | | | |
WAKEEN SILT LOAM, 3 TOWAKEEN | No |hillslope -— | -
7 PERCENT SLOPES | | [ | | [ |
169CX: | | (I |
CRETE-WELLS COMPLEX, 2|CRETE | No |nillslope | -—- | | —- |
TO 7 PERCENT SLOPES | | | | | | |

|WELLS | No |hillslope | -— | —— | -—— | —— |
AED: | | | | |
ARENTS, EARTHEN DAM |ARENTS, = |Unranked| --- | —-—— | === | —— | —— |

| EARTHEN DAM | | | | | | |

Ar: | | [ |

ARMO LOAM,3TO7  |ARMO | No |hillslope — | = || —
PERCENTSL(leES || | | | | | | | |

Au:

ARMO LOAM, 7 TO 15 |ARMO | No Jhillslope | -—= | —— | —— | — |
CI;ERCENTSL?PES || | | I| || | | | I| | I

CASS FINE SANDY LOAM, |CASS | No [floodplain | ——— | —— | — | — |
%CCASIONALI_Y FLOOlDEDll | | r | | | | |

CRETE SILT LOAM, 0 TO |CRETE | No | -—— | — | —

|1
2 PERCENT SLOPES | | | o | | | |
UNNAMED | Yes |depression |3,2B3,2A | YES | NO | YES |

HYDRIC SOILS| | | || I| |
EDALGO LOAM,3TO7 |[EDALGO | No |hillslope | —= | —— | —— | —— |
EERCENTSL?P ES || | || I| | || |I | |
E
EDALGO-HEDVILLE LOAMS|EDALGO | No |hillslope | -—= | ——= | == | ——— |
7TO 15 PERCENT | | | | | |
SLOPES | | [ | | |

HEDVILLE | No |nillslope | -—- - |- ||

SIDEHILL SEE|P| -— \hillslopel |ZB|2 || YI|ES | NO | NO |
EDALGO-HEDVILLE LOAMS,[EDALGO | No |hillslope | -—- | — | | —
15 TO 40 PERCENT | | | I
SLOPES | | | |

[HEDVILLE | No |hillslope -—= ——= || —
GEARY SILT LOAM, 1 TO |[GEARY | No |hillslope | — | = | = | — ]
G3 PERCENT si_OPEs | | \ | I| | | | | I| | |
C:
GEARY SILT LOAM, 3 TO |GEARY | No |hillslope | — | = | | — |
7bPERCENTSI_OPES | | I | I| | | | || I| | |
Hb:
HARNEY SILT LOAM, 1 TOJHARNEY | | No |plain | | — | — | — | — |

3 PERCENT SLOPES ™ | |
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HYDRIC SOIL INTERPRETATIONS
HYDRIC SOILS LIST
Ellsworth County, Kansas

All mapunits are displayed regardless of hydric status and are listed in alpha-numeric order by mapunit
symbol. The "Hydric Soils Criteria" columns indicate the conditions that caused the mapunit component to be
classified as "Hydric" or "Non—-Hydric". These criteria are defined in "Hydric Soils of the United States"
(USDA Miscellaneous Publication No. 1491, June, 1991). See the "Criteria for Hydric Soils" endnote to
determine the meaning of these columns. Spot symbols are footnoted at the end of the table.

| | | Hydric soils criteriaI |
Map symbol and | |
map unitname | Component | Hydric |Local landform| Hydric | Meets [Meets [ Meets |
criteria |saturation|flooding|ponding |

code| | criteria| |criteria|criterial

[ I [ I [ [ [ [
He: | |

| | | |
HARNEY-WAKEEN COMPLEX,|HARNEY | No |plain \ [ e |
2 TO 6 PERCENT SLOPES | | |
|WAKEEN No |hillslope -— | I——— | — 1 — |
Hm:
HARNEY-WELLS COMPLEX, [HARNEY | No |p|ain | =—— | — | — | —-
2 TO 6 PERCENT SLOPES| | | | |
|V\|IELLS | 'No |nillslope | ———l | —l—— |——— -— |
[0}
HORD SILT LOAM, HORD | No Jhillslope " | ——= | ——= | == | —= |
NONFLOODEP | || || | | | | | [
Hr:
HORD SILT LOAM, RARELY|HORD | No | —— | —— | — | — | — |
FLOODED | | | | | |
UNNAMED | Yes |depression |3 NO | NO | YES |
IHYDRIC SOIL | | | | | |
Jc:
JANSEN SANDY LOAM, 1 ’JANSEN | No |hills‘0pe | = | —— | = | — |

| | | [
: | [ | | [
LANCASTER-HEDVILLE |LANCASTER | No |hillslope | ——= | == | =—— | —— |
LOAMS,3TO20 | | | | | | | |
PERCENT SLOPES = | | | | | |

|HI|EDVILLE| | |No |hillsiope || — —l—— || - ||
LANCASTER-HEDVILLE |LANCASTER | No |hi|’s|ope | - ’ — | | —
COMPLEX,3TO20 | | | | | | |
PERCENT SLOPES | | |

HEDVILLE | No |hillslope | --- - | ||

;I;O 4 PERCENT SLOPES

| |
SIDlEHILLSEEPl Yes |hillslope | 2B2 | YES| | NO | NO |
M-W:
MISCELLANEOUS WATER |MISCELLANEOUS| ——- — -— | = || —
| WATER | |
Mb: | | l | |
MCCOOK LOAM, [MCCOOK No |[flood plain | -— | —— | —= | — |
OCCASIONALIl_Y FLOOIDED|| | | | | | | |
Mc:
MCCOOK SILT LOAM, |[MCCOOK | No |floodplain | --—= | ——— | ——— | —— |
I?ARELYFLO(l)DED || | | || I| | I| |I | |
Mf:
MCCOOK SILTY CLAY |MCCOOK = | No |[flood plain | ——= | ——— | == | —= |
LOAM, FREQUENTLY | | | | | | |
FLOODED | | | | | | | |
UNNAMED | Yes |depression |2B3 | YES | NO | NO |
HYDRIC |SO|LS| | | | |I || I| |
Mn:
MEADIN SANDY LOAM, 3 [MEADIN | No |hillslope | —— | —— | —— | —— |
TO 15 PERCENTSLOPlEsll | | | | | | I| || | |
Nw:
NIBSON-WAKEEN SILT |NIBSON| | No| |hillslope || — | = || — ]

LOAMS, 5 TO 25 | | |
PERCENT SLOPES | | | | | | | |
|WAKEEN | No |hillslope | -— | — | — | — |

: | | | | | |

ROXBURY SILT LOAM, |ROXBURY | No [flood plain | -—— | -—— | —— | —— |

If?ARELY FLO|ODED | | | | | | | |

Rf:

ROXBURY SILT LOAM, |ROXBURY | No |[flood plain — | = | | — ]

OCCASIONALlLY FLoo|DED|| || | f | | | | |

To:

TOBIN SILT LOAM,  |TOBIN | No [floodplain | -—— | —— | — | — |

OCCASIONALLY FLOODED | | | | | | |
UNNAMED | Yes |flood plain, | 2B3 | YES | NO | NO |
HYDRIC SOIL | |marsh | | | |
UNNAMED | Yes |depression, |3 | NO | NO | YES |
HYDRIC SOILS| | flood plain | | | |
Un(}amed wet | Yes |drainageway |4,2B3,2A,3| YES | YES | YES |
soils

w -

WATER |WAT|ER | | Yes I| ———l |3i4 I| N|O | YES | YES |

Wr:

WELLS LOAM, 1 TO3 |WELLS | No |[hillslope | -—— | — | — | — |

PERCENT SLOPES | | | | | | | | |

s:

WELLS LOAM, 3TO 7 |WELLS | No |h!|lslope | — | — || — |

PERCENT SLOPES | | |
UNNAMED | Yes |hillslope, |[2B3 | YES NO | NO |
HYDRIC SOIL | | marsh | | | |
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HYDRIC SOIL INTERPRETATIONS
HYDRIC SOILS LIST
Ellsworth County, Kansas

All mapunits are displayed regardless of hydric status and are listed in alpha-numeric order by mapunit
symbol. The "Hydric Soils Criteria" columns indicate the conditions that caused the mapunit component to be
classified as "Hydric" or "Non-Hydric". These criteria are defined in "Hydric Soils of the United States"
(USDA Miscellaneous Publication No. 1491, June, 1991). See the "Criteria for Hydric Soils" endnote to
determine the meaning of these columns. Spot symbols are footnoted at the end of the table.

| | | Hydric soils criteriaI |

Map symbol and | |

map unitname | Component | Hydric |Local Iandform| Hydric | Meets | Meets | Meets |
criteria |saturation|flooding|ponding |

code| | criteria| |criteria|criterial

FOOTNOTE: There may be small areas of included soils or miscellaneous areas that are significant to use and
management of the soil; yet are too small to delineate on the soil map at the map’s original scale. These

may be designated as spot symbols and are defined in the published Soil Survey Report or the USDA-NRCS
Technical Guide, Part II.

Areas mapped as water or any map unit that contains one of the following conventional symbols is considered
a hydric soll map unit: marshes or swamps; wet spots; depressions; streams, lakes and ponds.

1. All Histosols except Folists, or

2. Soils in Aquic suborders, great groups, or subgroups, Albolls suborder, Aquisalids, Pachic
subgroups, or Cumulic subgroups that are:

a. Somewhat poorly drained with a water table equal to 0.0 foot (ft) from the
surface during the growing season, or

b. poorly drained or very poorly drained and have either:

(1) water table equal to 0.0 ft during the growing season if textures are
coarse sand, sand, or fine sand in all layers within 20 inches (in),

or for other soils

(2) water table at less than or equal to 0.5 ft from the surface during the
growing season if permeability is equal to or greater than 6.0 in/hour (h) in
all layers within 20 in, or

(3) water table at less than or equal to 1.0 ft from the surface during the
growing season if permeability is less than 6.0 in/h in any layer within 20
in, or

3. Soils that are frequently ponded for long duration or very long duration during the growing
season, or

4. Soils that are frequently flooded for long duration or very long duration during the growing
season.
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